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	Reason for change:
	RAN4 agreed to introduce many test cases to verify DAPS handover RRM requirements. The agreed test coverage covers intra-frequency, intra-band inter-frequency and inter-band inter-frequency. Both synchronous and asynchronous delployment are to be tested as well. To save testing time RAN4 aslo agreed to introduce corresponding test applicability to allow UE to skip some of the test cases.

	
	

	Summary of change:
	Introduce test applicability for DAPS handover.
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Start of Change
[bookmark: _Toc383690989]A.3.X	Test applicability for DAPS handover
A.3.X.1	Introduction
In Annex A test cases for DAPS handover may be defined with cells in on same or different carrier frequency to verify intra-frequency, intra-band inter-frequency and inter-band inter-frequency DAPS handover RRM requirements, respectively.
A.3.X.2	Principle of testing
To verify intra-frequency DAPS handover requirements 
· The UE capable of intra-frequency asynchronous DAPS handover on any band needs to be tested only in asynchronous scenario.
· The UE not capable of intra-frequency asynchronous DAPS handover on any band but capable of synchronous DAPS handover on some band needs to be tested only in synchronous scenario.
To verify intra-band inter-frequency DAPS handover requirements 
· The UE capable of intra-band inter-frequency asynchronous DAPS handover on any band needs to be tested only in asynchronous scenario.
· The UE not capable of intra-band inter-frequency asynchronous DAPS handover on any band but capable of intra-band inter-frequency synchronous DAPS handover on some band needs to be tested only in synchronous scenario.
To verify inter-band inter-frequency DAPS handover requirements 
· The UE capable of inter-band inter-frequency asynchronous DAPS handover on any band combination needs to be tested only in asynchronous scenario.
· The UE not capable of inter-band inter-frequency asynchronous DAPS handover on any band combination but capable of inter-band inter-frequency synchronous DAPS handover on some band combination needs to be tested only in synchronous scenario.

End of Change





