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	Reason for change:
	Current failure handling in RRC is focusing on the normal UE, so it only suspends the transmission on RBs (SRB, DRB) upon failure as below:
In SCGFailureInformation, 
	Upon initiating the procedure, the UE shall:
1. suspend SCG transmission for all SRBs and DRBs;
<omitted>



In MCGFailureInformaiton, 
	Upon initiating the procedure, the UE shall:
<omitted>
1>  suspend MCG transmission for all SRBs and DRBs, except SRB0; 
<omitted>



However, for IAB node, BH RLC CH is operating independentlay on DRB or SRB. Therefore, this also should be suspended for the transmission explicitly. Otherwise, i.e., some BH RLC CH are not suspended and transmission is allowed on them, “MCG or SCG transmission suspension” which is used as the condition for other RRC procedures here and there in RRC will not be met, which is not the intention of those other RRC procedures (suspending MCG / SCG transmission is quoted in recovery from MCGFailureInformation, inability to reconfiguration, T304 expiry, RRE initiation, RLF related actions, and MCG/SCG failure information procedures). 
So the MCG or SCG transmission suspension should mean that all the packet transmission on that CG link should be suspended.

Note that in BAP spec (38.340), there is a note:
NOTE:      Data buffering on the transmitting part of the BAP entity, e.g., until RLC-AM entity has received an acknowledgement, is up to implementation. In case of BH RLF, the transmitting part of the BAP entity may reroute the BAP Data PDUs, which has not been acknowledged by lower layer before the BH RLF, to an alternative path.
However, this is not compulsory due to using ‘may’, so that some implementation get the BAP PDU flooded on failed link using BH RLC channel. And this can make “MCG/SCG transmission not suspended”.


	
	

	Summary of change:
	
Add the BH RLC channel on the object to be suspended upon initiation of SCGFailureInformation and MCGFailureInformation procedures.

Impact analysis

Impacted functionality:
MCG/SCGFailureInformation when UE is connected as an IAB node

Inter-operability:
If only the network is implemented according to the CR, no interoperability problems are foreseen.
If only the UE is implemented according to the CR, no interoperability problems are foreseen.


	
	

	Consequences if not approved:
	Unclear specification of the suspension of MCG/SCG transmission for IAB MT 
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[bookmark: _Toc46439329][bookmark: _Toc46444166][bookmark: _Toc46486927][bookmark: _Toc52836805][bookmark: _Toc52837813][bookmark: _Toc53006453]5.7.3.2	Initiation
A UE initiates the procedure to report SCG failures when neither MCG nor SCG transmission is suspended and when one of the following conditions is met:
1>	upon detecting radio link failure for the SCG, in accordance with subclause 5.3.10.3;
1>	upon reconfiguration with sync failure of the SCG, in accordance with subclause 5.3.5.8.3;
1>	upon SCG configuration failure, in accordance with subclause 5.3.5.8.2;
1>	upon integrity check failure indication from SCG lower layers concerning SRB3.
Upon initiating the procedure, the UE shall:
1>	suspend SCG transmission for all SRBs and, DRBs and, if any, BH RLC channels;
1>	reset SCG MAC;
1>	stop T304 for the SCG, if running;
1>	stop conditional reconfiguration evaluation for CPC, if configured;
1>	if the UE is in (NG)EN-DC:
2>	initiate transmission of the SCGFailureInformationNR message as specified in TS 36.331 [10], clause 5.6.13a.
1>	else:
2>	initiate transmission of the SCGFailureInformation message in accordance with 5.7.3.5.
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[bookmark: _Toc46439339][bookmark: _Toc46444176][bookmark: _Toc46486937][bookmark: _Toc52836815][bookmark: _Toc52837823][bookmark: _Toc53006463]5.7.3b.2	Initiation
A UE configured with split SRB1 or SRB3 initiates the procedure to report MCG failures when neither MCG nor SCG transmission is suspended, t316 is configured, and when the following condition is met:
1>	upon detecting radio link failure of the MCG, in accordance with 5.3.10.3, while T316 is not running.
Upon initiating the procedure, the UE shall:
[bookmark: _Hlk37781367]1>	stop timer T310 for the PCell, if running;
1>	stop timer T312 for the PCell, if running;
1>	suspend MCG transmission for all SRBs and, DRBs, except SRB0, and, if any, BH RLC channels;
1>	reset MCG MAC;
[bookmark: _Hlk39491832]1>	stop conditional reconfiguration evaluation for CHO, if configured;
1>	stop conditional reconfiguration evaluation for CPC, if configured;
1>	initiate transmission of the MCGFailureInformation message in accordance with 5.7.3b.4.
NOTE:	The handling of any outstanding UL RRC messages during the initiation of the fast MCG link recovery is left to UE implementation.
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