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	Reason for change:
	According to TS 38.331, the IE PDCCH-ConfigCommon is absent only for a dormant BWP which is configured by the IE dormantBWP-Id. This dormantBWP may be different to the additional BWP.
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In addition, considering the case where Random Access Procedure is initiated in the additional BWP different from the dormant BWP, cell specific settings such as PDCCH-ConfigCommon: ra-SearchSpace is mandatory present in the DL BWP(s) according to TS38.331. 
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	Summary of change:
	Update conditions for IE PDCCH-ConfigCommon configuration in Table 4.6.3-10.
Add condition “BWP-Id1” in Table 4.6.3-96: PDCCH-ConfigCommon.
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r2: Delete the condition “Dormant-BWP” because it is rel-16 feature
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<<Unchaged sections skipped>>
4.6.3	Radio resource control information elements
<<Unchaged sections skipped>>
[bookmark: _Toc21353786][bookmark: _Toc27749405]–	BWP-DownlinkCommon
Table 4.6.3-10: BWP-DownlinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  pdcch-ConfigCommon CHOICE {
	
	
	

	    setup
	PDCCH-ConfigCommon
	
	

	
	PDCCH-ConfigCommon with condition SCell_add
	
	SCell_Add

	
	PDCCH-ConfigCommon with condition InitialBWP_SIB
	
	InitialBWP_SIB

	
	PDCCH-ConfigCommon with condition BWP-Id1
	
	BWP-Id1

	  }
	
	
	

	  pdcch-ConfigCommon
	Not present
	
	BWP-Id1

	  pdsch-ConfigCommon CHOICE {
	
	
	

	    setup
	PDSCH-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	InitialBWP_SIB
	Configured via DownlinkConfigCommonSIB

	BWP-Id1
	Additional BWP 1



<<Unchaged sections skipped>>
[bookmark: _Toc21353878][bookmark: _Toc27749497]–	PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	Initial BWP
	

	
	Not present
	
	SCell_Add
InitialBWP_SIB, BWP-Id1

	  commonControlResourceSet
	ControlResourceSet
	
	EN-DC

	
	Not present
	
	

	  searchSpaceZero
	SearchSpaceZero
	Initial BWP
	

	
	Not present
	
	SCell_Add
InitialBWP_SIB, BWP-Id1

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	entry 2
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	1 entry
	
	EN-DC

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	  }
	
	
	

	  commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	
	Not present
	
	SCell_Add

	}
	
	
	



	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SCell_Add
	Add SCell

	InitialBWP_SIB
	Configured via DownlinkConfigCommonSIB

	BWP-Id1
	Additional BWP 1



<<End of change>>
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BWP-DownlinkCommon field descriptions

pdcch-ConfigCommon
Cell specific parameters for the PDCCH of this BWP. This field is absent for a dormantBWP.

pdsch-ConfigCommon
Cell specific parameters for the PDSCH of this BWP.
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= ra-SearchSpace:
D of the Search space for random access procedure (see TS 38.213 [13], clause 10.1)
If the field is absent, the UE does not receive RAR in this BWP. This field is mandatory
present in the DL BWP(s) if the conditions described in TS 38.321 [3], subclause 5.15
are met.





