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<Start of modified section 1>
–	NZP-CSI-RS-Resource for TRS
Table 7.3.1-7: NZP-CSI-RS-Resource for TRS(Id)
	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  NZP-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId for TRS(Id)
	
	

	
	NZP-CSI-RS-ResourceId for TRS(Id) with Condition SECOND_SET
	
	SECOND_SET

	  CSI-RS-ResourceMapping
	CSI-RS-ResourceMapping for TRS(Id)
	
	

	
	CSI-RS-ResourceMapping for TRS(Id) with condition SECOND_SET
	
	SECOND_SET

	  powerControlOffset
	0
	
	

	  powerControlOffsetSS
	db-3db0
	
	

	  scramblingID
	PhysCellId
	PCI of the cell sending the TRS
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset for TRS(Id)
	
	

	  qcl-InfoPeriodicCSI-RS
	TCI-StateId-RRM(2)
	
	

	}
	
	
	



	Condition
	Explanation

	SECOND_SET
	For resource belong to the second resource set for TRS, only applies to FR2 test


<End of modified section 1>
<Start of modified section 2>
–	CSI-RS-ResourceMapping for CSI
Table 7.3.1-8A: CSI-RS-ResourceMapping for CSI
	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    other
	000001
	
	

	  }
	
	
	

	  nrofPorts
	p2
	
	FR1

	
	p1
	
	FR2

	  firstOFDMSymbolInTimeDomain
	5
	
	NOT SCS15

	
	4
	
	SCS15

	  freqBand
	CSI-FrequencyOccupation-RRM
	
	

	}
	
	
	


<End of modified section 2>
