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5.4.1.1.1	Test purpose
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNB and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2
5.4.1.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward supporting EN-DC FR2. 
5.4.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.4.1.0.1.
The normative reference for this requirement is TS.38.133 [6] clause A.5.4.1.1
5.4.1.1.4	Test Description
5.4.1.1.4.1	Initial Conditions
This test can be run in one of the configurations defined in Table 5.4.1.1.4.1-1.
Table 5.4.1.1.4.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	2
	LTE TDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations in FR2 depending on UE capability.



Configure the test equipment and the DUT according to the parameters in Table 5.4.1.1.4.1-2
[bookmark: _Hlk28532334]Table 5.4.1.1.4.1-2: Initial conditions for EN-DC FR2 transmit timing accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E.1.1, Table E.3-1 and TS 38.508-1 [14] clause 4.3.1 for E-UTRA and 7.2.3 for NR.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.5.1.4.4.1-1

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1-1A.3.1.7.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1A.3.2.3.4
	

	Exceptions to connection diagram
	N/A
	



1.	Message contents are defined in clause 5 4.1.1.4.3.
2.	There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.6.1.1-1. The power levels and settings for Cell 1 are set according to Annex A.6, Table A.6.1.1-1. Cell 2 is NR FR2 PSCell. The connection setup is done according to the settings in Annex C.1.3, and the downlink signal levels as per Annex C.1.2.
3.	Downlink signals for NR cell are initially set up according to Annex C.1.2 and C.1.3.
a) 4.	The UE Rx beam peak direction has been obtained previously using one of the Rx Beam Peak Search procedures as described in Annex I.
<<Unchaged sections skipped>>
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5.4.3.1.1	Test purpose
The purpose of the test is to verify UE timing advance adjustment delay and accuracy requirement defined in clause 7.3 of TS 38.133 [6].
5.4.3.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.4.3.1.3	Minimum conformance requirement
The minimum conformance requirements are specified in clause 5.4.3.0.1.
The normative reference for this requirement is TS.38.133 [6] clause A.5.4.3.1.
5.4.3.1.4	Test description
5.4.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 of 38.521-2 [17].
This test shall be tested using any of the test configurations in Table 5.4.3.1.4.1-1.
Table 5.4.3.1.4.1-1: EN-DC FR2 timing advance adjustment accuracy supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 5.4.3.1.4.1-2
Table 5.4.3.1.4.1-2: Initial conditions for EN-DC FR2 timing advance adjustment accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E.1.1, E.1.2, and Table E.3-1 and TS 38.508-1 [14] clause 4.3.1 for E-UTRA and clause 7.2.3 for NR.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.4.3.1.4.1-1

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.1.1A.3.3.3.1-1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



Table 5.4.3.1.4.1-3: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1 of TS 38.133 [6]

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1 of TS 38.133 [6]

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1 of TS 38.133 [6]

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1 of TS 38.133 [6]

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	NTA_new = NTA_old  + 1024*Tc (based on equation in TS 38.213 [3] section 4.2)

	T1
	s
	5
	

	T2
	s
	5
	



1. Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 is NR FR2 PSCell. The connection setup is done according to the settings in Annex C.1.1.
2. Downlink signals for NR cell are initially set up according to Annex C.1.2, C.1.3.
3. The UE Rx beam peak direction has been obtained previously using one of the Rx Beam Peak Search procedures as described in Annex I.
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