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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc27475615][bookmark: _Toc29495205][bookmark: _Toc43976908][bookmark: _Toc36118298][bookmark: _Toc36560411][bookmark: _Toc52213480][bookmark: _Toc36116249][bookmark: _Toc60742936][bookmark: _Toc27475602][bookmark: _Toc36560401][bookmark: _Toc52213471][bookmark: _Toc60742927][bookmark: _Toc43976898][bookmark: _Toc36116239][bookmark: _Toc36118288][bookmark: _Toc29495193]6.2B.1.4_1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (>2 1 NR CCs)
6.2B.1.4_1.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 2 NR CCs)
6.2B.1.4_1.1.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 2 NR CCs) - EIRP and TRP
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.2A.1.1.1 in TS 38.521-2 [9] is incomplete for aggregated BW > 400MHz.
-	The referred test case 6.2A.1.1.1 in TS 38.521-2 [9] is incomplete for power class 1, 2 and 4.
-	Test Procedures for EIRP beam peak Extreme Conditions are FFS.
6.2B.1.4_1.1.1.1	Test purpose
Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carrier.
6.2B.1.4_1.1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.2B.1.4_1.1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2B.1.4.1.3
6.2B.1.4_1.1.1.4	Test description
6.2B.1.4_1.1.1.4.1	Initial condition
Same test description as in clause 6.2A.1.1.1.4 in TS 38.521-2 [9] for the NR carriers with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.2A.1.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.2A.1.1.1.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.2A.1.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.2B.1.4_1.1.1.5	Test Requirements
Same test requirement as in clause 6.2A.1.1.1.5 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.1.2	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 2 NR CCs) - Spherical Coverage
Editor's note: The following aspects are either missing or not yet determined:
· The referred test case 6.2A.1.2.1 in TS 38.521-2 is incomplete for aggregated BW > 400MHz. 
· The referred test case 6.2A.1.2.1 in TS 38.521-2 is incomplete for power class 1, 2 and 4.
6.2B.1.4_1.1.2.1	Test purpose
Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carrier.
6.2B.1.4_1.1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.2B.1.4_1.1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2B.1.4.2.3.
6.2B.1.4_1.1.2.4	Test description
6.2B.1.4_1.1.2.4.1	Initial condition
Same test description as in clause 6.2A.1.2.1.4 in TS 38.521-2 [9] for the NR carriers with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.2A.1.2.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] subclause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.2A.1.2.1.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.2A.1.2.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.2B.1.4_1.1.2.5	Test Requirements
Same test requirement as in clause 6.2A.1.2.1.5 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.2	UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 3 NR CCs)
6.2B.1.4_1.2.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 3 NR CCs) - EIRP and TRP
Editor's note:	The following aspects are either missing or not yet determined:
· - The referred test case 6.2A.1.1.2 in TS 38.521-2 is incomplete for aggregated BW > 400MHz.
· The referred test case 6.2A.1.1.2 in TS 38.521-2 is incomplete for power class 1, 2 and 4.
6.2B.1.4_1.2.1.1	Test purpose
Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.2.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.UL CCs (3NR UL CCs).
6.2B.1.4_1.2.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2B.1.4.1.3.
6.2B.1.4_1.2.1.4	Test description
6.2B.1.4_1.2.1.4.1	Initial condition
Same test description as in clause 6.2A.1.1.2.4 in TS 38.521-2 [9] for the NR carriers with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.2A.1.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.2A.1.1.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.2A.1.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.2B.1.4_1.2.1.5	Test Requirements
Same test requirement as in clause 6.2A.1.1.2.5 in TS 38.521-2 [9] for the NR carrier.
6.2B.1.4_1.2.2	UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 3 NR CCs) - Spherical Coverage
Editor’s note: The following aspects are either missing or not yet determined:
· The referred test case 6.2A.1.2.2 in TS 38.521-2 is incomplete for aggregated BW > 400MHz.
· The referred test case 6.2A.1.2.2 in TS 38.521-2 is incomplete for power class 1, 2 and 4.
6.2B.1.4_1.2.2.1	Test purpose
Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.2.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.2B.1.4_1.2.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2B.1.4.2.3.
6.2B.1.4_1.2.2.4	Test description
6.2B.1.4_1.2.2.4.1	Initial condition
Same test description as in clause 6.2A.1.2.2.4 in TS 38.521-2 [9] for the NR carriers with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.2A.1.2.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] subclause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.2A.1.2.2.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.2A.1.2.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.2B.1.4_1.2.2.5	Test Requirements
Same test requirement as in clause 6.2A.1.2.2.5 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.3	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 4 NR CCs)
6.2B.1.4_1.3.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 4 NR CCs) - EIRP and TRP
Editor's note:	The following aspects are either missing or not yet determined:
· The referred test case 6.2A.1.1.3 in TS 38.521-2 is incomplete for aggregated BW > 400MHz.
· The referred test case 6.2A.1.1.3 in TS 38.521-2 is incomplete for power class 1, 2 and 4.
6.2B.1.4_1.3.1.1	Test purpose
Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.3.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.2B.1.4_1.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2B.1.4.1.3.
6.2B.1.4_1.3.1.4	Test description
6.2B.1.4_1.3.1.4.1	Initial condition
Same test description as in clause 6.2A.1.1.3.4 in TS 38.521-2 [9] for the NR carriers with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.2A.1.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.2A.1.1.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.2A.1.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.2B.1.4_1.3.1.5	Test Requirements
Same test requirement as in clause 6.2A.1.1.3.5 in TS 38.521-2 [9] for the NR carriers.
[bookmark: _Toc43976909][bookmark: _Toc36560412][bookmark: _Toc60742937][bookmark: _Toc27475616][bookmark: _Toc36116250][bookmark: _Toc52213481][bookmark: _Toc29495206][bookmark: _Toc36118299]6.2B.1.4_1.3.2	UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 4 NR CCs) - Spherical Coverage
Editor’s note: The following aspects are either missing or not yet determined:
· The referred test case 6.2A.1.2.3 in TS 38.521-2 is incomplete for aggregated BW > 400MHz.
· The referred test case 6.2A.1.2.3 in TS 38.521-2 is incomplete for power class 1, 2 and 4.
6.2B.1.4_1.3.2.1	Test purpose
Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carriers.
6.2B.1.4_1.3.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.2B.1.4_1.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2B.1.4.2.3.
6.2B.1.4_1.3.2.4	Test description
6.2B.1.4_1.3.2.4.1	Initial condition
Same test description as in clause 6.2A.1.2.3.4 in TS 38.521-2 [9] for the NR carriers with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.2A.1.2.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] subclause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.2A.1.2.3.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.2A.1.2.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.2B.1.4_1.3.2.5	Test Requirements
Same test requirement as in clause 6.2A.1.2.3.5 in TS 38.521-2 [9] for the NR carriers.
<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc60742983]6.3B.1.4_1	Minimum output power for inter-band EN-DC including FR2 (>2 1 NR CCs)
6.3B.1.4_1.1	Minimum output power for inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.3A.1.1 in TS 38.521-2 [9] is incomplete.
6.3B.1.4_1.1.1	Test purpose
Same test purpose as in clause 6.3.1.1 in TS 38.521-2 [9] for the NR carrier.
6.3B.1.4_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.3B.1.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.
6.3B.1.4_1.1.4	Test description
6.3B.1.4_1.1.4.1	Initial condition
Same test description as in clause 6.3A.1.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.3A.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3A.1.1.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3A.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.3B.1.4_1.1.5	Test Requirements
Same test requirement as in clause 6.3A.1.1.5 in TS 38.521-2 [9] for the NR carrier.
6.3B.1.4_1.2	Minimum output power for inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.3A.1.2 in TS 38.521-2 [9] is incomplete.
6.3B.1.4_1.2.1	Test purpose
Same test purpose as in clause 6.3.1.1 in TS 38.521-2 [9] for the NR carrier.
6.3B.1.4_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs. 4 UL CCs (3NR UL CCs).
6.3B.1.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.
6.3B.1.4_1.2.4	Test description
6.3B.1.4_1.2.4.1	Initial condition
Same test description as in clause 6.3A.1.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.3A.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3A.1.2.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3A.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.3B.1.4_1.2.5	Test Requirements
Same test requirement as in clause 6.3A.1.2.5 in TS 38.521-2 [9] for the NR carrier.
6.3B.1.4_1.3	Minimum output power for inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.3A.1.3 in TS 38.521-2 [9] is incomplete.
6.3B.1.4_1.3.1	Test purpose
Same test purpose as in clause 6.3.1.1 in TS 38.521-2 [9] for the NR carrier.
6.3B.1.4_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs. 5 UL CCs (4NR UL CCs).
6.3B.1.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.
6.3B.1.4_1.3.4	Test description
6.3B.1.4_1.3.4.1	Initial condition
Same test description as in clause 6.3A.1.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.3A.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3A.1.3.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3A.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.3B.1.4_1.3.5	Test Requirements
Same test requirement as in clause 6.3A.1.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
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6.3B.2.4_1.1	Transmit OFF Power for Inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note: The following aspects are either missing or not yet determined in the referred test case 6.3A.2.1 in TS 38.521-2 [9]:
-	For PC3, The testability of this test case is pending further analysis on relaxation of the requirement for other than Band n257.
-	For PC3, Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD.
-	Measurement Uncertainties, Test Tolerances and testability limit analysis is TBD for PC1/2/4.
-	Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
6.3B.2.4_1.1.1	Test purpose
Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.
6.3B.2.4_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.3B.2.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
6.3B.2.4_1.1.4	Test description
6.3B.2.4_1.1.4.1	Initial condition
Same test description as in clause 6.3A.2.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.3A.2.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3A.2.1.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3A.2.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.3B.2.4_1.1.5	Test Requirements
Same test requirement as in clause 6.3A.2.1.5 in TS 38.521-2 [9] for the NR carrier.
6.3B.2.4_1.2	Transmit OFF Power for Inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note: The following aspects are either missing or not yet determined in the referred test case 6.3A.2.1 in TS 38.521-2 [9]:
-	For PC3, The testability of this test case is pending further analysis on relaxation of the requirement for other than Band n257.
-	For PC3, Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD.
-	Measurement Uncertainties, Test Tolerances and testability limit analysis is TBD for PC1/2/4.
6.3B.2.4_1.2.1	Test purpose
Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.
6.3B.2.4_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs. 4 UL CCs (3NR UL CCs).
6.3B.2.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
6.3B.2.4_1.2.4	Test description
6.3B.2.4_1.2.4.1	Initial condition
Same test description as in clause 6.3A.2.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.3A.2.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3A.2.2.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3A.2.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.3B.2.4_1.2.5	Test Requirements
Same test requirement as in clause 6.3A.2.2.5 in TS 38.521-2 [9] for the NR carrier.
6.3B.2.4_1.3	Transmit OFF Power for Inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note: The following aspects are either missing or not yet determined in the referred test case 6.3A.2.1 in TS 38.521-2 [9]
-	For PC3, The testability of this test case is pending further analysis on relaxation of the requirement for other than Band n257.
-	For PC3, Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz is TBD.
-	Measurement Uncertainties, Test Tolerances and testability limit analysis is TBD for PC1/2/4.
6.3B.2.4_1.3.1	Test purpose
Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.
6.3B.2.4_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.3B.2.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
6.3B.2.4_1.3.4	Test description
6.3B.2.4_1.3.4.1	Initial condition
Same test description as in clause 6.3A.2.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.3A.2.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.3A.2.3.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.3A.2.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.3B.2.4_1.3.5	Test Requirements
Same test requirement as in clause 6.3A.2.3.5 in TS 38.521-2 [9] for the NR carrier.
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6.4B.1.4_1	Frequency Error for Inter-band EN-DC including FR2 (>2 1 NR CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
6.4B.1.4_1.1	Frequency Error for Inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.1.1 in TS 38.521-2 [9] is incomplete.
6.4B.1.4_1.1.1	Test purpose
Same test purpose as in clause 6.4.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.1.4_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs3 UL CCs (2NR UL CCs).
6.4B.1.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
6.4B.1.4_1.1.4	Test description
6.4B.1.4_1.1.4.1	Initial condition
Same test description as in clause 6.4A.1.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.4A.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.1.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.1.4_1.1.5	Test Requirements
Same test requirement as in clause 6.4A.1.1.5 in TS 38.521-2 [9] for the NR carrier.
6.4B.1.4_1.2	Frequency Error for Inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.1.2 in TS 38.521-2 [9] is incomplete.
6.4B.1.4_1.2.1	Test purpose
Same test purpose as in clause 6.4.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.1.4_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.4B.1.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
6.4B.1.4_1.2.4	Test description
6.4B.1.5.4_1.2.1	Initial condition
Same test description as in clause 6.4A.1.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.4A.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.1.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.1.4_1.2.5	Test Requirements
Same test requirement as in clause 6.4A.1.2.5 in TS 38.521-2 [9] for the NR carrier.
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Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.1.3 in TS 38.521-2 [9] is incomplete.
6.4B.1.4_1.3.1	Test purpose
Same test purpose as in clause 6.4.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.1.4_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.4B.1.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
6.4B.1.4_1.3.4	Test description
6.4B.1.4_1.3.4.1	Initial condition
Same test description as in clause 6.4A.1.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.4A.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.1.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.1.4_1.3.5	Test Requirements
Same test requirement as in clause 6.4A.1.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
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6.4B.2.4.1_1.1	Error Vector Magnitude for inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.2.1.1 in TS 38.521-2 [9] is incomplete.
-	Test configuration table is FFS.
6.4B.2.4.1_1.1.1	Test purpose
Same test purpose as in clause 6.4.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.1_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.4B.2.4.1_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
6.4B.2.4.1_1.1.4	Test description
6.4B.2.4.1_1.1.4.1	Initial condition
Same test description as in clause 6.4A.2.1.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.4A.2.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.2.1.1.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.2.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.2.4.1_1.1.5	Test Requirements
Same test requirement as in clause 6.4A.2.1.1.5 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.1_1.2	Error Vector Magnitude for inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.2.1.2 in TS 38.521-2 [9] is incomplete.
-	Test configuration table is FFS.
6.4B.2.4.1_1.2.1	Test purpose
Same test purpose as in clause 6.4.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.1_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.4B.2.4.1_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
6.4B.2.4.1_1.2.4	Test description
6.4B.2.4.1_1.2.4.1	Initial condition
Same test description as in clause 6.4A.2.1.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.4A.2.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.2.1.2.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.2.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.2.4.1_1.2.5	Test Requirements
Same test requirement as in clause 6.4A.2.1.2.5 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.1_1.3	Error Vector Magnitude for inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.2.1.3 in TS 38.521-2 [9] is incomplete.
-	Test configuration table is FFS.
6.4B.2.4.1_1.3.1	Test purpose
Same test purpose as in clause 6.4.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.1_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.4B.2.4.1_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
6.4B.2.4.1_1.3.4	Test description
6.4B.2.4.1_1.3.4.1	Initial condition
Same test description as in clause 6.4A.2.1.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.4A.2.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.2.1.3.4.1 in TS 38.521-2 [9] is replaced by:
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.2.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.2.4.1_1.3.5	Test Requirements
Same test requirement as in clause 6.4A.2.1.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc60743056]6.4B.2.4.2_1	Carrier Leakage for inter-band EN-DC including FR2 (>2 1 NR CCs)
6.4B.2.4.2_1.1	Carrier Leakage for inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.2.2.1 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS. 
-	Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
6.4B.2.4.2_1.1.1	Test purpose
Same test purpose as in clause 6.4.2.2 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.2_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 CCs(2NR CCs). 
6.4B.2.4.2_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4B.2.4.2.3.
6.4B.2.4.2_1.1.4	Test Description
6.4B.2.4.2_1.1.4.1	Initial conditions
Same test description as in clause 6.4A.2.2.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1. 
For Initial conditions as in clause 6.4A.2.2.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.2.2.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.2.2.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.2.4.2_1.1.5	Test Requirement
Same test requirement as in clause 6.4A.2.2.1.5 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.2_1.2	Carrier Leakage for inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.2.2.2 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS. 
6.4B.2.4.2_1.2.1	Test purpose
Same test purpose as in clause 6.4.2.2 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.2_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 CCs(3NR CCs). 
6.4B.2.4.2_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4B.2.4.2.3.
6.4B.2.4.2_1.2.4	Test Description
6.4B.2.4.2_1.2.4.1	Initial conditions
Same test description as in clause 6.4A.2.2.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1. 
For Initial conditions as in clause 6.4A.2.2.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.2.2.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.2.2.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.2.4.2_1.2.5	Test Requirement
Same test requirement as in clause 6.4A.2.2.2.5 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.2_1.3	Carrier Leakage for inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.4A.2.2.3 in TS 38.521-2 [9] is incomplete.
-	Measurement Uncertainty and Test Tolerance are FFS. 
6.4B.2.4.2_1.3.1	Test purpose
Same test purpose as in clause 6.4.2.2 in TS 38.521-2 [9] for the NR carrier.
6.4B.2.4.2_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 CCs(4NR CCs). 
6.4B.2.4.2_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4B.2.4.2.3.
6.4B.2.4.2_1.3.4	Test Description
6.4B.2.4.2_1.3.4.1	Initial conditions
Same test description as in clause 6.4A.2.2.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1. 
For Initial conditions as in clause 6.4A.2.2.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.4A.2.2.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.4A.2.2.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.4B.2.4.2_1.3.5	Test Requirement
Same test requirement as in clause 6.4A.2.2.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc29495311][bookmark: _Toc36118405][bookmark: _Toc27475772][bookmark: _Toc36560520][bookmark: _Toc43977037][bookmark: _Toc60743076][bookmark: _Toc36116356][bookmark: _Toc52213612]6.5B.1.4_1	Occupied bandwidth for Inter-band EN-DC including FR2 (>2 1 NR CCs)
[bookmark: _Toc29495312][bookmark: _Toc36118406][bookmark: _Toc36560521][bookmark: _Toc27475773][bookmark: _Toc36116357]Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
[bookmark: _Toc43977038][bookmark: _Toc60743077][bookmark: _Toc52213613]6.5B.1.4_1.1	Occupied bandwidth for Inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.5A.1.1 in TS 38.521-2 [9] is incomplete.
6.5B.1.4_1.1.1	Test purpose
Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.1.4_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.5B.1.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
6.5B.1.4_1.1.4	Test description
6.5B.1.4_1.1.4.1	Initial condition
Same test description as in clause 6.5A.1.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.1.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.1.4_1.1.5	Test Requirements
Same test requirement as in clause 6.5A.1.1.5 in TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc36116358][bookmark: _Toc36560522][bookmark: _Toc27475774][bookmark: _Toc43977039][bookmark: _Toc52213614][bookmark: _Toc36118407][bookmark: _Toc29495313][bookmark: _Toc60743078]6.5B.1.4_1.2	Occupied bandwidth for Inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.5A.1.2 in TS 38.521-2 [9] is incomplete.
6.5B.1.4_1.2.1	Test purpose
Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.1.4_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.5B.1.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
6.5B.1.4_1.2.4	Test description
6.5B.1.4_1.2.4.1	Initial condition
Same test description as in clause 6.5A.1.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.1.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.1.4_1.2.5	Test Requirements
Same test requirement as in clause 6.5A.1.2.5 in TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc27475775][bookmark: _Toc60743079][bookmark: _Toc43977040][bookmark: _Toc52213615][bookmark: _Toc36116359][bookmark: _Toc36560523][bookmark: _Toc29495314][bookmark: _Toc36118408]6.5B.1.4_1.3	Occupied bandwidth for Inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.5A.1.1 in TS 38.521-2 [9] is incomplete.
6.5B.1.4_1.3.1	Test purpose
Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.1.4_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.5B.1.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
6.5B.1.4_1.3.4	Test description
6.5B.1.4_1.3.4.1	Initial condition
Same test description as in clause 6.5A.1.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.1.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.1.4_1.3.5	Test Requirements
Same test requirement as in clause 6.5A.1.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc27475795][bookmark: _Toc36116373][bookmark: _Toc36118422][bookmark: _Toc36560537][bookmark: _Toc29495328][bookmark: _Toc52213629][bookmark: _Toc43977054][bookmark: _Toc60743093]6.5B.2.4.1_1	Spectrum emissions mask for Inter-band EN-DC including FR2 (>2 1 NR CCs)
[bookmark: _Toc36116374][bookmark: _Toc29495329][bookmark: _Toc36118423][bookmark: _Toc36560538]Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test
[bookmark: _Toc43977055][bookmark: _Toc60743094][bookmark: _Toc52213630]6.5B.2.4.1_1.1	Spectrum emissions mask for Inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5A.2.1.1 in TS 38.521-2 [9] is incomplete for intra-band contiguous CA supporting aggregated BW > 400MHz are TBD.
6.5B.2.4.1_1.1.1	Test purpose
Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.1_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.5B.2.4.1_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
6.5B.2.4.1_1.1.4	Test description
6.5B.2.4.1_1.1.4.1	Initial condition
Same test description as in clause 6.5A.2.1.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.2.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.2.1.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.2.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.2.4.1_1.1.5	Test Requirements
Same test requirement as in clause 6.5A.2.1.1.5 in TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc60743095][bookmark: _Toc36116375][bookmark: _Toc27475796][bookmark: _Toc29495330][bookmark: _Toc52213631][bookmark: _Toc43977056][bookmark: _Toc36118424][bookmark: _Toc36560539]6.5B.2.4.1_1.2	Spectrum emissions mask for Inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.5A.2.1.2 in TS 38.521-2 [9] is incomplete for intra-band contiguous CA supporting aggregated BW > 400MHz are TBD.
6.5B.2.4.1_1.2.1	Test purpose
Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.1_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.5B.2.4.1_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
6.5B.2.4.1_1.2.4	Test description
6.5B.2.4.1_1.2.4.1	Initial condition
Same test description as in clause 6.5A.2.1.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.2.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.2.1.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.2.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.2.4.1_1.2.5	Test Requirements
Same test requirement as in clause 6.5A.2.1.2.5 in TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc60743096][bookmark: _Toc52213632][bookmark: _Toc43977057][bookmark: _Toc36116376][bookmark: _Toc36118425][bookmark: _Toc29495331][bookmark: _Toc36560540][bookmark: _Toc27475797]6.5B.2.4.1_1.3	Spectrum emissions mask for Inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	The referred test case 6.5A.2.1.3 in TS 38.521-2 [9] is incomplete for intra-band contiguous CA supporting aggregated BW > 400MHz are TBD.
6.5B.2.4.1_1.3.1	Test purpose
Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.1_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.5B.2.4.1_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
6.5B.2.4.1_1.3.4	Test description
6.5B.2.4.1_1.3.4.1	Initial condition
Same test description as in clause 6.5A.2.1.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.2.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.2.1.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.2.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.2.4.1_1.3.5	Test Requirements
Same test requirement as in clause 6.5A.2.1.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc36118427][bookmark: _Toc52213635][bookmark: _Toc36116378][bookmark: _Toc60743099][bookmark: _Toc27475805][bookmark: _Toc43977059][bookmark: _Toc36560542][bookmark: _Toc29495333]6.5B.2.4.3_1	Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (>2 1 NR CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test
6.5B.2.4.3_1.1	Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5A.2.2.1 in TS 38.521-2 [9] is incomplete for intra-band contiguous CA supporting aggregated BW > 400MHz are TBD.
6.5B.2.4.3_1.1.1	Test purpose
Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.3_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.5B.2.4.3_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
6.5B.2.4.3_1.1.4	Test description
6.5B.2.4.3_1.1.4.1	Initial condition
Same test description as in clause 6.5A.2.2.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.2.2.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.2.2.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.2.2.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.2.4.3_1.1.5	Test Requirements
Same test requirement as in clause 6.5A.2.2.1.5 in TS 38.521-2 [9] for the NR carrier.
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Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5A.2.2.2 in TS 38.521-2 [9] is incomplete for intra-band contiguous CA supporting aggregated BW > 400MHz are TBD.
6.5B.2.4.3_1.2.1	Test purpose
Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.3_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.5B.2.4.3_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
6.5B.2.4.3_1.2.4	Test description
6.5B.2.4.3_1.2.4.1	Initial condition
Same test description as in clause 6.5A.2.2.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.2.2.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.2.2.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.2.2.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.2.4.3_1.2.5	Test Requirements
Same test requirement as in clause 6.5A.2.2.2.5 in TS 38.521-2 [9] for the NR carrier.
[bookmark: _Toc36560544][bookmark: _Toc52213637][bookmark: _Toc29495335][bookmark: _Toc36118429][bookmark: _Toc43977061][bookmark: _Toc27475807][bookmark: _Toc60743101][bookmark: _Toc36116380]6.5B.2.4.3_1.3	Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note:	The following aspects are either missing or not yet determined:
-	The referred test case 6.5A.2.2.3 in TS 38.521-2 [9] is incomplete for intra-band contiguous CA supporting aggregated BW > 400MHz are TBD.
6.5B.2.4.3_1.3.1	Test purpose
Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.2.4.3_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.5B.2.4.3_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
6.5B.2.4.3_1.3.4	Test description
6.5B.2.4.3_1.3.4.1	Initial condition
Same test description as in clause 6.5A.2.2.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.2.2.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.2.2.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.2.2.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.2.4.3_1.3.5	Test Requirements
Same test requirement as in clause 6.5A.2.2.3.5 in TS 38.521-2 [9] for the NR carrier.
<<< UNCHAGED SECTIONS SKIPPED >>>
[bookmark: _Toc29495348][bookmark: _Toc43977074][bookmark: _Toc36118442][bookmark: _Toc60743115][bookmark: _Toc52213650][bookmark: _Toc27475825][bookmark: _Toc36560557][bookmark: _Toc36116393]6.5B.3.4.1_1	Transmitter Spurious emissions for Inter-band EN-DC including FR2 (>2 1 NR CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
6.5B.3.4.1_1.1	Transmitter Spurious emissions for Inter-band EN-DC including FR2 (3 2 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.5A.3.1.1 in TS 38.521-2 [9] is incomplete.
6.5B.3.4.1_1.1.1	Test purpose
Same test purpose as in clause 6.5.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.3.4.1_1.1.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 NR UL CCs.3 UL CCs (2NR UL CCs).
6.5B.3.4.1_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
6.5B.3.4.1_1.1.4	Test description
6.5B.3.4.1_1.1.4.1	Initial condition
Same test description as in clause 6.5A.3.1.1.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.3.1.1.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.3.1.1.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.3.1.1.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.3.4.1_1.1.5	Test Requirements
Same test requirement as in clause 6.5A.3.1.1.5 in TS 38.521-2 [9] for the NR carrier.
6.5B.3.4.1_1.2	Transmitter Spurious emissions for Inter-band EN-DC including FR2 (4 3 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.5A.3.1.2 in TS 38.521-2 [9] is incomplete.
6.5B.3.4.1_1.2.1	Test purpose
Same test purpose as in clause 6.5.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.3.4.1_1.2.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 NR UL CCs.4 UL CCs (3NR UL CCs).
6.5B.3.4.1_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
6.5B.3.4.1_1.2.4	Test description
6.5B.3.4.1_1.2.4.1	Initial condition
Same test description as in clause 6.5A.3.1.2.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.3.1.2.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.3.1.2.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.3.1.2.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.3.4.1_1.2.5	Test Requirements
Same test requirement as in clause 6.5A.3.1.2.5 in TS 38.521-2 [9] for the NR carrier.
6.5B.3.4.1_1.3	Transmitter Spurious emissions for Inter-band EN-DC including FR2 (5 4 NR CCs)
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.5A.3.1.3 in TS 38.521-2 [9] is incomplete.
6.5B.3.4.1_1.3.1	Test purpose
Same test purpose as in clause 6.5.3.1 in TS 38.521-2 [9] for the NR carrier.
6.5B.3.4.1_1.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 NR UL CCs.5 UL CCs (4NR UL CCs).
6.5B.3.4.1_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
6.5B.3.4.1_1.3.4	Test description
6.5B.3.4.1_1.3.4.1	Initial condition
Same test description as in clause 6.5A.3.1.3.4 in TS 38.521-2 [9] for the NR carrier with the following exception:
The initial test configurations for E-UTRA band consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 4.7-1.
For Initial conditions as in clause 6.5A.3.1.3.4.1 in TS 38.521-2 [9], the following steps will be added to configure E-UTRA component:
2.1.	The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3.
3.1.	The E-UTRA downlink signal level, uplink signal level are set according to Table 4.7-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].
Step 6 of Initial conditions as in clause 6.5A.3.1.3.4.1 in TS 38.521-2 [9] is replaced by: 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.
Same test procedure as in clause 6.5A.3.1.3.4.2 in TS 38.521-2 [9] with the following steps added for E-UTRA component:
1.1	On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.7-1 under clause 4.7.
6.5B.3.4.1_1.3.5	Test Requirements
Same test requirement as in clause 6.5A.3.1.3.5 in TS 38.521-2 [9] for the NR carrier. 
<< END OF CHANGES >>
