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<Start of modified section 1>
8.1.4.3.4	DAPS handover / Success / Inter-frequency
8.1.4.3.4.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state and supporting DAPS handover }
ensure that {
  when { UE receives an RRCReconfiguration message including a reconfigurationWithSync for handover and dapsConfig is configured for a DRB }
    then { UE performs DAPS handover to the target cell and keeps DL/UL reception/transmission with the source gNB for the DRB configured with dapsConfig }
            }

(2)
with { UE in NR RRC_CONNECTED state and supporting DAPS handover and having received an RRCReconfiguration message including a reconfigurationWithSync for handover to the neighbour cell and a dapsConfig configured for any DRB }
ensure that {
  when {  UE has performed random access procedure to the target cell successfully }
    then { UE transmits an RRCReconfigurationComplete message to the target gNB }
            }

(3)
with { UE in NR RRC_CONNECTED state and supporting DAPS handover and having received an RRCReconfiguration message including a reconfigurationWithSync for handover to the neighbour cell and a dapsConfig configured for any DRB }
ensure that {
  when { UE receives an RRCReconfiguration message including a daps-SourceRelease }
    then { UE releases the radio link with the source cell }
            }

8.1.4.3.4.2	Conformance requirements
Same as test case 8.1.4.3.1.
8.1.4.3.4.3	Test description
8.1.4.3.4.3.1	Pre-test conditions
Same as test case 8.1.4.3.1 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
-	System information combination: NR-4 replaces NR-2.
8.1.4.3.4.3.2	Test procedure sequence
Same as test case 8.1.4.3.1  with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
8.1.4.3.4.3.3	Specific message contents
Same as test case 8.1.4.3.1 with the following difference:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
<End of modified section 1>

