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[bookmark: _Toc21353763][bookmark: _Toc27749381]–	UECapabilityEnquiry
Table 4.6.1-31: UECapabilityEnquiry
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityEnquiry SEQUENCE {
	
	
	

	      ue-CapabilityRAT-RequestList
	UE-CapabilityRAT-RequestList
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      ue-CapabilityEnquiryExt
	Not present
	
	

	      ue-CapabilityEnquiryExt SEQUENCE {
	OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)
	
	RACS

	        capabilityRequestFilterCommon
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          rrc-SegAllowed-r16
	enabled
	
	

	          nonCriticalExtension
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	RACS
	UE supports segmention of UECapabilityInformation message (pc_NR_UL_Segmentation)



