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<Start of modified section 1>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
…
	8.1.6.2
	Inter-RAT MDT
	
	
	

	8.1.6.3
	Inter-System MDT
	
	
	

	8.1.6.3.1
	Inter-System MDT / Immediate MDT 
	
	
	

	8.1.6.3.1.3
	Inter-System MDT / Immediate MDT / Measurement reporting / sensor information
	Rel-16
	Cxx3
	UEs supporting 5G Core and collection of sensor information such as Barometeric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.6.3.2
	Inter-System MDT / Logged MDT 
	
	
	

	8.1.6.3.2.1
	Inter-System MDT / Logged MDT / Logging and reporting / Bluetooth measurement collection
	Rel-16
	Cxx1
	UEs supporting 5G coer and Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.2.2
	Inter-System MDT / Logged MDT / Logging and reporting / WLAN measurement collection
	Rel-16
	Cxx2
	UEs supporting 5G coer and WLAN measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.2.3
	Inter-System MDT / Logged MDT / Logging and reporting / sensor information
	Rel-16
	Cxx3
	UEs supporting 5G Core and collection of sensor information such as Barometeric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.6.3.3
	Inter-System MDT / Radio Link Failure
	
	
	

	8.1.6.3.3.1
	Inter-System MDT / Radio Link Failure / Logging and reporting / Bluetooth measurement collection
	Rel-16
	Cxx1
	UEs supporting 5G coer and Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.3.2
	Inter-System MDT / Radio Link Failure / Logging and reporting / WLAN measurement collection
	Rel-16
	Cxx2
	UEs supporting 5G coer and WLAN measurements in RRC_IDLE and RRC_INACTIVE state

	8.1.6.3.3.3
	Inter-System MDT / Radio Link Failure / Logging and reporting / sensor information
	Rel-16
	Cxx3
	UEs supporting 5G Core and collection of sensor information such as Barometeric pressure, UE speed, and UE orientation information as defined in TS 37.355.



<End of modified section 1>


<Start of modified section 2>
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
…
	Cxx1
	IF A.4.1-5/1 AND A.4.4-1/12 THEN R ELSE N/A
	UEs supporting 5G coer and Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state

	Cxx2
	IF A.4.1-5/1 AND A.4.4-1/13 THEN R ELSE N/A
	UEs supporting 5G coer and WLAN measurements in RRC_IDLE and RRC_INACTIVE state

	Cxx3
	IF A.4.1-5/1 AND (A.4.4-1/7 OR A.4.4-1/8 OR A.4.4-1/9) THEN R ELSE N/A
	UEs supporting 5G Core and collection of sensor information such as Barometeric pressure, UE speed, and UE orientation information as defined in TS 37.355.



<End of modified section 2>

