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1. [bookmark: _Toc122434485][bookmark: _Toc9697]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Ting Gao
	gaoting@starpointcomm.com

1. [bookmark: _Toc122434488][bookmark: _Toc54186268][bookmark: _Toc295288959][bookmark: _Toc31398]Corrections required
2.1 Change 1
	Function name
	TC_6_3_1_5_NR5GC

	Reason for change
	Current guard time of 300s is insufficient due to the 726s delay at step 16.

	Summary of change
	Extend guard time to 1500s.

	TTCN module
	NR5GC_Testsuit.ttcn

	MCC160 Comment
	



Before change:

  testcase TC_6_3_1_5_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   Steering of UE in roaming during registration/UE configured to receive Steering of Roaming information but does not receive Steering of Roaming from Network
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_NR5GC := NR5GC_PTC.create alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_6_3_1_5_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }


After change:
  
   testcase TC_6_3_1_5_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   Steering of UE in roaming during registration/UE configured to receive Steering of Roaming information but does not receive Steering of Roaming from Network
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(1500);
  
    v_NR5GC := NR5GC_PTC.create alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_6_3_1_5_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }


