

	
3GPP TSG-RAN5 Meeting #2021-TTCN email	R5s210444
Online, , 7th Dec 2020 - 31st Dec 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.523-3
	CR
	1679
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Rel-16 Mar'21 partial baseline upgrade for 5GS TTCN-3 Test Suites

	
	

	Source to WG:
	MCC TF160

	Source to TSG:
	R5

	
	

	Work item code:
	TEI16_Test
	
	Date:
	2021-04-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In order to develop the Rel-16 test cases in TTCN-3, the current baseline of type definitions shall be upgraded for NR RRC ASN.1 (38.331) and 5GC NAS tabular (24.501). RAN5 agreed to upgrade the baseline to March 2021 Rel-16 to all RAN5 5GS TTCN-3 test suites. This CR is implementing this decision on the 38.523-3 Test Suites.


	
	

	Summary of change:
	The CR lists all changes affecting the messages and IEs type definitions caused by the baseline upgrade to March 2021 Rel-16.
These changes of the type definitions in ASN.1 and in tabular format have been taken from 38.331-g41 and 24.501-g80.


	
	

	Consequences if not approved:
	Rel-16 test cases cannot be implemented and verified.

	
	

	Clauses affected:
	All 5GS Test Suites

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1


Baseline Moving – 38.331 ASN.1
NR RRC ASN.1
Type change of nonCriticalExtension
	ASN.1 type affected
	New nonCriticalExtension type

	RRCReconfigurationComplete-v1610-IEs
	RRCReconfigurationComplete-v1640-IEs

	RRCResumeComplete-v1610-IEs
	RRCResumeComplete-v1640-IEs

	SIB1-v1610-IEs
	SIB1-v1630-IEs

	UE-NR-Capability
	OCTET STRING (CONTAINING UE-NR-Capability-v15c0)

	UE-NR-Capability-v1610
	UE-NR-Capability-v1640


 no changes in TTCN

Name changes
	ASN.1 type affected
	Renaming
	Impact on TTCN

	RRCReconfiguration-v1610-IEs
	smtc-r16 renamed to targetCellSMTC-SCG-r16
	No impact

	SIB13-r16
	sl-Bandwidth-r16 renamed to dummy
	No impact

	ConfiguredGrantConfig
	cg-UCI-Multiplexing renamed to cg-UCI-Multiplexing-r16
	Field renamed in cs_ConfiguredGrantConfig_71132b

	NPN-Identity-r16
	plmn-Identity renamed to plmn-Identity-r16
	

	PDCCH-Config
	controlResourceSetToAddModList2-r16 renamed to controlResourceSetToAddModListSizeExt-v1610
controlResourceSetToReleaseList-r16 renamed to controlResourceSetToReleaseListSizeExt-r16
	Fields renamed in cs_38508_PDCCH_Config

	PUCCH-Config
	spatialRelationInfoToAddModList2-r16 renamed to spatialRelationInfoToAddModListSizeExt-v1610
spatialRelationInfoToReleaseList2-r16 renamed to spatialRelationInfoToReleaseListSizeExt-v1610
spatialRelationInfoToAddModListExt-r16 renamed to spatialRelationInfoToAddModListExt-v1610
spatialRelationInfoToReleaseList-r16 renamed to spatialRelationInfoToReleaseListExt-v1610
schedulingRequestResourceToAddModList-v1610 renamed to schedulingRequestResourceToAddModListExt-v1610
	Fields renamed in cs_38508_PUCCH_Config

	PUSCH-Config
	fullpoweMode2 renamed to fullpowerMode2
	No impact

	PUSCH-PowerControl-v1610
	pathlossReferenceRSToAddModList2-r16 renamed to pathlossReferenceRSToAddModListSizeExt-v1610
pathlossReferenceRSToReleaseList2-r16 renamed to pathlossReferenceRSToReleaseListSizeExt-v1610
	No impact

	GroupB-ConfiguredTwoStepRA-r16
	numberofRA-PreamblesGroupA renamed to numberOfRA-PreamblesGroupA
	Field renamed in cs_GroupBConfigured_Def

	CFRA-SSB-Resource
	msgA-PUSCH-resource-Index-r16 renamed to msgA-PUSCH-Resource-Index-r16
	Field renamed in cs_38508_RACH_ConfigDedicated

	SlotBased-r16
	sequenticalMapping renamed to sequentialMapping
sequenceOffsetforRV-r16 renamed to sequenceOffsetForRV-r16
	No impact

	SchedulingRequestResourceConfig-v1610
	Type renamed to SchedulingRequestResourceConfigExt-v1610
	No impact

	SemiStaticChannelAccessConfig
	Type renamed to SemiStaticChannelAccessConfig-r16
	No impact

	ServingCellConfig
	Dummy renamed to dummy1
supplementaryUplinkRelease renamed to supplementaryUplinkRelease-r16
channelAccessConfig-r16 renamed to dummy2
csi-RS-ValidationWith-DCI-r16 renamed to csi-RS-ValidationWithDCI-r16

	Fields renamed in cs_NR_ServingCellConfigDef

	SlotFormatIndicator
	availableRB-SetsToRelease-r16 renamed to availableRB-SetsToReleaseList-r16
	No impact

	CodebookParametersAddition-r16
	softAmpRestriction-r16 renamed to amplitudeSubsetRestriction-r16
	No impact

	FeatureSetDownlink
	crossCarrierScheduling-OtherSCS renamed to dummy8
	No impact

	FeatureSetDownlink-v1610
	cbgPDSCH-ProcessingType1-NumberOfTB-PerSlot renamed to cbgPDSCH-ProcessingType1-DifferentTB-PerSlot-r16
scs-15kHz renamed to scs-15kHz-r16
scs-30kHz renamed to scs-30kHz-r16
scs-60kHz renamed to scs-60kHz-r16
scs-120kHz renamed to scs-120kHz-r16
cbgPDSCH-ProcessingType2-NumberOfTB-PerSlot  renamed to cbgPDSCH-ProcessingType2-DifferentTB-PerSlot-r16
	No impact

	FeatureSetUplink
	crossCarrierScheduling-OtherSCS renamed to dummy3
	No impact

	FeatureSetUplink-v1610
	ul-FullPwrMode2-MaxSRS-ResInSet renamed to ul-FullPwrMode2-MaxSRS-ResInSet-r16
cbgPUSCH-ProcessingType1-DifferentTB-PerSlot renamed to cbgPUSCH-ProcessingType1-DifferentTB-PerSlot-r16
scs-15kHz renamed to scs-15kHz-r16
scs-30kHz renamed to scs-30kHz-r16
scs-60kHz renamed to scs-60kHz-r16
scs-120kHz renamed to scs-120kHz-r16
cbgPUSCH-ProcessingType2-DifferentTB-PerSlot renamed to cbgPUSCH-ProcessingType2-DifferentTB-PerSlot-r16
intraFreqMultiUL-TransmissionDAPS-r16 renamed to dummy
intraFreqSemiStaticPowerSharingDAPS-Mode1-r16 renamed to dummy1
intraFreqSemiStaticPowerSharingDAPS-Mode2-r16 renamed to dummy2 intraFreqDynamicPowerSharingDAPS-r16 renamed to dummy3
	No impact

	MeasAndMobParametersCommon
	multipleNS-And-Pmax-IAB-r16 renamed to dummy
	Field renamed in cr_NR_MeasAndMobParametersCommon

	MeasAndMobParametersFRX-Diff


	handoverUTRA-FDD-r16 renamed to dummy
interFrequencyMeas-Nogap-r16 renamed to interFrequencyMeas-NoGap-r16

	Fields renamed in cr_NR_MeasAndMobParametersFRX_Diff

	MeasAndMobParametersXDD-Diff
	handoverUTRA-FDD-r16 renamed to diff
	Field renamed in cr_NR_MeasAndMobParametersXDD_Diff, cr_NR_MeasAndMobParametersXDD_Diff_Omit, cr_NR_MeasAndMobParametersXDD_Diff_Support

	MIMO-ParametersPerBand
	supportedSNIR-meas-r16 renamed to supportedSINR-meas-r16
	No impact

	NRDC-Parameters
	lateNonCriticalExtension renamed to dummy2
	No impact

	GeneralParametersMRDC-XDD-Diff
	v2x-EUTRA renamed to dummy
	Field renamed in cr_NR_GeneralParametersMRDC

	SharedSpectrumChAccessParamsPerBand-r16
	extendedRAR-Window-r16 renamed to extRA-ResponseWindow-r16
csi-RS-RRM-r16  renamed to dummy
	No impact

	IAB-IP-Usage-r16
	f1-c renamed to f1-C
	No impact

	SL-ResourcePool-r16
	sl-TimeResource-r16 renamed to dummy
	No impact

	SL-UE-SelectedConfigRP-r16
	sl-ThresPSSCH-RSRP-List-r16 renamed to sl-Thres-RSRP-List-r16
	No impact

	SL-ThresPSSCH-RSRP-List-r16
	Type renamed to SL-Thres-RSRP-List-r16
	No impact

	SL-ThresPSSCH-RSRP-r16
	SL-Thres-RSRP-r16
	No impact



Fields added with extension marker (ellipsis)
	ASN.1 type affected
	New fields
	Impact on TTCN

	BeamFailureRecoveryConfig
	spCell-BFR-CBRA-r16
	cs_BeamFailureRecoveryConfig_CSI, cs_BeamFailureRecoveryConfig_SSB : new field added as omit

	CellGroupConfig
	reportUplinkTxDirectCurrentTwoCarrier-r16
	cs_NR_CellGroupConfigDef : new field added as omit

	MAC-CellGroupConfig
	enhancedSkipUplinkTxDynamic-r16,    enhancedSkipUplinkTxConfigured-r16
	cs_NR_MAC_CellGroupConfig: new fields added as omit

	PDSCH-Config
	repetitionSchemeConfig-v1630
	cs_NR_PDSCH_ConfigDef: new field added as omit

	ServingCellConfig
	directionalCollisionHandling-r16
channelAccessConfig-r16
	cs_NR_ServingCellConfigDef: new fields added as omit

	FeatureSets
	featureSetsUplink-v1630
featureSetsUplink-v1640
	No impact

	MAC-ParametersCommon
	spCell-BFR-CBRA-r16
	cr_NR_MAC_Parameters: new field added as *

	MAC-ParametersXDD-Diff
	enhancedSkipUplinkTxDynamic-r16,    enhancedSkipUplinkTxConfigured-r16
	cr_NR_MAC_Parameters, cr_NR_MAC_ParametersXDD_Diff: new fields added as *

	MeasAndMobParametersFRX-Diff
	increasedNumberofCSIRSPerMO-r16
	cr_NR_MeasAndMobParametersFRX_Diff: field added as *

	MIMO-ParametersPerBand
	semi-PersistentL1-SINR-Report-PUCCH-r16
semi-PersistentL1-SINR-Report-PUSCH-r16
spatialRelations-v1640
support64CandidateBeamRS-BFR-r16
	No impact

	Phy-ParametersCommon
	targetSMTC-SCG-r16
supportRepetitionZeroOffsetRV-r16
cbg-TransInOrderPUSCH-UL-r16
bwp-SwitchingMultiDormancyCCs-r16
supportRetx-Diff-CoresetPool-Multi-DCI-TRP-r16
 pdcch-MonitoringAnyOccasionsWithSpanGapCrossCarrierSch-r16
	cr_Phy_ParametersCommon: fields added as *

	Phy-ParametersFRX-Diff
	twoTCI-Act-servingCellInCC-List-r16
	cr_NR_Phy_ParametersFRX_Diff: field added as *

	RF-Parameters
	supportedBandCombinationList-v1630
supportedBandCombinationListSidelinkEUTRA-NR-v1630
supportedBandCombinationList-UplinkTxSwitch-v1630
supportedBandCombinationList-v1640  supportedBandCombinationList-UplinkTxSwitch-v1640
	cr_NR_RF_Parameters: fields added as *

	BandNR
	simulTX-SRS-AntSwitchingIntraBandUL-CA-r16
sharedSpectrumChAccessParamsPerBand-v1630
handoverUTRA-FDD-r16
enhancedUL-TransientPeriod-r16
sharedSpectrumChAccessParamsPerBand-v1640
	No impact

	RF-ParametersMRDC
	supportedBandCombinationList-v1630
supportedBandCombinationListNEDC-Only-v1630
supportedBandCombinationList-UplinkTxSwitch-v1630
supportedBandCombinationList-v1640
supportedBandCombinationListNEDC-Only-v1640
supportedBandCombinationList-UplinkTxSwitch-v1640
	cr_RF_ParametersMRDC: fields added as *

	BandSidelink-r16
	sl-TransmissionMode2-r16
congestionControlSidelink-r16
fewerSymbolSlotSidelink-r16
sl-openLoopPC-RSRP-ReportSidelink-r16
sl-Rx-256QAM-r16
	No impact

	SL-ResourcePool-r16
	sl-TimeResource-r16
	No impact

	SL-ScheduledConfig-r16
	sl-DCI-ToSL-Trans-r16
	No impact



Further ASN.1 changes 
	ASN.1 type affected
	Type change
	Impact on TTCN

	LogMeasInfo-r16
	Extension marker ellipsis ‘…’ added
	No changes in TTCN

	RA-Report-r16
	Field ra-InformationCommon-r16 made optional
	No changes in TTCN

	RA-InformationCommon-r16
	Extension marker ellipsis ‘…’ added
	No changes in TTCN

	PosSI-SchedulingInfo-r16
	Extension marker ellipsis ‘…’ added
	No changes in TTCN

	SL-ConfiguredGrantConfig-r16
	The type of sl-HARQ-ProcID-offset-r16 updated to INTEGER (0..15)
	No changes in TTCN

	SL-ConfigIndexCG-r16
	Type changed to INTEGER (0..maxNrofCG-SL-r16-1)
	No changes in TTCN





[bookmark: _Hlk53415524]
Baseline Moving – NAS
24.501
24.501 is upgraded to 24.501-g80.
IEI value changes
	PDU Definition
	Changes Required
	Ref: 3GPP 24.501 clause

	PDU Session Establishment Request
	IEI change: Port Management Information Container from 7C to 74
	8.3.1

	PDU Session Modification Request
	IEI change: Port Management Information Container from 7C to 74
	8.3.7

	PDU Session Modification Command
	IEI change: Port Management Information Container from 7C to 74
	8.3.9

	PDU Session Modification Complete
	IEI change: Port Management Information Container from 7C to 74
	8.3.10



The Port Management Information Container field was added, to only these PDU definitions, in the previous baseline moving.  This change has no impact in the TTCN.

Modified Message Definitions
	PDU Definition
	Changes Required
	Ref: 3GPP 24.501 clause

	PDU Session Establishment Reject
	Moved field: 5GSM Congestion Re-attempt Indicator
	8.3.3

	PDU Session Modification Reject
	Moved field: 5GSM Congestion Re-attempt Indicator
	8.3.8



This change has impact in the TTCN.
