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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc67911233]Corrections required
0.1 [bookmark: _Toc67911234][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK10][bookmark: OLE_LINK11][bookmark: _Toc37249095]Correction to function f_TC_8_2_3_4_1_ENDC_NR ()
	Function name
	Function f_TC_8_2_3_4_1_ENDC_NR

	Reason for change
	In the current TTCN implementation, function f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); is commented out for the test case 8.2.3.4.1. This change is introduced due to the proposed implementation for  R5s210089
Because of this change , test case is failing as the EUTRA PTC is waiting for this coordination signal from NR PTC

	Summary of change
	f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}) is enabled in the test cases 8.2.3.4.1

	TTCN module
	common\dev\ENDC_working\RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:
	   function f_TC_8_2_3_4_1_ENDC_NR() runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell / EN-DC
      
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -79, tsc_NR_ServingCellSSS_EPRE_FR2);    //@sic R5s190062, R5-195929, R5-195369 sic@

    //Create and configure NR cell1
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    //f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); @sic R5-195369, R5s@210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_Common_TestBody(triggerEvent_A1);
    fl_TC_8_2_3_4_1_Additional_TestBody();
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  } // End of f_TC_8_2_3_4_1_ENDC_NR()





After Change:
	function f_TC_8_2_3_4_1_ENDC_NR() runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A1 / Measurement of NR PSCell / EN-DC
      
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -79, tsc_NR_ServingCellSSS_EPRE_FR2);    //@sic R5s190062, R5-195929, R5-195369 sic@

    //Create and configure NR cell1
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); //WA_21wk12 @sic R5-195369, R5s@210089 sic@
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_Common_TestBody(triggerEvent_A1);
    fl_TC_8_2_3_4_1_Additional_TestBody();
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  } // End of f_TC_8_2_3_4_1_ENDC_NR() 



0.2 [bookmark: _Toc67911235]Correction to function f_TC_8_2_3_5_1_ENDC_NR ()
	Function name
	Function f_TC_8_2_3_5_1_ENDC_NR

	Reason for change
	In the current TTCN implementation, function f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); is commented out for the test case 8.2.3.5.1. This change is introduced due to the proposed implementation for  R5s210089
Because of this change , test case is failing as the EUTRA PTC is waiting for this coordination signal from NR PTC

	Summary of change
	f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}) is enabled in the test cases 8.2.3.5.1

	TTCN module
	common\dev\ENDC_working\RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:
	function f_TC_8_2_3_5_1_ENDC_NR() runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell / EN-DC
    
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -79, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5s190060, R5-195929, R5-195369 sic@
    
    //Create and configure NR cell1
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    //f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); @sic R5-195369, R5s210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_Common_TestBody(triggerEvent_A2);
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }




After Change:
	function f_TC_8_2_3_5_1_ENDC_NR() runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell / EN-DC
    
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -79, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5s190060, R5-195929, R5-195369 sic@
    
    //Create and configure NR cell1
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); //WA_21wk12 @sic R5-195369, R5s210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_Common_TestBody(triggerEvent_A2);
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }



0.3 [bookmark: _Toc67911236]Correction to function f_TC_8_2_3_6_1_Common ()
	Function name
	function f_TC_8_2_3_6_1_Common

	Reason for change
	In the current TTCN implementation, function f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); is commented out for the test case 8.2.3.6.1. This change is introduced due to the proposed implementation for  R5s210089
Because of this change , test case is failing as the EUTRA PTC is waiting for this coordination signal from NR PTC

	Summary of change
	f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}) is enabled in the test cases 8.2.3.6.1/1a/1b

	TTCN module
	common\dev\ENDC_working\RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:
	function f_TC_8_2_3_6_1_Common(NR_CellId_Type p_NR_CellId) runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A3 /Measurement of Neighbour NR cells / Intra-frequency measurements / EN-DC
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -85, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5s190155, R5-195929, R5-195369 sic@
    f_NR_CellInfo_InitMaxReferencePower(p_NR_CellId, -79, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5-195929 sic@
    
    //Create and configure NR cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(p_NR_CellId);
    
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    //f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); @sic R5-195369, R5s210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_6_1x_TestBody(p_NR_CellId);    //@sic R5-195365, R5-195366 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }
 




After Change:
	
  function f_TC_8_2_3_6_1_Common(NR_CellId_Type p_NR_CellId) runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A3 /Measurement of Neighbour NR cells / Intra-frequency measurements / EN-DC
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -85, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5s190155, R5-195929, R5-195369 sic@
    f_NR_CellInfo_InitMaxReferencePower(p_NR_CellId, -79, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5-195929 sic@
    
    //Create and configure NR cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(p_NR_CellId);
    
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); //WA_21wk12 @sic R5-195369, R5s210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_6_1x_TestBody(p_NR_CellId);    //@sic R5-195365, R5-195366 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  } 



0.4 [bookmark: _Toc67911237]Correction to the function f_TC_8_2_3_7_1_Common
	Function name
	function f_TC_8_2_3_7_1_Common

	Reason for change
	In the current TTCN implementation, function f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); is commented out for the test case 8.2.3.7.1/1a/1b. This change is introduced due to the proposed implementation for  R5s210089
Because of this change , test case is failing as the EUTRA PTC is waiting for this coordination signal from NR PTC

	Summary of change
	f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}) is enabled in the test cases 8.2.3.7.1/1a/1b

	TTCN module
	common\dev\ENDC_working\RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:
	function f_TC_8_2_3_7_1_Common(NR_CellId_Type p_NR_CellId) runs on ENDC_NR_PTC
  { //@sic R5-196118, R5-196119 sic@
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(p_NR_CellId, -79, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5-195929, R5-195369 sic@
        
    //Create and configure NR cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(p_NR_CellId);
    
    //The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC Bearers (MCG and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4], clause 4.5.4.
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    //f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); @sic R5-195369, R5s210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_7_1x_TestBody(p_NR_CellId);    //@sic R5-195365, R5-195366 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }
  




After Change:
	
function f_TC_8_2_3_7_1_Common(NR_CellId_Type p_NR_CellId) runs on ENDC_NR_PTC
  { //@sic R5-196118, R5-196119 sic@
    f_ENDC_NR_Init();
    f_NR_CellInfo_InitMaxReferencePower(p_NR_CellId, -79, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5-195929, R5-195369 sic@
        
    //Create and configure NR cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(p_NR_CellId);
    
    //The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC Bearers (MCG and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4], clause 4.5.4.
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); //WA_21wk12 @sic R5-195369, R5s210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_7_1x_TestBody(p_NR_CellId);    //@sic R5-195365, R5-195366 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }



0.5 [bookmark: _Toc67911238]Correction to the function f_TC_8_2_3_8_1_Common
	Function name
	function f_TC_8_2_3_8_1_Common

	Reason for change
	In the current TTCN implementation, function f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); is commented out for the test case 8.2.3.8.1/1a/1b. This change is introduced due to the proposed implementation for  R5s210089
Because of this change , test case is failing as the EUTRA PTC is waiting for this coordination signal from NR PTC

	Summary of change
	f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}) is enabled in the test cases 8.2.3.8.1/1a/1b

	TTCN module
	common\dev\ENDC_working\RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change:
	function f_TC_8_2_3_8_1_Common(NR_CellId_Type p_NR_CellId) runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
    
    f_ENDC_NR_Init();
    
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -78, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5-194851, R5s190416, R5-195929, R5-204455 sic@
    f_NR_CellInfo_InitMaxReferencePower(p_NR_CellId, -84, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5s190416, R5-195712, R5-195929, R5s200426, R5-204455 sic@
    
    //Create and configure NR cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(p_NR_CellId);
      
    //The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC Bearers (MCG and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4], clause 4.5.4.
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    //f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); @sic R5210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_8_1x_TestBody(p_NR_CellId);    //@sic R5-195367, R5-195368 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }
    




After Change:
	function f_TC_8_2_3_8_1_Common(NR_CellId_Type p_NR_CellId) runs on ENDC_NR_PTC
  { //Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements / EN-DC
    
    f_ENDC_NR_Init();
    
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -78, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5-194851, R5s190416, R5-195929, R5-204455 sic@
    f_NR_CellInfo_InitMaxReferencePower(p_NR_CellId, -84, tsc_NR_ServingCellSSS_EPRE_FR2); //@sic R5s190416, R5-195712, R5-195929, R5s200426, R5-204455 sic@
    
    //Create and configure NR cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(p_NR_CellId);
      
    //The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC Bearers (MCG and SCG) on E-UTRA Cell 1 according to TS 38.508-1 [4], clause 4.5.4.
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG);
    f_NR_SendCoOrdSysInfoToEUTRA({nr_Cell1}); //WA_21wk12 @sic R5210089 sic@
    
    f_NR_TestBody_Set(true);
    fl_TC_8_2_3_8_1x_TestBody(p_NR_CellId);    //@sic R5-195367, R5-195368 sic@
    f_NR_TestBody_Set(false);
    
    //Wait from coordination AFTER the connection is released in E-UTRA
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");
    //Postamble
    f_NR_ReleaseAllCells();
  }





