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	Reason for change:
	In the current TTCN implementation as the test case 8.1.3.1.23 is not included as part of the function f_GetTestcaseAttrib_EarlyContentionResolution .
During cell creation , NR cell1 is configured with EncodedRrcSetup in place of RachProcedureConfig->RachProcedureList->ContentionResolution->Msg4_Based->RrcPdu . 
But during the testbody ,as part of the function f_NR_RRC_InactiveDef , the above mentioned configuration node is getting replaced With None . Because of which during the postamble on the reception of rrc setup request , there is no setup peer message sent in response to rrc setup request

	
	

	Summary of change:
	Adding the test case 8.1.3.1.23 as part of f_GetTestcaseAttrib_EarlyContentionResolution list so that peer setup message will be sent to UE
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc71810040]Corrections required
0.1 [bookmark: _Toc71810041]Correction to function f_GetTestcaseAttrib_EarlyContentionResolution
	Function name
	f_GetTestcaseAttrib_EarlyContentionResolution

	Reason for change
	In the current TTCN implementation as the test case 8.1.3.1.23 is not included as part of the function f_GetTestcaseAttrib_EarlyContentionResolution .
During cell creation , NR cell1 is configured with EncodedRrcSetup in place of RachProcedureConfig->RachProcedureList->ContentionResolution->Msg4_Based->RrcPdu . 
But during the testbody ,as part of the function f_NR_RRC_InactiveDef , the above mentioned configuration node is getting replaced With None . Because of which during the postaamble on the reception of rrc setup request , there is no setup peer message sent in response to rrc setup request

	Summary of change
	Adding the test case 8.1.3.1.23 as part of f_GetTestcaseAttrib_EarlyContentionResolution list so that peer setup message will be sent to UE

	TTCN module
	NR5GC\Common\TestcaseProperties.ttcn

	MCC160 Comment
	



Before Change:
	  function f_GetTestcaseAttrib_EarlyContentionResolution(charstring p_Testcase) return boolean
  {
    select (p_Testcase) {
      case ("TC_11_3_6_NR5GC") { return true; }
      case ("TC_6_4_1_1_NR5GC") { return true; }
      case ("TC_6_4_2_2_NR5GC") { return true; }
      case ("TC_7_1_1_1_3_NR5GC") { return true; }
      case ("TC_7_1_1_1_5_NR5GC") { return true; }
      case ("TC_8_1_1_1_1_NR5GC") { return true; }
      case ("TC_8_1_1_2_1_NR5GC") { return true; }
      case ("TC_8_1_1_2_3_NR5GC") { return true; }
      case ("TC_8_1_1_4_1_NR5GC") { return true; }
      case ("TC_8_1_1_4_2_NR5GC") { return true; }
      case ("TC_8_1_2_1_4_NR5GC") { return true; }
      case ("TC_8_1_4_1_5_NR5GC") { return true; }
      case ("TC_8_1_4_1_6_NR5GC") { return true; }
      case ("TC_8_1_5_2_1_NR5GC") { return true; }
      case ("TC_8_1_5_6_1_NR5GC") { return true; }
      case ("TC_8_1_5_8_1_NR5GC") { return true; }
      case ("TC_8_1_5_8_2_1_NR5GC") { return true; }
      case ("TC_8_1_5_8_2_2_NR5GC") { return true; }
      case ("TC_8_1_5_8_2_3_NR5GC") { return true; }
    }
    return false;
  }



After Change:
	    function f_GetTestcaseAttrib_EarlyContentionResolution(charstring p_Testcase) return boolean
  {
    select (p_Testcase) {
      case ("TC_11_3_6_NR5GC") { return true; }
      case ("TC_6_4_1_1_NR5GC") { return true; }
      case ("TC_6_4_2_2_NR5GC") { return true; }
      case ("TC_7_1_1_1_3_NR5GC") { return true; }
      case ("TC_7_1_1_1_5_NR5GC") { return true; }
      case ("TC_8_1_1_1_1_NR5GC") { return true; }
      case ("TC_8_1_1_2_1_NR5GC") { return true; }
      case ("TC_8_1_1_2_3_NR5GC") { return true; }
      case ("TC_8_1_1_4_1_NR5GC") { return true; }
      case ("TC_8_1_1_4_2_NR5GC") { return true; }
      case ("TC_8_1_2_1_4_NR5GC") { return true; }
      case ("TC_8_1_4_1_5_NR5GC") { return true; }
      case ("TC_8_1_4_1_6_NR5GC") { return true; }
      case ("TC_8_1_5_2_1_NR5GC") { return true; }
      case ("TC_8_1_5_6_1_NR5GC") { return true; }
      case ("TC_8_1_5_8_1_NR5GC") { return true; }
      case ("TC_8_1_3_1_23_NR5GC") { return true; } 
      case ("TC_8_1_5_8_2_1_NR5GC") { return true; }
      case ("TC_8_1_5_8_2_2_NR5GC") { return true; }
      case ("TC_8_1_5_8_2_3_NR5GC") { return true; }
    }
    return false;
  }



