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	38.101-4
	0189
	1
	Rel-16
	CR to TS 38.101-4: Performance requirements for single-DCI based multi-TRP Repetition Tx schemes (R16)
	F
	16.4.0
	RAN4#99-e
	R4-2108541
	Intel
	NR_eMIMO-Perf
	
	

	38.101-4
	0215
	1
	Rel-16
	Correction on PMI test cases with Rel-15 Type I, TypeII codebook
	F
	16.4.0
	RAN4#99-e
	R4-2108556
	Samsung
	NR_perf_enh-Perf
	
	

	38.101-4
	0235
	1
	Rel-16
	CR on 38.101-4 Updating PDSCH requirement with Single-DCI based SDM scheme
	F
	16.4.0
	RAN4#99-e
	R4-2108543
	Huawei, HiSilicon
	NR_eMIMO-Perf
	
	

	38.101-4
	0236
	1
	Rel-16
	CR on 38.101-4 Updating PDSCH requirement with Multi-DCI based transmission scheme
	F
	16.4.0
	RAN4#99-e
	R4-2108544
	Huawei, HiSilicon
	NR_eMIMO-Perf
	
	

	38.101-4
	0245
	1
	Rel-16
	Finalization of URLLC pre-emption and mapping type B requirements
	F
	16.4.0
	RAN4#99-e
	R4-2108546
	Ericsson
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0249
	1
	Rel-16
	CR for TS38.101-4, Editorial correction to UE performance requirements for FR1 pre-emption and FR2 PDSCH mapping Type B R16
	F
	16.4.0
	RAN4#99-e
	R4-2108547
	MediaTek
	NR_L1enh_URLLC-Perf
	
	

	38.104
	0313
	1
	Rel-16
	CR on correction of PUSCH repetition type A and PUSCH mapping type B radiated performance requirements for TS 38.104
	F
	16.7.0
	RAN4#99-e
	R4-2108549
	Samsung
	NR_L1enh_URLLC-Perf
	
	

	38.133
	1870
	-
	Rel-16
	CR on PRS RSTD measurement requirements
	F
	16.7.0
	RAN4#99-e
	R4-2108414
	CATT
	NR_pos-Core
	
	

	38.133
	1872
	-
	Rel-17
	CR on PRS RSTD measurement requirements
	A
	17.1.0
	RAN4#99-e
	R4-2109091
	CATT
	NR_pos-Core
	
	

	38.133
	1877
	1
	Rel-16
	CR on legacy Rel-16 HST NR UE measurement requirements (R16)
	F
	16.7.0
	RAN4#99-e
	R4-2108335
	Intel, Apple, Huawei
	NR_HST-Core
	
	

	38.133
	1935
	1
	Rel-17
	Introduce the SCell beam failure recovery without the dedicated PUCCH resource in R17
	A
	17.1.0
	RAN4#99-e
	R4-2108420
	MediaTek inc.
	NR_eMIMO-Core
	
	

	38.133
	1953
	1
	Rel-16
	CR to 38.133 correction on CCSF for NR measurements for positioning
	F
	16.7.0
	RAN4#99-e
	R4-2108298
	Vivo
	NR_pos-Core
	
	

	38.133
	2006
	1
	Rel-16
	CR on maintaining sync conditions for intra-band DAPS handover R16
	F
	16.7.0
	RAN4#99-e
	R4-2108423
	Huawei, HiSilicon
	NR_Mob_enh-Core
	
	

	38.133
	2053
	1
	Rel-17
	CR on condition requirements for L1-SINR measurements R17
	F
	17.1.0
	RAN4#99-e
	R4-2108415
	Huawei, HiSilicon
	NR_eMIMO-Perf
	
	

	38.133
	2093
	1
	Rel-16
	CR on CSSF and measurement capability for PRS measurement 38.133
	F
	16.7.0
	RAN4#99-e
	R4-2108297
	Huawei, HiSilicon
	NR_pos-Core
	
	

	38.133
	2128
	1
	Rel-16
	CR to TS 38.133: Adding conditions for L1-SINR reporting (Annex B.2)
	F
	16.7.0
	RAN4#99-e
	R4-2108416
	Nokia, Nokia Shanghai Bell
	NR_eMIMO-Perf
	
	

	38.141-1
	0226
	1
	Rel-16
	CR to TS38.141-1 Cleanup of BS conformance testing for URLLC demodulation requirements with higher BLER (Rel-16)
	F
	16.7.0
	RAN4#99-e
	R4-2108550
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-1
	0227
	1
	Rel-17
	CR to TS38.141-1 Cleanup of BS conformance testing for URLLC demodulation requirements with higher BLER (Rel-17)
	F
	17.1.0
	RAN4#99-e
	R4-2108551
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.141-2
	0325
	1
	Rel-16
	CR for TS 38.141-2 Updates of performance requirements of PUSCH repetition type A for URLLC
	F
	16.7.0
	RAN4#99-e
	R4-2108548
	NTT DOCOMO, INC.
	NR_L1enh_URLLC-Perf
	
	


