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	Work Item
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	38.101-1
	0739
	1
	Rel-16
	CR TDD Intraband CA REFSENS requirement issue R16
	F
	16.7.0
	RAN4#99-e
	R4-2107992
	Nokia
	NR_CA_R16_intra-Core
	
	

	38.101-1
	0740
	-
	Rel-17
	CR TDD Intraband CA REFSENS requirement issue R17
	A
	17.1.0
	RAN4#99-e
	R4-2108921
	Nokia
	NR_CA_R16_intra-Core
	
	

	38.101-1
	0755
	-
	Rel-17
	CR on Introducing NR inter-band CA for 3DL Bands and 1UL band for 38.101-1
	B
	17.1.0
	RAN4#99-e
	R4-2109123
	CATT
	NR_CA_R17_3BDL_1BUL-Core
	
	

	38.101-1
	0757
	-
	Rel-17
	Correction on supported channel bandwidth for CA_n39-n41-n79
	A
	17.1.0
	RAN4#99-e
	R4-2109126
	CATT, CMCC
	NR_CA_R16_3BDL_1BUL-Core
	
	

	38.101-1
	0770
	-
	Rel-17
	Add channel bandwidth configuration for CA_n46A-n48A
	B
	17.1.0
	RAN4#99-e
	R4-2107692
	Charter Communications, Inc
	NR_CADC_R17_2BDL_xBUL
	
	

	38.101-1
	0773
	-
	Rel-17
	Adding new CA_n46N-n48A configurations
	B
	17.1.0
	RAN4#99-e
	R4-2107693
	Charter Communications, Inc
	NR_CADC_R17_2BDL_xBUL
	
	

	38.101-1
	0774
	1
	Rel-16
	CR for correction of Rel-16 NR inter-band CA DC configuration for 2DL with up to 2 bands UL
	F
	16.7.0
	RAN4#99-e
	R4-2107989
	Verizon Denmark
	NR_CADC_R16_2BDL_xBUL
	
	

	38.101-1
	0846
	1
	Rel-16
	Rel-16 CR 38101-1-g70 corrections
	F
	16.7.0
	RAN4#99-e
	R4-2107769
	Ericsson
	NR_CADC_R16_2BDL_xBUL
	
	

	38.101-1
	0847
	1
	Rel-17
	Rel-17 CR 38101-1-h10 corrections 1 band NR and 2 band NR CA
	F
	17.1.0
	RAN4#99-e
	R4-2107701
	Ericsson
	NR_CADC_R17_2BDL_xBUL
	
	

	38.101-1
	0848
	1
	Rel-17
	Rel-17 CR 38101-1-h10 corrections 3 band NR CA
	F
	17.1.0
	RAN4#99-e
	R4-2107729
	Ericsson
	NR_CADC_R17_3BDL_2BUL
	
	

	38.101-1
	0871
	-
	Rel-17
	CR for correction of Rel-17 NR inter-band CA DC configuration for 2DL with up to 2 bands UL
	A
	17.1.0
	RAN4#99-e
	R4-2108728
	Verizon Denmark
	NR_CADC_R16_2BDL_xBUL
	
	

	38.101-1
	0873
	-
	Rel-17
	Rel-17 CR 38101-1-g70 corrections
	A
	17.1.0
	RAN4#99-e
	R4-2107770
	Ericsson
	NR_CADC_R16_2BDL_xBUL
	
	

	38.101-1
	0875
	-
	Rel-17
	CR for TS 38.101-1: introduction of MSD test configurations related to IMD for inter-band combinations with intra-band UL CA as UL configuration
	F
	17.1.0
	RAN4#99-e
	R4-2108117
	Skyworks Solutions
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-2
	0391
	-
	Rel-17
	Rel-17 CR 38101-2-h10 corrections intra-band CA
	F
	17.1.0
	RAN4#99-e
	R4-2107689
	Ericsson
	NR_CA_R17_Intra
	
	

	38.101-3
	0522
	-
	Rel-17
	Big CR on introduction of completed PC2 for EN-DC with 1 LTE band + 1 NR TDD band
	B
	17.1.0
	RAN4#99-e
	R4-2108937
	China Unicom
	ENDC_UE_PC2_R17_NR_TDD
	
	

	38.101-3
	0526
	-
	Rel-17
	CR on Introducing NR inter-band CA for 3DL Bands and 1UL band for 38.101-3
	B
	17.1.0
	RAN4#99-e
	R4-2109124
	CATT
	NR_CA_R17_3BDL_1BUL-Core
	
	

	38.101-3
	0567
	1
	Rel-17
	CR for TS 38.101-3: MSD test configurations modifications for US EN-DC combinations with Band n77
	F
	17.1.0
	RAN4#99-e
	R4-2107810
	Apple
	NR_CADC_R17_2BDL_xBUL-Core
	
	

	38.101-3
	0592
	1
	Rel-17
	Rel-17 CR 38101-3-h10 corrections 2 band NR CA
	F
	17.1.0
	RAN4#99-e
	R4-2107702
	Ericsson
	NR_CADC_R17_2BDL_xBUL
	
	

	38.101-3
	0607
	-
	Rel-17
	Rel-17 CR 38101-3-g70 corrections
	A
	17.1.0
	RAN4#99-e
	R4-2107975
	Ericsson
	NR_CADC_R16_2BDL_xBUL
	
	

	38.101-3
	0609
	-
	Rel-17
	CR to reflect the completed NR inter band CA DC combinations for 3 bands DL with 2 bands UL into TS 38.101-3
	B
	17.1.0
	RAN4#99-e
	R4-2107979
	ZTE Corporation
	NR_CADC_R17_3BDL_2BUL
	
	


