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[bookmark: _Toc28873155][bookmark: _Toc35593613][bookmark: _Toc44669021][bookmark: _Toc51607170][bookmark: _Toc57990380][bookmark: OLE_LINK8][bookmark: OLE_LINK9]<Unchanged parts are omitted>
[bookmark: _Hlk24132842]4.1.1	Type 1 DL channel access procedures
This clause describes channel access procedures to be performed by an eNB/gNB where the time duration spanned by the sensing slots that are sensed to be idle before a downlink transmission(s) is random. The clause is applicable to the following transmissions:
    -	Transmission(s) initiated by an eNB including PDSCH/PDCCH/EPDCCH, or
    -	Any transmission(s) initiated by a gNB.Transmission(s) initiated by a gNB including unicast PDSCH with user plane data, or unicast PDSCH with user plane data and unicast PDCCH scheduling user plane data, or
    -	Transmission(s) initiated by a gNB with only discovery burst or with discovery burst multiplexed with non-unicast information, where the transmission(s) duration is larger than   or the transmission causes the discovery burst duty cycle to exceed . 
.

<Unchanged parts are omitted>
4.1.2	Type 2 DL channel access procedures
This clause describes channel access procedures to be performed by an eNB/gNB where the time duration spanned by sensing slots that are sensed to be idle before a downlink transmission(s) is deterministic.
If an eNB performs Type 2 DL channel access procedures, it follows the procedures described in clause 4.1.2.1.
Type 2A channel access procedures as described in clause 4.1.2.1 are only applicable to the following transmission(s) performed by an eNB/gNB:
-	Transmission(s) initiated by an eNB including discovery burst and not including PDSCH where the transmission(s) duration is at most , or
-	Transmission(s) initiated by a gNB with only discovery burst or with discovery burst multiplexed with non-unicast information, where the transmission(s) duration is at most , and the discovery burst duty cycle is at most , or
-	Transmission(s) by an eNB/ gNB following transmission(s) by a UE after a gap of   in a shared channel occupancy as described in clause 4.1.3. 
<Unchanged parts are omitted>

