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	Reason for change:
	The reference signal used for the sidelink power control is ambiguous when a UE is configured with multiple serving cells.

	
	

	Summary of change:
	It is clarified that the DCI format 0_0 which is used in determining the reference signal for the sidelink power control is in the serving cell where the sidelink BWP is configured. 

	
	

	Consequences if not approved:
	UE behavior in selecting the refernece signal used for the sidelink power control remains unspecified when more than one serving cells are configured with DCI format 0_0.
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[bookmark: _Toc36498205][bookmark: _Toc45699233][bookmark: _Toc66974111]16.2.0	S-SS/PSBCH blocks
A UE determines a power  for an S-SS/PSBCH block transmission occasion in slot  on active SL BWP  of carrier  of serving cell  as
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]  
-	 is a value of dl-P0-PSBCH if provided; else,  
-	 is a value of dl-Alpha-PSBCH, if provided; else,  
-	 as described in Clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for a S-SS/PSBCH block transmission with SCS configuration 
[bookmark: _Toc29894878][bookmark: _Toc29899177][bookmark: _Toc29899595][bookmark: _Toc29917331][bookmark: _Toc36498206][bookmark: _Toc45699234][bookmark: _Toc66974112]16.2.1	PSSCH
A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  on active SL BWP  of carrier  of serving cell  as:
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of sl-MaxTransPower based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214]; if sl-MaxTransPower-r16 is not provided, then ;
-	if dl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	elseif sl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	else 
-	 [dBm]
where
-	 is a value of dl-P0-PSSCH-PSCCH if provided
-	 is a value of dl-Alpha-PSSCH-PSCCH, if provided; else,  
-	 as described in Clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for the PSSCH transmission occasion  and  is a SCS configuration
[bookmark: _Toc29894885][bookmark: _Toc29899184][bookmark: _Toc29899602][bookmark: _Toc29917338][bookmark: _Toc36498213][bookmark: _Toc45699242][bookmark: _Toc52208404]*** Unchanged text is omitted ***
A UE determines a power  for a PSSCH transmission on a resource pool in the symbols where a corresponding PSCCH is transmitted in PSCCH-PSSCH transmission occasion  on active SL BWP  of carrier  of serving cell  as
 [dBm]
where  is a number of resource blocks for the corresponding PSCCH transmission in PSCCH-PSSCH transmission occasion .
The UE splits the power  equally across the antenna ports on which the UE transmits the PSSCH with non-zero power.
*** Unchanged text is omitted ***
[bookmark: _Toc29894880][bookmark: _Toc29899179][bookmark: _Toc29899597][bookmark: _Toc29917333][bookmark: _Toc36498208][bookmark: _Toc45699236][bookmark: _Toc66974114]16.2.3	PSFCH
A UE with  scheduled PSFCH transmissions, and capable of transmitting a maximum of  PSFCHs, determines a number  of simultaneous PSFCH transmissions and a power  for a PSFCH transmission , , on a resource pool in PSFCH transmission occasion  on active SL BWP  of carrier  of serving cell  as
-	if dl-P0-PSFCH is provided,
	 [dBm]
where
-	 is a value of dl-P0-PSFCH 
-	 is a value of dl-Alpha-PSFCH, if provided; else,  
-	 as described in Clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
*** Unchanged text is omitted ***
