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RAN#91-e has requested the WGs to provide recommendations on how to introduce the 52.6-71GHz frequency range [1]. RAN1 and RAN4 provided their answers in [2,3], respectively. RAN2 has discussed the topic as well, with conclusions captured in [4].
2	Current status on FR2 vs FR3 
In [5] the following note is included: 
[bookmark: _Hlk58594589]Note 5: RAN plenary will decide whether new FR (e.g. FR3) shall be defined for the frequency range from 52.6GHz-71GHz or the existing FR2 shall be extended to cover frequency range from 52.6GHz-71GHz.
In RAN#91-e this issue has been further refined as follows [1]:
	conclusion: RAN1, RAN2 and RAN4 are asked to provide its analysis or recommendation to RAN#92e (June 21) on how to introduce the 52.6-71GHz frequency range

Based upon RAN Plenary’s request, RAN1 provides the following feedback in [2]:
Following up on the conclusion from RAN#91E ("RAN1, RAN2 and RAN4 are asked to provide its analysis or recommendation to RAN#92E (June) on how to introduce the 52.6-71GHz frequency range."), RAN1 would like to inform RAN about the following RAN1 conclusions on the issue:
1) Regarding the impact on specifications maintained by RAN1, there are only relatively small differences between potential options.
2) RAN1 can adapt to other groups' preferences on the notation for 52.6-71 GHz.
3) Regardless of if the frequency range 52.6 to 71 GHz is an extension of FR2 or a new FR, the related UE capabilities and their applicability to the frequency range 52.6 to 71 GHz will have to be analyzed on a case by case basis.
4) From RAN1's perspective, an easy distinction between features, capabilities and other characteristics in the specifications that apply specifically to the following ranges may be useful:
· 24.25-52.6 GHz
· 52.6-71 GHz
· 24.25-71 GHz
NOTE: The distinction can be realized with or without a designated frequency range (FRx) definition.

The RAN2 conclusions can be found in [4]:RAN2 can adapt to other groups decision on FRx notation for 52-71 GHz. No critical dependency in RAN2. 
From RAN2 TS point of view the impact will be smaller if it is chosen to re-use FR2 for 52-71 GHz. 


The RAN4 conclusions can be found in [3]:

Based on the RAN WG4 discussion, the following is provided as recommendation to 3GPP TSG RAN: 
1. To drop “FR3” terminology from consideration on the 52.6 - 71 GHz frequency range designation. 
2. Terminology for BS operating in 52.6 - 71 GHz frequency range to be reused from TS 38.104 specification, i.e. BS type 2-O.

Furthermore, RAN WG4 would like to inform that the discussion on the terminology for the NR operation in 52.6 - 71 GHz frequency range will continue in RAN WG4, including pros and cons analyses of concepts based on Option A, Option B and Option C, as listed below:
· Option A: 
· Introduce FR2-1 (or FR2.1) for 24.25 – 52.6 GHz, and FR2-2 (or FR2.2) for 52.6 – 71 GHz,
· The above two ranges to be introduced under the FR2 common range.

Option A
Frequency range designation
Corresponding frequency range 
FR1
410 MHz – 7125 MHz
FR2
 FR2-1 (or FR2.1): 24250 MHz – 52600 MHz

FR2-2 (or FR2.2): 52600 MHz – 71000 MHz
NOTE:	Whenever the FR2 is referred, both FR2.1 and FR2.2 frequency sub-ranges shall be considered, unless otherwise stated.

· Option B: 
· All UE RF/demodulation requirements defined as function of band, BW, PC or band combo within FR2,
· BS requirements can be updated to cater for an extension of FR2 to include 52.6 – 71 GHz,
· All RRM requirements for higher SCS applicable for 52.6 – 71 GHz can be defined as function of SCS within FR2.

· Option C: in addition to reusing the existing FR2 for 24.25 – 52.6GHz:
· Introduce FR2-2 (or FR2x) for 52.6 – 71 GHz,
· Possibly introduce FR2-comb for 24.25 – 71 GHz.

Option C
Frequency range designation
Corresponding frequency range 
FR1
410 MHz – 7125 MHz
“FR2-comb”, or no common term
FR2: 24250 MHz – 52600 MHz

FR2-2 (or FR2x): 52600 MHz – 71000 MHz



3	Potential ways forward
Based on the inputs above, we can make the following conclusion already:
Proposal: Do not introduce FR3 terminology for the 52.6 - 71 GHz frequency range designation.
RAN1 indicated there is potential benefit in being able to discern the different frequency ranges by use of a specific terminology. Comparing it to RAN4 feedback, one observes that both options A and C from RAN4 are in accordance with the RAN1’s observations, but option B would not provide such means for distinction that are common across the different working groups. 
Observation: Options A and C identified by RAN4 are in accordance with RAN1’s observations.
The main disadvantage of Option A is that it rewrites the meaning of FR2, which has been pointed out as a potential problem in RAN1 discussions as well. In that respect, option C is cleaner, as no conflicts are foreseen with the current specifications, as well as with documentation in general. Despite RAN4 having indicated they intend to continue discussion, it is preferrable if discussion continues in RAN Plenary though, as the technical points have been raised already. Hence, given the discussion above we propose the following:
Proposal: Adopt option C from RAN4 LS reply, i.e. keep FR2 to mean the range 24250 MHz – 52600 MHz, add a label to identify the range  52600 MHz – 71000 MHz, and another label to identify the full range 24250 MHz – 71000 MHz.

4	Conclusions
In this contribution, we have made the following observations and proposals:
Observation: Options A and C identified by RAN4 are in accordance with RAN1’s observations.
Proposal: Adopt option C from RAN4 LS reply, i.e. keep FR2 to mean the range 24250 MHz – 52600 MHz, add a label to identify the range  52600 MHz – 71000 MHz, and another label to identify the full range 24250 MHz – 71000 MHz.
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