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	Reason for change:
	The DL scheduling slot offset capabilities are missing in the UERadioPagingInformation message, which implies that the gNB does not know if the UE has IOT-tested and supports scheduling K0 > 0 in Paging PDCCH when the gNB receives the Paging message. 

	
	

	Summary of change:
	The SchedulingOffset-PDSCH-TypeA and dl-SchedulingOffset-PDSCH-TypeB UE capabilities are added to the UERadioPagingInformation message.

Impact Analysis

Impacted 5G architecture options: NR SA, NE-DC,NR-DC

Impacted functionality:
Paging

Inter-operability:
There are no inter-operability issues.

	
	

	Consequences if not approved:
	If the gNB does not know if the UE has IOT-tested and supports K0 > 0, then the gNB cannot use K0 > 0 in scheduling Paging PDCCH. 
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This message is used to transfer radio paging information, covering both upload to and download from the 5GC, and between gNBs.
Direction: gNB to/ from 5GC and gNB to/from gNB
UERadioPagingInformation message
-- ASN1START
-- TAG-UE-RADIO-PAGING-INFORMATION-START

UERadioPagingInformation ::= SEQUENCE {
    criticalExtensions                  CHOICE {
        c1                                  CHOICE{
            ueRadioPagingInformation            UERadioPagingInformation-IEs,
            spare7 NULL,
            spare6 NULL, spare5 NULL, spare4 NULL,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

UERadioPagingInformation-IEs ::=    SEQUENCE {
    supportedBandListNRForPaging        SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicatorNR    OPTIONAL,
    nonCriticalExtension                UERadioPagingInformation-vxyz-IEsSEQUENCE {}                                             OPTIONAL
}

UERadioPagingInformation-vxyz-IEs ::= SEQUENCE {
    dl-SchedulingOffset-PDSCH-TypeA-FDD-FR1-r15     ENUMERATED {supported}          OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeA-TDD-FR1-r15     ENUMERATED {supported}          OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeA-TDD-FR2-r15     ENUMERATED {supported}          OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB-FDD-FR1-r15     ENUMERATED {supported}          OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB-TDD-FR1-r15     ENUMERATED {supported}          OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB-TDD-FR2-r15     ENUMERATED {supported}          OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                                 OPTIONAL
}

-- TAG-UE-RADIO-PAGING-INFORMATION-STOP
-- ASN1STOP

	UERadioPagingInformation field descriptions

	supportedBandListNRForPaging
Indicates the UE supported NR frequency bands which are derived by the gNB from UE-NR-Capability.

	dl-SchedulingOffset-PDSCH-TypeA-FDD-FR1
Indicates whether the UE supports DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type A in FDD FR1.

	dl-SchedulingOffset-PDSCH-TypeA-TDD-FR1
Indicates whether the UE supports DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type A in TDD FR1.

	dl-SchedulingOffset-PDSCH-TypeA-TDD-FR2
Indicates whether the UE supports DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type A in TDD FR2.

	dl-SchedulingOffset-PDSCH-TypeB-FDD-FR1
Indicates whether the UE supports DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type B in FDD FR1.

	dl-SchedulingOffset-PDSCH-TypeB-TDD-FR1
Indicates whether the UE supports DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type B in TDD FR1.

	dl-SchedulingOffset-PDSCH-TypeB-TDD-FR2
Indicates whether the UE supports DL scheduling slot offset (K0) greater than 0 for PDSCH mapping type B in TDD FR2.
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