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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
6.6.1.7.5	Test requirement
Table 6.6.1.7.4.1-3 and Table 6.6.1.7.5-1 define the primary level settings including test tolerances for NR event triggered reporting in synchronous cells when DRX is used 
Table 6.6.1.7.5-1: NR Cell specific test parameters for SA intra-frequency event triggered reporting tests without gap under DRX for UE configured with highSpeedMeasFlag-r16
	Parameter
	Unit
	Test configuration 
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	TN/A
	TN/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	N/A

	
	
	3
	TRS.1.2 TDD
	N/A

	IInitial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	DLBWP.0.1 ULBWP.0.1

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	[image: ] Note 2
	dBm/SCS
	1
	-98+TT

	
	
	2
	-98+TT

	
	
	3
	-95+TT

	[image: ] Note 2
	dBm/15 kHz
	1
	-98+TT

	
	
	2
	

	
	
	3
	

	[image: ]
	dB
	1
	4+TT
	-1.46+ TT
	-Infinity
	-1.46+ TT

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	[image: ]
	dB
	1
	4+TT
	4+TT
	-Infinity
	4+TT

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-94+TT
	-94+TT
	-Infinity
	-94+TT

	
	
	2
	-94+TT
	-94+TT
	-Infinity
	-94+TT

	
	
	3
	-91+TT
	-91+TT
	-Infinity
	-91+TT

	Io
	dBm/9.36 MHz
	1
	-64.60+ TT
	-62.25+ TT
	-64.60+ TT
	-62.25+ TT

	
	dBm/9.36 MHz
	2
	-64.60+ TT
	-62.25+ TT
	-64.60+ TT
	-62.25+ TT

	
	dBm/38.16 MHz
	3
	-58.50+ TT
	-56.16+ TT
	-58.50+ TT
	-56.16+ TT

	Propagation Condition 
	
	1, 2
	AWGN
	AWGN 1944Hz Note 4

	
	
	3
	AWGN
	AWGN 3334Hz Note 5

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The AWGN 1944 Hz condition is a non fading propagation channel with one tap. Doppler shift is a constant 1944Hz.
Note 5:	The AWGN 3334 Hz condition is a non fading propagation channel with one tap. Doppler shift is a constant 3334Hz.



The overall delays measured is defined as the time from the beginning of time period T2 to the moment the UE send one Event A3 triggered measurement report to NR Cell 2.  When DRX cycle length = 640 ms, the overall delay measured is defined as the time from the beginning of time period T2 to the moment the UE starts to send preambles on the PRACH for Scheduling Request (SR) to obtain allocation to send the measurement report to NR Cell 2 on PUSCH.
The overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays because of TTI insertion uncertainty of the measurement report in DCCH.
The overall delay measured when DRX cycle length is 640 ms test requirement is expressed as:
Overall delays measured = measurement reporting delay + TTI insertion uncertainty
Measurement reporting delay = Tidentify_intra_without_index
Tidentify_intra_without_index = (TPSS/SSS_sync_intra + T SSB_measurement_period_intra) ms
TPSS/SSS_sync_intra = ceil(5 × Kp) × DRX cycle × CSSFintra = 3200ms
T SSB_measurement_period_intra = ceil(Y × Kp) × DRX cycle × CSSFintra = 1920ms
TTI insertion uncertainty = 2 ms
The overall delay measured when DRX cycle length is 640 ms shall be less than a total of 5122 ms.
For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
<< End of changes >>
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