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	Reason for change:
	Upon the DAPS handover, the UE suspends SRBs for the source cell group until receiving daps-SourceRelease in accordance with sections 5.3.5.5.1 and 5.3.5.5.2.

5.3.5.5.1	General
<unrelated part omitted>
The UE performs the following actions based on a received CellGroupConfig IE:
1>	if the CellGroupConfig contains the spCellConfig with reconfigurationWithSync:
2>	perform Reconfiguration with sync according to 5.3.5.5.2;
2>	resume all suspended radio bearers and resume SCG transmission for all radio bearers, and resume BH RLC channels and resume SCG transmission for BH RLC channels for IAB-MT, if suspended;

5.3.5.5.2	Reconfiguration with sync
<unrelated part omitted>
1>	If any DAPS bearer is configured:
<unrelated part omitted>
2>	suspend SRBs for the source cell group;
However, the UE resumes “all suspended radio bearers” (i.e., in accordance with the current text in section 5.3.5.5.1. Because the all suspended radio bearers includes the suspended SRBs for the source cell group, the UE immediately resumes the suspended SRBs for the source cell group during the DAPS handover.

	
	

	Summary of change:
	In section 5.3.5.5.1, the UE resumes all suspended radio bearers except the SRBs for the source cell group.
Impact analysis
Impacted functionality: 
DAPS handover

Inter-operability:
If the UE implements the CR, no inter-operability issue between the UE and network is foreseen. If the UE does not implement the CR, the source may not expect to receive a RRC message from the UE during DAPS handover.


	
	

	Consequences if not approved:
	The UE may transmit a RRC message (e.g., measurement report) to the source base station during the DAPS handover, which is not expected by the source base station.

	
	

	Clauses affected:
	5.3.5.5.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Revision of R2-2108817



[bookmark: _Toc60776762][bookmark: _Toc76423048]5.3.5.5	Cell Group configuration
[bookmark: _Toc60776763][bookmark: _Toc76423049]5.3.5.5.1	General
The network configures the UE with Master Cell Group (MCG), and zero or one Secondary Cell Group (SCG). In (NG)EN-DC, the MCG is configured as specified in TS 36.331 [10], and for NE-DC, the SCG is configured as specified in TS 36.331 [10]. The network provides the configuration parameters for a cell group in the CellGroupConfig IE.
The UE performs the following actions based on a received CellGroupConfig IE:
1>	if the CellGroupConfig contains the spCellConfig with reconfigurationWithSync:
2>	perform Reconfiguration with sync according to 5.3.5.5.2;
2>	resume all suspended radio bearers except the SRBs for the source cell group, and resume SCG transmission for all radio bearers, and resume BH RLC channels and resume SCG transmission for BH RLC channels for IAB-MT, if suspended;
1>	if the CellGroupConfig contains the rlc-BearerToReleaseList:
2>	perform RLC bearer release as specified in 5.3.5.5.3;
1>	if the CellGroupConfig contains the rlc-BearerToAddModList:
2>	perform the RLC bearer addition/modification as specified in 5.3.5.5.4;
1>	if the CellGroupConfig contains the mac-CellGroupConfig:
2>	configure the MAC entity of this cell group as specified in 5.3.5.5.5;
1>	if the CellGroupConfig contains the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.5.5.8;
1>	if the CellGroupConfig contains the spCellConfig:
2>	configure the SpCell as specified in 5.3.5.5.7;
1>	if the CellGroupConfig contains the sCellToAddModList:
2>	perform SCell addition/modification as specified in 5.3.5.5.9;
1>	if the CellGroupConfig contains the bh-RLC-ChannelToReleaseList:
2>	perform BH RLC channel release as specified in 5.3.5.5.10;
1>	if the CellGroupConfig contains the bh-RLC-ChannelToAddModList:
2>	perform the BH RLC channel addition/modification as specified in 5.3.5.5.11;
