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	Reason for change:
	According to LS R1-2106205, one correction to Rel-16 HARQ description in TS38.300 is recommended:
· RAN1 has identified that the text on HARQ in clause 5.2.5.4 of TS38.300v16.4.1 limits re-transmission of HARQ-ACK feedback with enhanced Type-2 (dynamic) codebook and Type-3 (one-shot) codebook to shared spectrum access, whereas FGs 10-15 and 10-16 are applicable to licensed bands as well.
· RAN1 recommends to remove “for operation with shared spectrum channel access” in clause 5.2.5.4. 

	
	

	Summary of change:
	In clause 5.2.5.4, remove “for operation with shared spectrum channel access”.

Impact Analysis
Impacted 5G architecture options:
NR-SA, NR-DC, (NG)EN-DC, NE-DC

Impacted functionality:
HARQ

Inter-operability:
1. If the UE is implemented according to the CR while the network is not, there is no inter-operability issue.
2. If the network is implemented according to the CR while the UE is not, there might be inter-operability issue. In case the network schedules retransmission of HARQ-ACK feedback by using enhanced dynamic codebook and/or one-shot triggering of HARQ-ACK transmission in the licensed band, the UE may not expect such scheduling and may not be able to send the retransmission of HARQ-ACK feedback.

	
	

	Consequences if not approved:
	The description on supporting UE retransmission of HARQ-ACK feedback is not correct for a licensed band.

	
	

	Clauses affected:
	5.2.5.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR …CR …

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	





Page 1
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[bookmark: _Toc20387914][bookmark: _Toc29375993][bookmark: _Toc37231863][bookmark: _Toc46501918][bookmark: _Toc51971266][bookmark: _Toc52551249][bookmark: _Toc76504901]5.2.5.4	HARQ
[bookmark: _GoBack]Asynchronous Incremental Redundancy Hybrid ARQ is supported. The gNB provides the UE with the HARQ-ACK feedback timing either dynamically in the DCI or semi-statically in an RRC configuration. Retransmission of HARQ-ACK feedback is supported for operation with shared spectrum channel access by using enhanced dynamic codebook and/or one-shot triggering of HARQ-ACK transmission for all configured CCs and HARQ processes in the PUCCH group.
The UE may be configured to receive code block group based transmissions where retransmissions may be scheduled to carry a sub-set of all the code blocks of a TB.
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