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<Start of modified section 1>
[bookmark: _Toc42778763][bookmark: _Toc42785210][bookmark: _Toc43210239][bookmark: _Toc51948523][bookmark: _Toc52162598][bookmark: _Toc60916236][bookmark: _Toc68197440][bookmark: _Toc75880698]A.5.1	MTSI MT Voice Call / with preconditions / 5GS
…
183 Session Progress (Step 3)
Use the default message "183 Session Progress" in Annex A.2.3 of TS 34.229-1 [2] applying condition A2, and with the following exceptions:
	Header/param
	Value/remark

	Status-Line
	

	    Reason-Phrase
	Not checked

	Require
	

	   option-tag
	precondition

	Message-body
	The following SDP types and values shall be present.

Session description:
v=0
o=(user-name) (sess-id) (sess-version) IN (addrtype) (unicast-address for UE)
s=(session name)
c=IN (addrtype) (connection-address for UE) [Note 1]
b=AS: (bandwidth-value)

Time description:
t=0 0

Media description:
m=audio (transport port) RTP/AVP (fmt) [Note 2]
c=IN (addrtype) (connection-address for UE) [Note 1]
b=AS: (bandwidth-value)
b=RS: (bandwidth-value)
b=RR: (bandwidth-value)

Attributes for media:
a=rtpmap:(payload type) EVS/16000 [Note 2]
a=fmtp:(format) br=13.2; bw=swb; max-red=(att-field)

Attributes for preconditions:
a=curr:qos local none or a=curr:qos local sendrecv
a=curr:qos remote none
a=des:qos mandatory local sendrecv
a=des:qos mandatory remote sendrecv
a=conf:qos remote sendrecv
Note 1: At least one "c=" field shall be present.
Note 2: The value for fmt, payload type and format is not checked
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