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4.9.25.1	Scope
The purpose of this procedure is to transfer UE policy data to the UE.
4.9.25.2	Procedure description
4.9.25.2.1	Initial conditions
N/A
4.9.25.2.2	Procedure sequence
Table 4.9.25.2.2-1: Test procedure for UE Configuration Update for transparent UE Policy delivery
	St
	Procedure
	Message Sequence

	
	
	U – S
	Message

	1
	The SS transmits a DL NAS TRANSPORT message.
	<--
	5GMM: DL NAS TRANSPORT 

	2
	The UE transmits a UL NAS TRANSPORT message.
	-->
	5GMM: UL NAS TRANSPORT 



4.9.25.3	Specific message contents
Table 4.9.25.3-1: DL NAS TRANSPORT (step 1, Table 4.9.25.2.2-1)
	Derivation Path: 38.508-1 [4], Table 4.7.1-11

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘0101’B
	UE policy container
	

	Payload container
	Set according toTable 4.7.6-1 using condition URSP
	
	



Table 4.9.25.3-2: UL NAS TRANSPORT (step 2, Table 4.9.25.2.2-1)
	Derivation Path: 38.508-1 [4], Table 4.7.1-12

	Information Element
	Value/remark
	Comment
	Condition

	Payload container type
	‘0101’B
	UE policy container
	

	Payload container
	Set according toTable 4.7.6-2
	
	




