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<Start of modified section 1>
[bookmark: _Toc21353857][bookmark: _Toc27749476]–	MeasResults
Table 4.6.3-79: MeasResults
	[bookmark: _GoBack]Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults ::= SEQUENCE {
	
	
	

	  measId
	MeasId
	
	

	  measResultServingMOList
	Not checked
	
	SFTD_NEIGHBOUR or SFTD_PSCELL

	  measResultServingMOList SEQUENCE (SIZE (1.. maxNrofServingCells)) OF MeasResultServMO {
	1 entry
	
	

	    MeasResultServMO[1] SEQUENCE {
	
	entry 1
	

	      servCellId
	ServCellIndex
	
	

	      measResultServingCell SEQUENCE {
	
	
	

	        physCellId
	PhysCellId
	
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE {
	
	
	

	            resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	Not checked
	
	

	              rsrq
	Not checked
	
	

	              sinr
	Not checked
	
	

	            }
	
	
	

	            resultsCSI-RS-Cell
	Not present
	
	

	          }
	
	
	

	          rsIndexResults
	Not present
	
	

	        }
	
	
	

	        cgi-Info
	Not present
	
	

	      }
	
	
	

	      measResultBestNeighCell
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  measResultNeighCells
	Not present
	
	A1, A2, SFTD_NEIGHBOUR or SFTD_PSCELL

	
	Set according to specific message content
	
	A3, A4, A5, A6

	  measResultServFreqListEUTRA-SCG
	Not present
	
	

	  measResultServFreqListNR-SCG
	Not checked
	
	

	  measResultSFTD-EUTRA
	Not present
	
	

	  measResultSFTD-NR
	Not present
	
	

	  measResultSFTD-NR SEQUENCE {
	
	
	SFTD_PSCELL

	    physCellId
	PhysCellId of PSCell
	
	

	    sfn-OffsetResult
	Not checked
	
	

	    frameBoundaryOffsetResult
	Not checked
	
	

	    rsrp-Result
	Not checked
	
	

	  }
	
	
	

	  measResultCellListSFTD-NR
	Not present
	
	

	  measResultCellListSFTD-NR SEQUENCE (SIZE (1..maxCellSFTD)) OF MeasResultCellSFTD-NR {
	1 entry
	
	SFTD_NEIGHBOUR

	    MeasResultCellSFTD-NR[1] SEQUENCE {
	
	entry 1
	

	      physCellId
	PhysCellId
	
	

	      sfn-OffsetResult
	Not checked
	
	

	      frameBoundaryOffsetResult
	Not checked
	
	

	      rsrp-Result
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  measResultForRSSI-r16
	Not present
	
	

	  locationInfo-r16
	Not present
	
	

	  ul-PDCP-DelayValueResultList-r16
	Not present
	
	

	  measResultsSL-r16
	Not present
	
	

	  measResultCLI-r16
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	A1
	If event trigger Id in corresponding Measurement Configuration was Event A1 

	A2
	If event trigger Id in corresponding Measurement Configuration was Event A2

	A3
	If event trigger Id in corresponding Measurement Configuration was Event A3

	A4
	If event trigger Id in corresponding Measurement Configuration was Event A4

	A5
	If event trigger Id in corresponding Measurement Configuration was Event A5

	A6
	If event trigger Id in corresponding Measurement Configuration was Event A6

	SFTD_NEIGHBOUR
	Measurement reporting triggered by SFTD measurement on NR neighbour

	SFTD_PSCELL
	Measurement reporting triggered by SFTD measurement on NR PSCell



<End of modified section 1>

<Start of modified section 2>
[bookmark: _Toc21353924][bookmark: _Toc27749543]–	ReportConfigNR
Table 4.6.3-142: ReportConfigNR(Thres1, Thres2)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	PERIODICAL

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount
	infinity
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	
	true
	
	pc_ss_SINR_Meas

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      useWhiteCellList
	false
	
	

	      measRSSI-ReportConfig-r16
	Not present
	
	

	      includeCommonLocationInfo-r16
	Not present
	
	

	      includeBT-Meas-r16
	Not present
	
	

	      includeBT-Meas-r16 CHOICE {
	
	
	MDT_BT

	        setup
	BT-NameList
	
	

	      }
	
	
	

	      includeWLAN-Meas-r16
	Not present
	
	

	      includeWLAN-Meas-r16 CHOICE {
	
	
	MDT_WLAN

	        setup
	WLAN-NameList
	
	

	      }
	
	
	

	      includeSensor-Meas-r16
	Not present
	
	

	      includeSensor-Meas-r16 CHOICE {
	
	
	MDT_SENSOR

	        setup
	Sensor-NameList
	
	

	      }
	
	
	

	      ul-DelayValueConfig-r16
	Not present
	
	

	      ul-DelayValueConfig-r16 CHOICE {
	
	
	MDT_DELAY

	        setup
	UL-DelayValueConfig
	
	

	      }
	
	
	

	      reportAddNeighMeas-r16
	Not present
	
	

	    }
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres2
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	
	true
	
	pc_ss_SINR_Meas

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	      measRSSI-ReportConfig-r16
	Not present
	
	

	      useT312-r16
	Not present
	
	

	      includeCommonLocationInfo-r16
	Not present
	
	MDT

	      includeBT-Meas-r16
	Not present
	
	

	      includeBT-Meas-r16 CHOICE {
	
	
	MDT_BT

	        setup
	BT-NameList
	
	

	      }
	
	
	

	      includeWLAN-Meas-r16
	Not present
	
	

	      includeWLAN-Meas-r16 CHOICE {
	
	
	MDT_WLAN

	        setup
	WLAN-NameList
	
	

	      }
	
	
	

	      includeSensor-Meas-r16
	Not present
	
	

	      includeSensor-Meas-r16 CHOICE {
	
	
	MDT_SENSOR

	        setup
	Sensor-NameList
	
	

	      }
	
	
	

	    }
	
	
	

	    reportCGI SEQUENCE {
	
	
	CGI

	      cellForWhichToReportCGI
	PhysCellId
	
	

	    }
	
	
	

	    reportSFTD SEQUENCE {
	
	
	SFTD_NEIGHBOUR or SFTD_PSCELL

	      reportSFTD-Meas
	false
	
	SFTD_NEIGHBOUR

	
	true
	
	SFTD_PSCELL

	      reportRSRP
	false
	
	

	      reportSFTD-NeighMeas
	true
	
	SFTD_NEIGHBOUR

	
	Not present
	
	SFTD_PSCELL

	      drx-SFTD-NeighMeas
	Not present
	
	

	      cellsForWhichToReportSFTD
	Not present
	
	

	    }
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	CHO, CPC

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	CHO AND EVENT_A3

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        condEventA5 SEQUENCE {
	
	
	CHO AND EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres2
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType-r16
	ssb
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6

	PERIODICAL
	Configuration of periodical reporting

	CGI
	Configuration of CGI measurement

	CHO
	Configuration of conditional handover

	CPC
	Conditional PScell change

	MDT
	Configuration of MDT

	MDT_BT
	Configuration of MDT including Bluetooth measurements

	MDT_WLAN
	Configuration of MDT including WLAN measurements

	MDT_SENSOR
	Configuration of MDT including Sensor measurements

	MDT_DELAY
	Configuration of UL PDCP Packet Delay per DRB

	SFTD_NEIGHBOUR
	Configurations of SFTD measurement on NR neighbour

	SFTD_PSCELL
	Configurations of SFTD measurement on NR PSCell


<End of modified section 2>

