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<Start of Change>
[bookmark: _Toc21103518][bookmark: _Toc21103519]11.1.1	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
11.1.1.1	Test Purpose (TP)
(1)
with { UE supporting both S1 mode and N1 mode and operating in single-registration mode and the Network having indicated "interworking without N26 interface not supported" and the UE in NR RRC_IDLE state }
ensure that {
  when { User initiates an MMTEL call and the UE completes Access control and checking in 5GMM-IDLE mode }
    then { UE requests the establishment of an MMTEL call by transmitting an RRCSetupRequest message with establishmentCause set to 'mo-VoiceCall' and a SERVICE REQUEST message with Service type set to 'data' }
            }

(2)
with { UE being in NR RRC_CONNECTED state after having requested an MMTEL call establishment and the MO IMS voice session establishment has been initiated }
ensure that {
  when { UE receives an RRCRelease message which includes redirectedCarrierInfo indicating redirection to E-UTRA }
    then {UE selects the E-UTRA cell, performs a TAU procedure, and, successfully completes the MMTEL call setup in EPS }
            }

11.1.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.501, clauses 4.5.4.1, 5.6.1.2 and TS 38.331: clauses 5.3.3.2, 5.3.3.3. Unless otherwise stated these are Rel-15 requirements.
[TS 24.501, clause 4.5.4.1]
When the UE is in 5GMM-IDLE mode, upon receiving a request from the upper layers for an access attempt, the NAS shall categorize the access attempt into access identities and an access category following subclause 4.5.2, table 4.5.2.1 and table 4.5.2.2, and subclause 4.5.3, and provide the applicable access identities and the access category to the lower layers for the purpose of access control checking. In this request to the lower layer the NAS can also provide to the lower layer the RRC establishment cause determined as specified in subclause 4.5.6 of this specification.
NOTE 1:	The access barring check is performed by the lower layers.
NOTE 2:	As an implementation option, the NAS can provide the RRC establishment cause to the lower layers after being informed by the lower layers that the access attempt is allowed.
If the UE has uplink user data pending for one or more PDU sessions when it builds a REGISTRATION REQUEST or SERVICE REQUEST message as initial NAS message, the UE shall indicate the respective PDU sessions in the Uplink data status IE as specified in subclause 5.5.1.3.2 and 5.6.1.2, regardless of the access category for which the access barring check is performed.
NOTE 3:	The UE indicates pending user data for all the respective PDU sessions, even if barring timers are running for some of the corresponding access categories.
If the lower layers indicate that the access attempt is allowed, the NAS shall initiate the procedure to send the initial NAS message for the access attempt.
[TS 24.501, clause 5.6.1.2]
For cases d) and e) in subclause 5.6.1.1, the Uplink data status IE shall be included in the SERVICE REQUEST message to indicate the PDU session(s) the UE has pending user data to be sent. If the UE is not a UE configured for high priority access in selected PLMN:
a)	if there exists an emergency PDU session which is indicated in the Uplink data status IE the service type IE in the SERVICE REQUEST message shall be set to "emergency services"; or
b)	otherwise, the service type IE in the SERVICE REQUEST message shall be set to "data".
[TS 38.331, clause 5.3.3.2]
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE and it has acquired essential system information as described in 5.2.2.1.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall:
1>	if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:
2>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
[TS 38.331, clause 5.3.3.3]
The UE shall set the contents of RRCSetupRequest message as follows:
1>	set the ue-Identity as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	set the ue-Identity to ng-5G-S-TMSI-Part1;
2>	else:
3>	draw a 39-bit random value in the range 0..239-1 and set the ue-Identity to this value;
NOTE 1:	Upper layers provide the 5G-S-TMSI if the UE is registered in the TA of the current cell.
1>	set the establishmentCause in accordance with the information received from upper layers;
The UE shall submit the RRCSetupRequest message to lower layers for transmission.
11.1.1.3	Test Description
11.1.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is configured according to TS 38.508-1 [4] Table 4.4.2-3 and is connected to 5GC.
-	E-UTRA Cell 1 is configured to TS 36.508 [7] Table 4.4.2-2 and is connected to EPC.
-	System information for the NR Cell 1 in accordance with combination NR-6 in TS 38.508-1 [4] sub-clause 4.4.3.1.2, and, for the E-UTRA Cell 1 in accordance with system information combination 31 as defined in TS 36.508 [7], subclause 4.4.3.1.1.
-	N26 interface is configured.
-	Power levels are constant and as defined in Tables 11.1.1.3.1-1/2.
Table 11.1.1.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	
	

	
	RS EPRE
	dBm/15kHz
	
	-85
	



Table 11.1.1.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-85
	



UE:
None.
Preamble:
	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established
	The UE is switched-off
	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned and security context established.
[bookmark: _Hlk12825892]11.1.1.3.2	Test procedure sequence
[bookmark: _Hlk8979927]Table 11.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	Set the power levels according to “T0” as per Table 11.1.1.3.1-1/2.Void
	-
	-
	-
	-

	1
	Make the UE attempt an MTSI MO Speech Call (Note 1).
	-
	-
	-
	-

	2
	Check: Does the UE send NR RRCSetupRequest with EstablishmentCause set to ‘mo-VoiceCall’?
	-->
	NR RRC: RRCSetupRequest
	1
	P

	3
	SS transmits an NR RRCSetup message
	<--
	NR RRC: RRCSetup
	-
	-

	4
	Check: Does the UE transmit an NR RRCSetupComplete message to confirm the successful completion of the connection establishment including initiation of 5GSM procedure by including the SERVICE REQUEST message with Service Type set to ‘data’?
	-->
	NR RRC: RRCSetupComplete 5GSM: SERVICE REQUEST
	1
	P

	4A
	Set the power levels according to “T0” as per Table 11.1.1.3.1-1/2.
	-
	-
	-
	-

	5-8
	Steps 5-8 of expected sequence from Table 4.5.4.2-3 as defined in TS 38.508-1 [4] are performed.
	-
	-
	-
	-

	9-13
	Steps 1-5 of expected sequence from A.9.1 as defined in TS 34.229-5 [41] are performed for initiating an MTSI MO speech call.
	-
	-
	-
	-

	14
	SS transmits RRCRelease message indicating redirection to E-UTRA Cell 1.
	<--
	NR RRC: RRCRelease
	-
	-

	15-20
	UE performs generic procedure as defined in TS 38.508-1 [4], Table 4.9.7.2.2-1 Steps 1-6 for N1 to S1 Inter mode change with condition ‘connected without release’ & ‘mapped 5G security context’.
	-
	-
	-
	-

	21-24
	Generic Test Procedure as defined in Steps 5-8 of TS 36.508-1 [4] Table 4.5A.6.3-1 is performed to establish radio bearer corresponding to IMS PDN.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 25a1-25a2 describe a step sequence depending on UE implementation.
	-
	-
	-
	-

	25a1-25a2
	The UE may perform steps 1-2 according to TS 34.229-1 subclause C.46 to perform IMS re-registration on EUTRAN.
	-
	-
	-
	-

	26
	The SS configures a new RLC-UM data radio bearer with condition DRB (0,1), associated with the dedicated EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message. EPS bearer context #4 (QCI 1) according to table 6.6.2-1: Reference dedicated EPS bearer contexts.
	<--
	RRC: RRCConnectionReconfiguration
NAS:
ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 27-28 the steps specified in table 11.1.1.3.2-2 will take place.
	-
	-
	-
	-

	27
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the dedicated EPS bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete
	-
	-

	28
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer
NAS:ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	29
	UE is triggered by MMI to release the call.
	-
	-
	-
	-

	30-33
	Follow the Test Steps 2-5 as defined in TS 34.229-1 [35] subclause C.32 for Generic test procedure for MO release of IMS call followed by EPS Bearer Deactivation.
	-
	-
	-
	-

	34
	SS transmits RRCConnectionRelease message indicating redirection to NR Cell 1.
	<--
	RRC: RRCConnectionRelease
	-
	-

	35
	Generic Test procedure for Tracking area updating / Inter-system change from S1 mode to N1 mode in 5GMM/EMM-IDLE mode with connected without release is present as mentioned in TS 38.508-1 [4] Table 4.9.9.2.2-1 is performed with condition ‘’Mapped EPS security context.
	-
	-
	-
	-

	36-37
	IF UE performed IMS re-registration over E-UTRAN in Steps 25a1-25a2,
THEN the UE may perform IMS re-registration on NR Cell1 as per Annex A.12 of TS 34.229-5 [41]
	-
	-
	-
	-

	38
	Generic Procedure as defined in TS 38.508-1 [4] Table 4.9.6.3-1A to switch off the UE in NR RRC_CONNECTED mode with T3540 started is performed.
	-
	-
	-
	-

	Note 1:	UE is configured such that Access Control check passes for MO MMTEL Voice call.



[bookmark: _Hlk12825961]Table 11.1.1.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-4
	Steps 1 to 4 of the Generic test procedure for setting up MTSI MO speech call - EPS fallback according TS 34.229-5 [41] subclause A.9.2 take place.
	-
	-
	-
	-

	5
	Step 5 of the Generic test procedure for setting up MTSI MO speech call - EPS fallback according TS 34.229-5 [41] subclause A.9.2 takes place.
	-
	-
	2
	P



[bookmark: _Hlk12826246]11.1.1.3.3	Specific message contents
[bookmark: _Hlk12826370]Table 11.1.1.3.3-1: RRCSetupRequest (step 2, table 11.1.1.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest SEQUENCE {
	
	
	

	    establishmentCause
	mo-VoiceCall
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Hlk12826402]Table 11.1.1.3.3-2: SERVICE REQUEST (step 4, table 11.1.1.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	Service type
	‘0001’B
	data
	

	Uplink data status
	Present
	PSI bit corresponding to IMS PDN needs to be set
	



Table 11.1.1.3.3-3: RRCRelease (step 14, table 11.1.1.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	   rrcRelease SEQUENCE {
	
	
	

	    redirectedCarrierInfo CHOICE {
	
	
	

	     eutra SEQUENCE {
	
	
	

	      eutraFrequency
	Downlink EARFCN of EUTRA cell 1
	
	

	      cnType
	epc
	
	

	     }
	
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Hlk12826500]Table 11.1.1.3.3-4: RRCConnectionRelease (step 34, table 11.1.1.3.2-1)
	Derivation path: TS 36.508 [4] Table 4.6.1-15

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	   c1 CHOICE {
	
	
	

	    rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	     redirectedCarrierInfo SEQUENCE {
	
	
	

	      nr-r15:::= SEQUENCE {
	
	
	

	       carrierFreq-r15
	Downlink NR SSB ARFCN of cell NR Cell 1
	
	TS 38.508-1 [4] cl.6.2.3.1

	       subcarrierSpacingSSB-r15
	
	
	

	      }
	
	
	

	     }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	



11.1.2	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
11.1.2.1	Test Purpose (TP)
(1)
with {UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface supported", and, the UE is in NR RRC_IDLE state}
ensure that {
  when {User initiates a MMTEL call and the UE completes Access control and checking in 5GMM-IDLE mode}
    then {UE requests the establishment of a MMTEL call by transmitting an RRCSetupRequest message with establishmentCause set to 'mo-VoiceCall', and, a SERVICE REQUEST message with Service type set to 'data'}
            }

(2)
with {the UE is NR RRC_CONNECTED state after having requested a MMTEL call establishment and the MO IMS voice session establishment has been initiated}
ensure that {
  when {the UE receives a RRCRelease message which includes redirectedCarrierInfo indicating redirection to eutra}
    then {the UE selects the E-UTRA cell, performs an ATTACH or a TAU procedure, and, successfully completes the MO MMTEL call setup in EPS}
            }

11.1.2.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS23.502, clauses 4.11.2.2, 4.13.6.1; TS 24.501, clauses 4.5.4.1, 4.8.2.3; TS 38.331, clause5.3.11. Unless otherwise stated these are Rel-15 requirements.
[TS 23.502, clause 4.11.2.2]
The following procedure is used by UEs in single-registration or dual registration mode on mobility from 5GS to EPS.
In the case of network sharing the UE selects the target PLMN ID according to clause 5.18.3 of TS 23.501 [2].


Figure 4.11.2.2-1: Mobility procedure from 5GS to EPS without N26 interface

The UE operating in single-registration mode can start the procedure from Step 1 or Step 5. The UE operating in dual-registration mode starts the procedure from Step 5.
NOTE 1:	The network has indicated the "Interworking without N26" to the UE. To support IP address preservation, the UE in single-registration mode starts the procedure from Step 5. If the UE in single-registration mode starts the procedure from Step 1, the IP address preservation is not provided.
0.	UE is registered in 5GS and established PDU sessions. The FQDN for the S5/S8 interface of the PGW-C+SMF is also stored in the UDM by the PGW-C+SMF during PDU Session setup in addition to what is specified in clause 4.3.2.2.1 and clause 4.3.2.2.2.
NOTE 2:	At 5GS to EPS mobility, the MME use the FQDN for the S5/S8 interface of the PGW-C+SMF to find the PGW-C+SMF, and when UE moves back from EPS to 5GS, the AMF uses FQDN for the S5/S8 interface of the PGW-C+SMF to find the PGW-C+SMF.
1.	Step 1 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].
2.	Step 2 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13] with the following modifications:
	The UE shall provide a EPS-GUTI that is mapped from the 5G-GUTI following the mapping rules specified in TS 23.501 [2]. The UE indicates that it is moving from 5GC.
3.	Step 3 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].
4.	If the MME determined that the old node is an AMF based on UE's GUTI mapped from 5G-GUTI and the MME is configured to support 5GS-EPS interworking without N26 procedure, the MME sends a TAU Reject to the UE.
5.	Step 1 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13] with the modifications captured in clause 4.11.2.4.1.
6.	Step 2 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
7.	Steps 4-7 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications captured in clause 4.11.2.4.1.
8.	Step 8 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications captured in clause 4.11.2.4.1.
9.	Step 11 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:
	The subscription profile the MME receives from HSS+UDM includes per DNN/APN at most one PGW-C+SMF FQDN as described in in clause 5.17.2.1 in TS 23.501 [2].
10.	Steps 12-24 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications as described in clause 4.11.2.4.1.
11.	Step 25 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
12.	Step 26 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
13.	If the UE has remaining PDU Sessions in 5GS which it wants to transfer to EPS and maintain the same IP address/prefix, the UE performs the UE requested PDN Connectivity Procedure as specified in TS 23.401 [13] clause 5.10.2 and sets the Request Type to "handover" in Step 1 of the procedure with modification captured in clause 4.11.2.4.2. UE provides an APN and the PDU Session ID corresponding to the PDU Session it wants to transfer to EPS. The UE provides the PDU Session ID in PCO as described in clause 4.11.1.1.
	UEs in single-registration mode performs this step for each PDU Session immediately after completing the E-UTRAN Initial Attach procedure. UEs in dual-registration mode may perform this step any time after the completing of E-UTRAN Initial Attach procedure. Also, UEs in dual-registration mode may perform this step only for a subset of PDU Sessions.
	The MME determines the PGW-C+SMF address for the Create Session Request based on the APN received from the UE and the subscription profile received from the HSS+UDM in Step 9 or when the HSS+UDM notifies the MME for the new PGW-C+SMF ID in the updated subscription profile.
	The PGW-C+SMF uses the PDU Session ID to correlate the transferred PDN connection with the PDU Session in 5GC.
	As a result of the procedure the PGW-U+UPF starts routing DL data packets to the Serving GW for the default and any dedicated EPS bearers established for this PDN connection.
14.	The PGW-C+SMF initiates release of the PDU Session(s) in 5GS transferred to EPS as specified in clause 4.3.4.2 with the following clarification:
	In step 2, the PGW-C+SMF shall not release IP address/prefix(es) allocated for the PDU Session.
	If UP connection of the PDU Session is not active, step 3b is not executed, thus the steps triggered by step 3b are not executed;
	If UP connection of the PDU Session is active, the SMF invokes the Namf_Communication_N1N2MessageTransfer service operation without including N1 SM container (PDU Session Release Command).
[TS 23.502, clause 4.13.6.1]
Figure 4.13.6.1-1 describes the EPS fallback procedure for IMS voice.
When the UE is served by the 5G System, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication towards the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.10 in TS 23.501 [2] and the UE has registered in the IMS. If N26 is not supported, the serving PLMN AMF sends an indication towards the UE during the Registration procedure that interworking without N26 is supported, see clause 5.17.2.3.1 in TS 23.501 [2].


Figure 4.13.6.1-1: EPS Fallback for IMS voice

1.	UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2.	Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3.	NG-RAN is configured to support EPS fallback for IMS voice and decides to trigger fallback to EPS, taking into account UE capabilities, indication from AMF that "Redirection for EPS fallback for voice is possible" (received as part of initial context setup as defined in TS 38.413 [10]), network configuration (e.g. N26 availability configuration) and radio conditions. If NG-RAN decides not to trigger fallback to EPS, then the procedure stops here and following steps are not executed.
	NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.
NOTE 1:	If AMF has indicated that "Redirection for EPS fallback for voice is not possible", then AN Release via inter-system redirection to EPS is not performed in step 5.
4.	NG-RAN responds indicating rejection of the PDU Session modification to setup QoS flow for IMS voice received in step 2 by PDU Session Response message towards the PGW-C+SMF (or H-SMF+P-GW-C via V-SMF, in case of roaming scenario) via AMF with an indication that mobility due to fallback for IMS voice is ongoing. The PGW-C+SMF maintains the PCC rule(s) associated with the QoS Flow(s).
5.	NG-RAN initiates either handover (see clause 4.11.1.2.1), or AN Release via inter-system redirection to EPS (see clause 4.2.6 and clause 4.11.1.3.2), taking into account UE capabilities. The PGW-C+SMF reports change of the RAT type if subscribed by PCF as specified in clause 4.11.1.2.1, or clause 4.11.1.3.2.6.	When the UE is connected to EPS, either 6a or 6b is executed
6a.	In the case of 5GS to EPS handover, see clause 4.11.1.2.1, and in the case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2. In either case the UE initiates TAU procedure; or
6b.	In the case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2. If the UE supports Request Type flag "handover" for PDN connectivity request during the attach procedure as described in clause 5.3.2.1 of TS 23.401 [13] and has received the indication that interworking without N26 is supported, then the UE initiates Attach with PDN connectivity request with request type "handover".
	In inter-system redirection, the UE uses the emergency indication in the RRC message as specified in clause 6.2.2 of TS 36.331 [16] and E-UTRAN provides the emergency indication to MME during Tracking Area Update or Attach procedure. For the handover procedure see clause 4.11.1.2.1, step 1.
7.	After completion of the mobility procedure to EPS or as part of the 5GS to EPS handover procedure (see clause 4.11.1.2.1), the SMF/PGW re-initiates the setup of the dedicated bearer for IMS voice, mapping the 5G QoS to EPC QoS parameters. The PGW-C+SMF behaves as specified in clause 4.9.1.3.1. The PGW-C+SMF reports about Successful Resource Allocation and Access Network Information if subscribed by PCF.
8.	The IMS voice session establishment is continued.
At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
[TS 24.501, clause 4.5.4.1]
When the UE is in 5GMM-IDLE mode, upon receiving a request from the upper layers for an access attempt, the NAS shall categorize the access attempt into access identities and an access category following subclause 4.5.2, table 4.5.2.1 and table 4.5.2.2, and subclause 4.5.3, and provide the applicable access identities and the access category to the lower layers for the purpose of access control checking. In this request to the lower layer the NAS can also provide to the lower layer the RRC establishment cause determined as specified in subclause 4.5.6 of this specification.
NOTE 1:	The access barring check is performed by the lower layers.
NOTE 2:	As an implementation option, the NAS can provide the RRC establishment cause to the lower layers after being informed by the lower layers that the access attempt is allowed.
If the UE has uplink user data pending for one or more PDU sessions when it builds a REGISTRATION REQUEST or SERVICE REQUEST message as initial NAS message, the UE shall indicate the respective PDU sessions in the Uplink data status IE as specified in subclause 5.5.1.3.2 and 5.6.1.2, regardless of the access category for which the access barring check is performed.
NOTE 3:	The UE indicates pending user data for all the respective PDU sessions, even if barring timers are running for some of the corresponding access categories.
If the lower layers indicate that the access attempt is allowed, the NAS shall initiate the procedure to send the initial NAS message for the access attempt.
If the lower layers indicate that the access attempt is barred, the NAS shall not initiate the procedure to send the initial NAS message for the access attempt. Additionally:
a)	if the event which triggered the access attempt was an MO-MMTEL-voice-call-started indication or an MO-MMTEL-video-call-started indication:
1)	if the UE is operating in the single-registration mode and the UE's usage setting is "voice centric", the UE may attempt to select an E-UTRA cell connected to EPC. If the UE finds a suitable E-UTRA cell connected to EPC, it then proceeds with the appropriate EMM specific procedures and, if necessary, ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.2 and 3GPP TS 24.301 [15];
2)	if the UE is operating in the dual-registration mode, the UE may proceed in S1 mode with the appropriate EMM specific procedures and ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.3 and 3GPP TS 24.301 [15];
3)	otherwise, the NAS shall notify the upper layers that the access attempt is barred. In this case, upon receiving an indication from the lower layers that the barring is alleviated for the access category with which the access attempt was associated, the NAS shall notify the upper layers that the barring is alleviated for the access category and may initiate the procedure to send the initial NAS message, if still needed; and
b)	if the event which triggered the access attempt was an MO-SMSoIP-attempt-started indication:
1)	if the UE is operating in the single-registration mode, the UE may attempt to select an E-UTRA cell connected to EPC. If the UE finds a suitable E-UTRA cell connected to EPC, it then proceeds with the appropriate EMM specific procedures and, if necessary, ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.2 and 3GPP TS 24.301 [15]; 
2)	if the UE is operating in the dual-registration mode, the UE may proceed in S1 mode with the appropriate EMM specific procedures and ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.3 and 3GPP TS 24.301 [15];
3)	otherwise, the NAS layer shall notify the upper layers that the access attempt is barred. In this case, upon receiving an indication from the lower layers that the barring is alleviated for the access category with which the access attempt was associated, the NAS shall notify the upper layers that the barring is alleviated for the access category and may initiate the procedure to send the initial NAS message, if still needed.
NOTE 4:	Barring timers, on a per access category basis, are run by the lower layers. At expiry of barring timers, the indication of alleviation of access barring is indicated to the NAS on a per access category basis.
[TS 24.501, clause 4.8.2.3]
At inter-system change from N1 mode to S1 mode in EMM-IDLE mode when:（ PDU SEESION ACTIVE）
a)	the UE supports non-IP PDN type and at least one PDU session is active; or 
b)	the UE does not support non-IP PDN type and at least one PDU session of IPv4, IPv6 or IPv4v6 PDU session type is active,
the UE shall proceed as follows:
a)	if the UE supports sending an ATTACH REQUEST message containing a PDN CONNECTIVITY REQUEST message with request type set to "handover" to transfer a PDU session from N1 mode to S1 mode and the UE has received an "interworking without N26 interface supported" indication from the network, the UE shall:
1)	enter substates EMM-DEREGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE;
2)	map the PDU session(s) which the UE intends to transfer to EPS to the default EPS bearer context of the corresponding PDN connection(s) as specified in subclause 6.1.4.2; and
3)	initiate an EPS attach procedure and include a PDN CONNECTIVITY REQUEST message with request type set to "handover" in the ATTACH REQUEST message to activate a default EPS bearer context for one of the active PDU sessions which the UE intends to transfer to EPS.
	After successful completion of the EPS attach procedure, the UE shall reset the registration attempt counter and the attach attempt counter (see 3GPP TS 24.301 [15]) and attempt to activate each of the other default EPS bearer contexts, if any, by initiating a stand-alone PDN connectivity procedure with request type set to "handover" in the PDN CONNECTIVITY REQUEST message; and
b)	otherwise, enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE and initiate a tracking area update procedure (see 3GPP TS 24.301 [15]).
At inter-system change from N1 mode to S1 mode in EMM-IDLE mode when:（NO PDU SESSION）
a)	the UE supports non-IP PDN type and no PDU session is active; or
b)	the UE does not support non-IP PDN type and no PDU session of IPv4, IPv6 or IPv4v6 PDU session type is active,
the UE shall enter substates EMM-DEREGISTERED.NORMAL-SERVICE and 5GMM-DEREGISTERED.NO-CELL-AVAILABLE, and initiate an attach procedure.
At inter-system change from S1 mode to N1 mode in 5GMM-IDLE mode, the UE shall:
a)	enter substate 5GMM-REGISTERED.NORMAL-SERVICE and substate EMM-REGISTERED.NO-CELL-AVAILABLE;
b)	map the default EPS bearer context(s) of the PDN connection(s) which the UE intends to transfer to 5GS, if any, to the corresponding PDU session(s) as specified in subclause 6.1.4.2; and
c)	initiate the registration procedure for mobility and periodic registration update indicating "mobility registration updating" in the 5GS registration type IE of the REGISTRATION REQUEST message (see subclause 5.5.1.3).
After having successfully registered in N1 mode the UE shall reset the registration attempt counter and the attach attempt counter (see 3GPP TS 24.301 [15]) and:
a)	if the UE supports the PDU session establishment procedure with request type set to "existing PDU session" to transfer a PDN connection from S1 mode to N1 mode and the UE has received an "interworking without N26 interface supported" indication from the network, attempt to transfer the PDN connection(s) which the UE intends to transfer to 5GS, if any, from S1 mode to N1 mode by initiating the PDU session establishment procedure with request type set to "existing PDU session"; and
b)	otherwise, establish PDU session(s) corresponding to the PDN connection(s) which the UE intends to transfer to 5GS, if any, by initiating the PDU session establishment procedure with request type set to "initial request".
See subclause 5.1.4.3 for coordination between 5GMM and EMM and subclause 6.1.4.2 for coordination between 5GSM and ESM.
[TS 38.331, clause 5.3.11]
UE shall:
1>	reset MAC;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop all timers that are running except T320 and T325;
1>	discard the UE Inactive AS context;
1>	set the variable pendingRnaUpdate to false, if that is set to true;
1>	discard the KgNB, the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if any;
1>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	enter RRC_IDLE and perform cell selection as specified in TS 38.304 [20], except if going to RRC_IDLE was triggered by selecting an inter-RAT cell while T311 was running;
1>	if going to RRC_IDLE was triggered by reception of the RRCRelease message including a waitTime:
2>	start timer T302 with the value set to the waitTime;
2>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2'.
11.1.2.3	Test description
11.1.2.3.1	Pre-test conditions
System Simulator:
-	2 cells
-	NR Cell 1 as defined in TS 38.508-1 [4] Table 4.4.2-3. System information combination NR-6 as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2.
-	E-UTRA Cell 1 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 31 as defined in TS 36.508 [7], sub-clause 4.4.3.1.1.
-	Power levels are constant and as defined in Tables 11.1.2.3.1-1/2.
Table 11.1.2.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



Table 11.1.2.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



UE:
-	None
Preamble:
-	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established
-	The UE is switched-off
-	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), in accordance with the procedure described in TS 38.508-1 [4], with one IMS PDU session on NR Cell 1, Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned and security context established.
11.1.2.3.2	Test procedure sequence
Table 11.1.2.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Set the power levels according to “T0” as per Table 11.1.2.3.1-1/2.Void
	-
	-
	-
	-

	-
	EXCEPTION: Uless otherwise stated the following messages are exchange on NR Cell 1.
	-
	-
	-
	-

	2
	User initiates a MMTEL call.
	-
	-
	-
	-

	3
	Check: Does the UE transmits an RRCSetupRequest message?
	-->
	NR RRC: RRCSetupRequest
	1
	P

	4
	The SS transmits an RRCSetup message.
	<--
	NR RRC: RRCSetup
	-
	-

	5
	Check: Does the UE transmits an RRCSetupComplete message and a SERVICE REQUEST message?
	-->
	NR RRC: RRCSetupComplete
5GMM: SERVICE REQUEST
	1
	P

	5AA
	Set the power levels according to “T0” as per Table 11.1.2.3.1-1/2.
	-
	-
	-
	-

	5A
	The SS transmits a SecurityModeCommand message.
	<--
	NR RRC: SecurityModeCommand
	-
	-

	5B
	The UE transmits a SecurityModeComplete message.
	-->
	NR RRC: SecurityModeComplete
	-
	-

	6
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	-
	EXCEPTION: Unless otherwise stated the following messages are exchange on E-UTRA Cell 1.
	-
	-
	-
	-

	7
	The UE transmits an RRCConnectionRequest message on the cell specified in the test case.
	-->
	RRC: RRCConnectionRequest
	-
	-

	8
	SS transmits an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup
	-
	

	-
	EXCEPTION: Steps 8a1 to 8b18 describe behaviour that depends on the UE implementation; the "lower case letter" identifies a step sequence that take place depending on the UE implementation.
	-
	-
	-
	-

	8a1
	[bookmark: OLE_LINK36]If the UE tries to preserve the IP address of the PDN connection then check does the UE transmits an ATTACH REQUEST message?
	-->
	RRC: RRCConnectionSetupComplete NAS: ATTACH REQUEST
	2
	P

	8b1
	Else check: does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	RRC: RRCConnectionSetupComplete NAS: TRACKING AREA UPDATE REQUEST
	2
	P

	8b2
	The SS transmites a TRACKING AREA UPDATE REJECT message to UE.
	<--
	RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE REQUEST REJECT
	-
	-

	8b3
	The UE transmits an ATTACH REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: ATTACH REQUEST
	-
	-

	9-20
	Steps 5 to 16 of the generic test procedure for UE registration (TS 36.508 [2] Table 4.5.2.3-1)
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 10 to 16 the UE may perform IMS re-registration on EUTRAN assteps as defined in TS 34.229-1 [35] subclause C.46
	-
	-
	-
	-

	21-28
	Steps 7-14 from the Generic Test Procedure for MTSI MO speech call establishment (TS 36.508 [2] table 4.5A.6.3-1) are performed.
	-
	-
	-
	-

	29
	The SS waits 1 second.
	-
	-
	-
	-

	30
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.32.
	-
	-
	-
	-



11.1.2.3.3	Specific message contents
Table 11.1.2.3.3-0: REGISTRATION ACCEPT (preamble; step 14, TS 38.508-1 [4], Table 4.5.2.2-2)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	5GS network feature support
	‘0100 0001 0000 0000’B
	Interworking without N26 interface supported
	



Table 11.1.2.3.3-1: RRCSetupRequest (step 3, table 11.1.2.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest SEQUENCE {
	
	
	

	    establishmentCause
	Mo-Voicecall
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.2.3.3-2: SERVICE REQUEST (step 5, table 11.1.2.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	Service type
	‘0001’B
	data
	

	Uplink data status
	Present
	PSI bit corresponding to IMS PDN needs to be set
	



Table 11.1.2.3.3-3: RRCRelease (step 6, table 11.1.2.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	   rrcRelease SEQUENCE {
	
	
	

	    redirectedCarrierInfo CHOICE {
	
	
	

	     eutra.SEQUENCE{
	
	
	

	      eutraFrequency
	Downlink EARFCN of E-UTRA cell 1
	
	

	      cnType
	epc
	
	

	     }
	
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	



Table 11.1.2.3.3-3A: ATTACH REQUEST (step 8a1, table 11.1.2.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to active PDU sessions which the UE intends to transfer to EPS.
	
	



Table 11.1.2.3.3-3B: PDN CONNECTIVITY REQUEST (Table 11.1.2.3.3-3A)
	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned, for coding see Table 9.11.4.8.1 in TS 24.501 [22]
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of 5GS  PDU session
	
	



Table 11.1.2.3.3-4: TRACKING AREA UPDATE REQUEST (step 8b1, table 11.1.2.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-27, condition NR.

	Information Element
	Value/Remark
	Comment
	Condition

	"Active" flag
	0001
	Bearer Establishment requested
	

	EPS bearer context status
	Present
	EBI corresponding to active PDU Sessions need to be set to 1
	

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	



Table 11.1.2.3.3-5: TRACKING AREA UPDATE REJECT (step 8b2, table 11.1.2.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-26.

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	‘0000 1001’B
	#9 "UE identity cannot be derived by the network"
	



Table 11.1.2.3.3-6: ATTACH REQUEST (step 8b3, table 11.1.2.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	IMSI
	IMSI of the UE
	
	



[bookmark: _Toc21103520]11.1.3	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
11.1.3.1	Test Purpose (TP)
(1)
with { UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface not supported", and, the UE is in NR RRC_CONNECTED state after having established connection with establishmentCause set to 'mo-Data' }
ensure that {
  when { User initiates a MMTEL call, the MO IMS voice session establishment has been initiated and the UE receives a MobilityFromNRCommand message which includes targetRAT-Type set to eutra }
    then { UE performs a handover to the E-UTRA including a TAU procedure, and, the UE successfully completes the MO MMTEL call in EPS }
            }

11.1.3.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 23.502, clauses 4.13.6.1, TS 24.501, clauses 4.8.2.2, 5.5.1.2.2, 5.5.1.2.4, 5.1.4.2 and 6.1.4.1, TS 38.331, clause 5.4.3.3 and 5.4.3.4. Unless otherwise stated these are Rel-15 requirements.
[TS 23.502, clause 4.13.6.1]
Figure 4.13.6.1-1 describes the EPS fallback procedure for IMS voice.
When the UE is served by the 5G System, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication towards the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.10 in TS 23.501 [2] and the UE has registered in the IMS. If N26 is not supported, the serving PLMN AMF sends an indication towards the UE during the Registration procedure that interworking without N26 is supported, see clause 5.17.2.3.1 in TS 23.501 [2].

	
Figure 4.13.6.1-1: EPS Fallback for IMS voice

1.	UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2.	Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3.	NG-RAN is configured to support EPS fallback for IMS voice and decides to trigger fallback to EPS, taking into account UE capabilities, indication from AMF that "Redirection for EPS fallback for voice is possible" (received as part of initial context setup as defined in TS 38.413 [10]), network configuration (e.g. N26 availability configuration) and radio conditions. If NG-RAN decides not to trigger fallback to EPS, then the procedure stops here and following steps are not executed.
	NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.
NOTE 1:	If AMF has indicated that "Redirection for EPS fallback for voice is not possible", then AN Release via inter-system redirection to EPS is not performed in step 5.
4.	NG-RAN responds indicating rejection of the PDU Session modification to setup QoS flow for IMS voice received in step 2 by PDU Session Response message towards the PGW-C+SMF (or H-SMF+P-GW-C via V-SMF, in case of roaming scenario) via AMF with an indication that mobility due to fallback for IMS voice is ongoing. The PGW-C+SMF maintains the PCC rule(s) associated with the QoS Flow(s).
5.	NG-RAN initiates either handover (see clause 4.11.1.2.1), or AN Release via inter-system redirection to EPS (see clause 4.2.6 and clause 4.11.1.3.2), taking into account UE capabilities. The PGW-C+SMF reports change of the RAT type if subscribed by PCF as specified in clause 4.11.1.2.1, or clause 4.11.1.3.2.6.	When the UE is connected to EPS, either 6a or 6b is executed
6a.	In the case of 5GS to EPS handover, see clause 4.11.1.2.1, and in the case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2. In either case the UE initiates TAU procedure; or
6b.	In the case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2. If the UE supports Request Type flag "handover" for PDN connectivity request during the attach procedure as described in clause 5.3.2.1 of TS 23.401 [13] and has received the indication that interworking without N26 is supported, then the UE initiates Attach with PDN connectivity request with request type "handover".
	In inter-system redirection, the UE uses the emergency indication in the RRC message as specified in clause 6.2.2 of TS 36.331 [16] and E-UTRAN provides the emergency indication to MME during Tracking Area Update or Attach procedure. For the handover procedure see clause 4.11.1.2.1, step 1.
7.	After completion of the mobility procedure to EPS or as part of the 5GS to EPS handover procedure (see clause 4.11.1.2.1), the SMF/PGW re-initiates the setup of the dedicated bearer for IMS voice, mapping the 5G QoS to EPC QoS parameters. The PGW-C+SMF behaves as specified in clause 4.9.1.3.1. The PGW-C+SMF reports about Successful Resource Allocation and Access Network Information if subscribed by PCF.
8.	The IMS voice session establishment is continued.
At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
[TS 24.501, clause 4.8.2.2]
See subclause 5.1.4.2 for coordination between 5GMM and EMM and subclause 6.1.4.1 for coordination between 5GSM and ESM.
[TS 24.501, clause 5.5.1.2.2]
If the UE supports S1 mode, the UE shall:
-	set the S1 mode bit to "S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message;
-	include the S1 UE network capability IE in the REGISTRATION REQUEST message; and
-	if the UE supports sending an ATTACH REQUEST message containing a PDN CONNECTIVITY REQUEST message with request type set to "handover" to transfer a PDU session from N1 mode to S1 mode, set the HO attach bit to "attach request message containing PDN connectivity request with request type set to handover to transfer PDU session from N1 mode to S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message.
[TS 24.501, clause 5.5.1.2.4]
	If the UE included S1 mode supported indication in the REGISTRATION REQUEST message, the AMF supporting interworking with EPS shall set the IWK N26 bit to either:
a)	"interworking without N26 interface not supported" if the AMF supports N26 interface ; or
b)	"interworking without N26 interface supported" if the AMF does not support N26 interface
in the 5GS network feature support IE in the REGISTRATION ACCEPT message.
The UE supporting S1 mode shall operate in the mode for interworking with EPS as follows:
a)	if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 interface not supported", the UE shall operate in single-registration mode;
b)	if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 interface supported" and the UE supports dual-registration mode, the UE may operate in dual-registration mode; or
NOTE 3:	The registration mode used by the UE is implementation dependent.
c)	if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 interface supported" and the UE only supports single-registration mode, the UE shall operate in single-registration mode.
The UE shall treat the received interworking without N26 interface indicator for interworking with EPS as valid in the entire PLMN and its equivalent PLMN(s).
The network informs the UE about the support of specific features, such as IMS voice over PS session, emergency services or emergency services fallback, in the 5GS network feature support information element. In a UE with IMS voice over PS session capability, the IMS voice over PS session indicator, the Emergency services support indicator, and the Emergency services fallback indicator shall be provided to the upper layers. The upper layers take the IMS voice over PS session indicator into account when selecting the access domain for voice sessions or calls. When initiating an emergency call, the upper layers also take the IMS voice over PS session indicator, the Emergency services support indicator, and the Emergency services fallback indicator into account for the access domain selection.
[TS 24.501, clause 5.1.4.2]
At inter-system change from N1 mode to S1 mode when there is at least one active PDU session for which interworking with EPS is supported as specified in subclause 6.1.4.1, the UE shall enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE and initiate a tracking area updating procedure (see 3GPP TS 24.301 [15]).
[TS 24.501, clause 6.1.4.1]
Upon inter-system change from N1 mode to S1 mode, the UE shall create the default EPS bearer context and the dedicated EPS bearer context(s) based on the parameters of the mapped EPS bearer contexts or the associations between QoS flow and mapped EPS bearer in the PDU session, if available. The EPS bearer identity assigned for the QoS flow of the default QoS rule becomes the EPS bearer identity of the default bearer in the corresponding PDN connection. If there is no EPS bearer identity assigned to the QoS flow of the default QoS rule, the UE shall release locally the PDU session. If there is no EPS bearer identity assigned to the QoS flow(s) which is not associated with the default QoS rule, the UE shall locally delete the QoS rules and the QoS flow level QoS parameters associated with the QoS flow(s). The UE uses the parameters from each PDU session for which interworking with EPS is supported to create corresponding default EPS bearer context and optionally dedicated EPS bearer context(s) as follows:
a)	the PDU session type of the PDU session shall be mapped to the PDN type of the default EPS bearer context as follows:
1)	the PDN type shall be set to "non-IP" if the PDU session type is "Ethernet" or "Unstructured";
2)	the PDN type shall be set to "IPv4" if the PDU session type is "IPv4";
3)	the PDN type shall be set to "IPv6" if the PDU session type is "IPv6"; and
4)	the PDN type shall be set to "IPv4v6" if the PDU session type is "IPv4v6";
b)	the PDU address of the PDU session shall be mapped to the PDN address of the default EPS bearer context as follows:
1)	the PDN address of the default EPS bearer context is set to the PDU address of the PDU session, if the PDU session type is "IPv4", "IPv6" or "IPv4v6"; and
2)	the PDN address of the default EPS bearer context is set to zero, if the PDU session type is "Ethernet" or "Unstructured";
c)	the DNN of the PDU session shall be mapped to the APN of the default EPS bearer context;
d)	the APN-AMBR and extended APN-AMBR received in the parameters of the default EPS bearer context of the mapped EPS bearer contexts shall be mapped to the APN-AMBR and extended APN-AMBR of the default EPS bearer context;
e)	for each PDU session in state PDU SESSION ACTIVE, PDU SESSION MODIFICATION PENDING or PDU SESSION INACTIVE PENDING the UE shall set the state of the mapped EPS bearer context(s) to BEARER CONTEXT ACTIVE; and
f)	for any other PDU session the UE shall set the state of the mapped EPS bearer context(s) to BEARER CONTEXT INACTIVE.
Additionally, for each mapped EPS bearer context or the association between QoS flow and mapped EPS bearer in the PDU session:
a)	the EPS bearer identity shall be set to the EPS bearer identity received in the mapped EPS bearer context, or the EPS bearer identity associated with the QoS flow;
b)	the EPS QoS parameters shall be set to the mapped EPS QoS parameters of the EPS bearer received in the mapped EPS bearer context, or the EPS QoS parameters associated with the QoS flow;
c)	the extended EPS QoS parameters shall be set to the mapped extended EPS QoS parameters of the EPS bearer received in the mapped EPS bearer context, or the extended EPS QoS parameters associated with the QoS flow; and
d)	the traffic flow template shall be set to the mapped traffic flow template of the EPS bearer received in the mapped EPS bearer context, or the stored traffic flow template associated with the QoS flow, if available.
After inter-system change from N1 mode to S1 mode, the UE shall associate the PDU session identity, the S-NSSAI, and the session-AMBR with the default EPS bearer context, and for each EPS bearer context mapped from one or more QoS flows, associate the QoS rule(s) for the QoS flow(s) and the QoS flow description(s) for the QoS flow(s) with the EPS bearer context.
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the PDU session type of the PDU session until the PDN connection corresponding to the PDU session is released if the UE supports non-IP PDN type and the PDU session type is "Ethernet" or "Unstructured".
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the always-on PDU session indication.
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the maximum number of supported packet filters until the PDN connection corresponding to the PDU session is released.
[TS 38.331, clause 5.4.3.3]
The UE shall:
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if the targetRAT-Type is set to eutra:
2>	consider inter-RAT mobility as initiated towards E-UTRA;
2>	forward the nas-SecurityParamFromNR to the upper layers, if included;
1>	access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT.
[TS 38.331, clause 5.4.3.4]
Upon successfully completing the handover, at the source side the UE shall:
1>	reset MAC;
1>	stop all timers that are running;
1>	release ran-NotificationAreaInfo, if stored;
1>	release the AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key, if stored;
1>	release all radio resources, including release of the RLC entity and the MAC configuration;
1>	if the E-UTRA RRCConnectionReconfiguration message included in the received MobilityFromNRCommand does not include fullConfig:
2>	maintain source RAT configuration of PDCP and SDAP for applicable RBs which is used for target RAT RBs;
1>	else:
2>	release the associated PDCP entity and SDAP entity for all established RBs;
1>	indicate the release of the RRC connection to upper layers together with the release cause 'other'.
11.1.3.3	Test Description
11.1.3.3.1	Pre-test conditions
System Simulator:
-	2 cells
-	NR Cell 1 as defined in TS 38.508-1 [4] Table 4.4.2-3. System information combination NR-6 as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2.
-	E-UTRA Cell 1 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 31 as defined in TS 36.508 [7], sub-clause 4.4.3.1.1.
-	N26 interface is configured.
-	Power levels are constant and as defined in Tables 11.1.3.3.1-1/2.
Table 11.1.3.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



Table 11.1.3.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



UE:
None.
Preamble:
-	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E -UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established.
-	The UE is switched-off.
-	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR) with at least one IMS PDU session on NR Cell 1, in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned.
11.1.3.3.2	Test procedure sequence
Table 11.1.3.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the power levels according to “T0” as per Table 11.1.3.3.1-1/2.Void
	-
	-
	-
	-

	-
	The following messages are to be observed on NR Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	3
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	4-9
	Steps 3 to 8 of the NR RRC_CONNECTED procedure in TS 38.508-1 [4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	9A
	Set the power levels according to “T0” as per Table 11.1.3.3.1-1/2.
	-
	-
	-
	-

	10a1
	Void
	-
	-
	-
	-

	11
	Make the UE attempt an MTSI MO Speech Call.
	-
	-
	-
	-

	12-16
	Steps 1-5 of the MTSI MO speech call for 5GS procedure according to Annex A.9.1 of TS 34.229-5 [41] take place.
	-
	-
	-
	-

	17
	The SS transmits a MobilityFromNRCommand message which includes targetRAT-Type set to eutra according to 38.508-1 [4] Table 4.6.1-8.
	<--
	NR RRC: MobilityFromNRCommand
	-
	-

	-
	The following messages are to be observed on E-UTRA Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message to confirm the successful completion of handover?
	-->
	RRC: RRCConnectionReconfigurationComplete 
	1
	P

	19
	The UE transmits an ULInformationTransfer message on the cell specified in the test case. This message includes a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE REQUEST
	1
	P

	20-23
	Steps 4a1-6 of the generic test procedure in TS 38.508-1 [4] Table 4.9.7.2.2-1 for N1 to S1 Inter mode change with condition ‘connected without release’ & ‘mapped 5G security context’ are performed to make sure successfully camped on E-UTRAN cell upon mobility from NR.
	-
	-
	-
	-

	24
	The SS configures a new RLC-UM data radio bearer with condition DRB (0,1), associated with the dedicated EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message. EPS bearer context #4 (QCI 1) according to TS 36.508 [7] Table 6.6.2-1: Reference dedicated EPS bearer contexts.
Reference dedicated EPS bearer contexts is to establish the dedicated EPS bearer context on IMS PDN.
	<--
	RRC: RRCConnectionReconfiguration
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 25-28 below, the steps specified in table 11.1.3.3.2-2 will take place.
	-
	-
	-
	-

	25
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRC: RRCConnectionReconfigurationComplete
	-
	-

	26
	The UE transmits an ULInformationTransfer message including the ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	27
	The SS waits 1 second for call duration.
	-
	-
	-
	-

	28a1
	Void
	-
	-
	-
	-

	29
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.32.
	-
	-
	-
	-



Table 11.1.3.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION:	Steps 1a1 to 1b7 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	1a1-a2
	The UE performs IMS re-registration on EUTRAN as per steps 1-2 as defined in TS 34.229-1 [35] C.46.
	-
	-
	-
	-

	1a3-1a6
	Steps 1-4 clause A.9.2 “EPS Fallback for Voice Call / steps after fallback / 5GS” of TS 34.229-5 [41] take place.
	-
	-
	-
	-

	1a7
	Check: Does the UE perform step 5 of the generic procedure “EPS Fallback for Voice Call / steps after fallback / 5GS” as defined in Appendix A.9.2 of TS 34.229-5 [41]
	-->
	SIP: ACK
	1
	P



11.1.3.3.3	Specific message contents
Table 11.1.3.3.3-1: REGISTRATION REQUEST (preamble, Table 11.1.3.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GMM capability
	
	
	

	  S1 mode
	'1'B
	S1 mode supported
	

	S1 UE network capability
	Present but contents not checked
	
	



Table 11.1.3.3.3-2: REGISTRATION ACCEPT (preamble, Table 11.1.3.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS network feature support
	
	
	

	  IMS- VoPS-3GPP
	'1'B
	IMS voice over PS session supported over 3GPP access
	

	  IWK N26
	'0'B
	Interworking without N26 interface not supported
	



Table 11.1.3.3.3-3: PDU SESSION ESTABLISHMENT ACCEPT (preamble for PDU Session for PS data, Table 11.1.3.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.2-2, condition Interworking_with_EPS



Table 11.1.3.3.3-4: PDU SESSION ESTABLISHMENT ACCEPT (preamble for IMS PDU Session, Table 11.1.3.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.2-2, condition Interworking_with_EPS, IMS_DNN_ Requested



Table 11.1.3.3.3-5: Void

Table 11.1.3.3.3-6: MobilityFromNRCommand (step 17, Table 11.1.3.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromNRCommand::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    mobilityFromNRCommand SEQUENCE {
	
	
	

	        targetRAT-Type
	eutra
	
	

	              targetRAT-MessageContainer
	RRCConnectionReconfig uration
	
	

	              nas-SecurityParamFromNR
	8 LSB of the downlink NAS COUNT
	
	

	       }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.3.3.3-7: RRCConnectionReconfiguration (Table 11.1.3.3.3-6)
	Derivation path: TS 36.508-1 [4], Table 4.6.1-8 condition HO-TO-EUTRA(n,0)



Table 11.1.3.3.3-8: MobilityControlInfo (Table 11.1.3.3.3-7)
	Derivation path: TS 36.508 [7], Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of E-UTRA Cell 1
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for E-UTRA Cell 1
	
	

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	HO-to-EUTRA

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for E-UTRA Cell 1
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	Band > 64
	If band > 64 is selected



Table 11.1.3.3.3-9: TRACKING AREA UPDATE REQUEST (step 19, Table 11.1.3.3.2-1)
	Derivation Path: TS 38.508-1[4] Table 4.9.7.2.3-1.

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  "Active" flag
	AnyValue
	
	

	EPS bearer context status
	Not checked
	EBI corresponding to active PDU Sessions need to be set to 1
	



[bookmark: _Toc21103521]11.1.4	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell selection using cell status barred / Success
11.1.4.1	Test Purpose (TP)
(1)
with { UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface not supported", and, the UE in NR RRC_CONNECTED state }
ensure that {
  when { User initiates a MMTEL call, the MO IMS voice session establishment has been initiated and the UE receives a RRCRelease message which includes redirectedCarrierInfo indicating redirection to eutra, and, an E-UTRA cell on the frequency indicated by redirectedCarrierInfo is found with cell status "barred" and another E-UTRA cell is found on another frequency with cell status "notBarred" }
    then { UE selects the E-UTRA cell with cell status "notBarred", performs a TAU procedure, and, the UE successfully completes the MO MMTEL call in EPS }
            }

11.1.4.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 23.502, clauses 4.13.6.1 and 4.11.1.3.2, TS 24.501, clauses 4.8.2.2, 5.1.4.2 and 6.1.4.1, TS 38.331, clauses 5.3.3.2, 5.3.3.3, 5.3.8.3 and 5.3.11; TS 38.304, clause 5.2.6, TS 36.304 clause 5.3.1. Unless otherwise stated these are Rel-15 requirements.
[TS 23.502, clause 4.13.6.1]
Figure 4.13.6.1-1 describes the EPS fallback procedure for IMS voice.
When the UE is served by the 5G System, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication towards the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.10 in TS 23.501 [2] and the UE has registered in the IMS. If N26 is not supported, the serving PLMN AMF sends an indication towards the UE during the Registration procedure that interworking without N26 is supported, see clause 5.17.2.3.1 in TS 23.501 [2].


Figure 4.13.6.1-1: EPS Fallback for IMS voice

1.	UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2.	Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3.	NG-RAN is configured to support EPS fallback for IMS voice and decides to trigger fallback to EPS, taking into account UE capabilities, indication from AMF that "Redirection for EPS fallback for voice is possible" (received as part of initial context setup as defined in TS 38.413 [10]), network configuration (e.g. N26 availability configuration) and radio conditions. If NG-RAN decides not to trigger fallback to EPS, then the procedure stops here and following steps are not executed.
	NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.
NOTE 1:	If AMF has indicated that "Redirection for EPS fallback for voice is not possible", then AN Release via inter-system redirection to EPS is not performed in step 5.
4.	NG-RAN responds indicating rejection of the PDU Session modification to setup QoS flow for IMS voice received in step 2 by PDU Session Response message towards the PGW-C+SMF (or H-SMF+P-GW-C via V-SMF, in case of roaming scenario) via AMF with an indication that mobility due to fallback for IMS voice is ongoing. The PGW-C+SMF maintains the PCC rule(s) associated with the QoS Flow(s).
5.	NG-RAN initiates either handover (see clause 4.11.1.2.1), or AN Release via inter-system redirection to EPS (see clause 4.2.6 and clause 4.11.1.3.2), taking into account UE capabilities. The PGW-C+SMF reports change of the RAT type if subscribed by PCF as specified in clause 4.11.1.2.1, or clause 4.11.1.3.2.6.	When the UE is connected to EPS, either 6a or 6b is executed
6a.	In the case of 5GS to EPS handover, see clause 4.11.1.2.1, and in the case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2. In either case the UE initiates TAU procedure; or
6b.	In the case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2. If the UE supports Request Type flag "handover" for PDN connectivity request during the attach procedure as described in clause 5.3.2.1 of TS 23.401 [13] and has received the indication that interworking without N26 is supported, then the UE initiates Attach with PDN connectivity request with request type "handover".
	In inter-system redirection, the UE uses the emergency indication in the RRC message as specified in clause 6.2.2 of TS 36.331 [16] and E-UTRAN provides the emergency indication to MME during Tracking Area Update or Attach procedure. For the handover procedure see clause 4.11.1.2.1, step 1.
7.	After completion of the mobility procedure to EPS or as part of the 5GS to EPS handover procedure (see clause 4.11.1.2.1), the SMF/PGW re-initiates the setup of the dedicated bearer for IMS voice, mapping the 5G QoS to EPC QoS parameters. The PGW-C+SMF behaves as specified in clause 4.9.1.3.1. The PGW-C+SMF reports about Successful Resource Allocation and Access Network Information if subscribed by PCF.
8.	The IMS voice session establishment is continued.
At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
[TS 23.502, clause 4.11.1.3.2]
Clause 4.11.1.3.2 covers the case of idle mode mobility from 5GC to EPC. UE performs Tracking Area Update procedure in E-UTRA/EPS when it moves from NG-RAN/5GS to E-UTRA/EPS coverage area.
The procedure involves a Tracking Area Update to EPC and setup of default EPS bearer and dedicated bearers in EPC in steps 1-11 and re-activation, if required.


Figure 4.11.1.3.2-1: 5GS to EPS Idle mode mobility using N26 interface

The TAU procedure in TS 23.401 [13] is used with the following 5GS interaction:
1.	Step 1 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13].
2.	Step 2 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13] with the modification captured in clause 4.11.1.5.3.
3-4.	Steps 3-4 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13].
5a.	The AMF verifies the integrity of the TAU request message and requests the PGW-C+SMF to provide SM Context by using Nsmf_PDUSession_ContextRequest that also includes the mapped EPS Bearer Contexts. The AMF provides the target MME capability to SMF in the request to allow the SMF to determine whether to include EPS Bearer context for non-IP PDN Type or not. This step is performed with all the PGW-C+SMFs corresponding to PDU Sessions of the UE which are associated with 3GPP access and have EBI(s) allocated to them. In this step, if the AMF correctly validates the UE, then the AMF starts a timer.
NOTE 1:	The AMF knows the MME capability to support non-IP PDN type or not through local configuration.
5b.	For Non-roaming or roaming with local breakout scenario, if CN Tunnel Info is allocated by the PGW-U+UPF, the SMF sends N4 Session Modification Request to PGW-U+UPF to establish the tunnel for each EPS bearers, and PGW-U+UPF provides the PGW-U Tunnel Info for each EPS bearers to PGW-C+SMF.
NOTE2:	In home routed roaming case, the CN Tunnel Info for each EPS bearer has been prepared by the PGW-C+SMF and provided to the V-SMF as specified in clause 4.11.1.4.1.
5c.	SMF returns mapped EPS bearer contexts, which includes PGW-C control plane tunnel information of the PDN connection corresponding to the PDU session, EBI for each EPS bearer, PGW-U tunnel information for each EPS bearer, and EPS QoS parameters for each EPS bearer. For PDU Sessions with PDU Session Type Ethernet or Unstructured, the SMF provides SM Context for non-IP PDN Type.
6.	The AMF responds with a Context Response message carrying mapped MM context (including mapped security context), Return preferred and SM EPS UE Context (default and dedicated GBR bearers) to the MME. If the verification of the integrity protection fails, the AMF returns an appropriate error cause. Return preferred is an optional indication by the AMF of a preferred return of the UE to the 5GS PLMN at a later access change to a 5GS shared network. The AMF may start an implementation specific (guard) timer for the UE context.
7 - 14.	Steps 6-12 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13] are performed with following addition and modification:
	In the step 10, If the QoS Flow associated with the default QoS rule has an EPS Bearer ID assigned, the PGW-C+SMF keeps the PDU Session (PDN connection) and for the remaining QoS Flows that do not have EPS bearer ID(s) assigned, the PGW-C+SMF deletes the PCC rule(s) associated with those QoS Flows and informs the PCF about the removed PCC rule(s).
	In the step 11, the PGW-C+SMF requests the PGW-U+UPF to establish the tunnel for each EPS bearer by providing SGW-U Tunnel Info, and PGW-U Tunnel Info if the PGW-U Tunnel Info is allocated by the PGW-C+SMF.
	In step 10, the PGW-C+SMF may need to report some subscribed event to the PCF by performing an SMF initiated SM Policy Association Modification procedure as defined in clause 4.16.5.
	Step 9a from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13] with the modification captured in clause 4.11.1.5.3
15a.	The HSS+UDM invokes Nudm_UECM_DeregistrationNotification to notify the AMF associated with 3GPP access with reason as 5GS to EPS Mobility. If the timer started in step 6 is not running, the old AMF removes the UE context. Otherwise, the AMF may remove UE context when the timer expires. The AMF request the release of the PDU Session which is associated with 3GPP access, not expected to be transferred to EPC, i.e. no EBI(s) allocated to them, and corresponding to the PGW-C+SMF which is not contacted by AMF for SM context at step 5a. The AMF requests the release of the SM context in the V-SMF only, for Home Routed PDU Session with EBIs allocated. The 5GC may also keep UE context to allow the use of native security parameters when UE moves back from EPS to 5GS later.
	Registration associated with the non-3GPP access in the AMF is not removed (i.e. an AMF that was serving the UE over both 3GPP and non-3GPP accesses does not consider the UE as deregistered over non 3GPP access and will remain registered and subscribed to subscription data updates in UDM).
	When the UE decides to deregister over non-3GPP access or the old AMF decides not to maintain a UE registration for non-3GPP access anymore, the old AMF then deregisters from UDM by sending a Nudm_UECM_Deregistration service operation, unsubscribes from Subscription Data updates by sending an Nudm_SDM_Unsubscribe service operation to UDM and releases all the AMF and AN resources related to the UE.
16 - 18.	Steps 17-21 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13] with the following modification:
	The MME may provide the eNodeB with a PLMN list in the Handover Restriction List taking into account the last used 5GS PLMN ID and the Return preferred indication. The Handover Restriction List contains a list of PLMN IDs as specified by TS 23.251 [35] clause 5.2a for eNodeB functions.
	The MME may not release the signaling connection with the UE based on the indication received in the step 1 that the UE is moving from 5GC.
19.	[conditional] Step 19 from clause 4.11.1.2.1 applies.
[TS 24.501, clause 4.8.2.2]
See subclause 5.1.4.2 for coordination between 5GMM and EMM and subclause 6.1.4.1 for coordination between 5GSM and ESM.
[TS 24.501, clause 5.1.4.2]
At inter-system change from N1 mode to S1 mode when there is at least one active PDU session for which interworking with EPS is supported as specified in subclause 6.1.4.1, the UE shall enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE and initiate a tracking area updating procedure (see 3GPP TS 24.301 [15]).
[TS 24.501, clause 6.1.4.1]
Upon inter-system change from N1 mode to S1 mode, the UE shall create the default EPS bearer context and the dedicated EPS bearer context(s) based on the parameters of the mapped EPS bearer contexts or the associations between QoS flow and mapped EPS bearer in the PDU session, if available. The EPS bearer identity assigned for the QoS flow of the default QoS rule becomes the EPS bearer identity of the default bearer in the corresponding PDN connection. If there is no EPS bearer identity assigned to the QoS flow of the default QoS rule, the UE shall release locally the PDU session. If there is no EPS bearer identity assigned to the QoS flow(s) which is not associated with the default QoS rule, the UE shall locally delete the QoS rules and the QoS flow level QoS parameters associated with the QoS flow(s). The UE uses the parameters from each PDU session for which interworking with EPS is supported to create corresponding default EPS bearer context and optionally dedicated EPS bearer context(s) as follows:
a)	the PDU session type of the PDU session shall be mapped to the PDN type of the default EPS bearer context as follows:
1)	the PDN type shall be set to "non-IP" if the PDU session type is "Ethernet" or "Unstructured";
2)	the PDN type shall be set to "IPv4" if the PDU session type is "IPv4";
3)	the PDN type shall be set to "IPv6" if the PDU session type is "IPv6"; and
4)	the PDN type shall be set to "IPv4v6" if the PDU session type is "IPv4v6";
b)	the PDU address of the PDU session shall be mapped to the PDN address of the default EPS bearer context as follows:
1)	the PDN address of the default EPS bearer context is set to the PDU address of the PDU session, if the PDU session type is "IPv4", "IPv6" or "IPv4v6"; and
2)	the PDN address of the default EPS bearer context is set to zero, if the PDU session type is "Ethernet" or "Unstructured";
c)	the DNN of the PDU session shall be mapped to the APN of the default EPS bearer context;
d)	the APN-AMBR and extended APN-AMBR received in the parameters of the default EPS bearer context of the mapped EPS bearer contexts shall be mapped to the APN-AMBR and extended APN-AMBR of the default EPS bearer context;
e)	for each PDU session in state PDU SESSION ACTIVE, PDU SESSION MODIFICATION PENDING or PDU SESSION INACTIVE PENDING the UE shall set the state of the mapped EPS bearer context(s) to BEARER CONTEXT ACTIVE; and
f)	for any other PDU session the UE shall set the state of the mapped EPS bearer context(s) to BEARER CONTEXT INACTIVE.
Additionally, for each mapped EPS bearer context or the association between QoS flow and mapped EPS bearer in the PDU session:
a)	the EPS bearer identity shall be set to the EPS bearer identity received in the mapped EPS bearer context, or the EPS bearer identity associated with the QoS flow;
b)	the EPS QoS parameters shall be set to the mapped EPS QoS parameters of the EPS bearer received in the mapped EPS bearer context, or the EPS QoS parameters associated with the QoS flow;
c)	the extended EPS QoS parameters shall be set to the mapped extended EPS QoS parameters of the EPS bearer received in the mapped EPS bearer context, or the extended EPS QoS parameters associated with the QoS flow; and
d)	the traffic flow template shall be set to the mapped traffic flow template of the EPS bearer received in the mapped EPS bearer context, or the stored traffic flow template associated with the QoS flow, if available.
After inter-system change from N1 mode to S1 mode, the UE shall associate the PDU session identity, the S-NSSAI, and the session-AMBR with the default EPS bearer context, and for each EPS bearer context mapped from one or more QoS flows, associate the QoS rule(s) for the QoS flow(s) and the QoS flow description(s) for the QoS flow(s) with the EPS bearer context.
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the PDU session type of the PDU session until the PDN connection corresponding to the PDU session is released if the UE supports non-IP PDN type and the PDU session type is "Ethernet" or "Unstructured".
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the always-on PDU session indication.
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the maximum number of supported packet filters until the PDN connection corresponding to the PDU session is released.
[TS 38.331, clause 5.3.3.2]
Upon initiation of the procedure, the UE shall:
1>	if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:
2>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
1>	apply the default MAC Cell Group configuration as specified in 9.2.2;
1>	apply the CCCH configuration as specified in 9.1.1.2;
1>	apply the timeAlignmentTimerCommon included in SIB1;
1>	start timer T300;
1>	initiate transmission of the RRCSetupRequest message in accordance with 5.3.3.3;
[TS 38.331, clause 5.3.3.3]
The UE shall set the contents of RRCSetupRequest message as follows:
1>	set the ue-Identity as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	set the ue-Identity to ng-5G-S-TMSI-Part1;
2>	else:
3>	draw a 39-bit random value in the range 0..239-1 and set the ue-Identity to this value;
NOTE 1:	Upper layers provide the 5G-S-TMSI if the UE is registered in the TA of the current cell.
1>	set the establishmentCause in accordance with the information received from upper layers;
The UE shall submit the RRCSetupRequest message to lower layers for transmission.
The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.6.
[TS 38.331, clause 5.3.8.3]
The UE shall:
…
1>	if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:
2>	if cnType is included:
3>	after the cell selection, indicate the available CN Type(s) and the received cnType to upper layers;
NOTE 1:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.
2>	if voiceFallbackIndication is included:
3>	consider the RRC connection release was for EPS fallback for IMS voice (see TS 23.502 [43]);
[TS 38.331, clause 5.3.11]
The UE shall:
…
1>	else:
2>	if T302 is running:
3>	stop timer T302;
3>	perform the actions as specified in 5.3.14.4;
[TS 38.304, clause 5.2.6]
At reception of RRCRelease message to transition the UE to RRC_IDLE or RRC_INACTIVE, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo if included in the RRCRelease message. If the UE cannot find a suitable cell, the UE is allowed to camp on any suitable cell of the indicated RAT. If the RRCRelease message does not contain the redirectedCarrierInfo, UE shall attempt to select a suitable cell on an NR carrier. If no suitable cell is found according to the above, the UE shall perform cell selection using stored information in order to find a suitable cell to camp on.
When returning to RRC_IDLE state after UE moved to RRC_CONNECTED state from camped on any cell state, UE shall attempt to camp on an acceptable cell according to redirectedCarrierInfo, if included in the RRCRelease message. If the UE cannot find an acceptable cell, the UE is allowed to camp on any acceptable cell of the indicated RAT. If the RRCRelease message does not contain redirectedCarrierInfo UE shall attempt to select an acceptable cell on an NR frequency. If no acceptable cell is found according to the above, the UE not in SNPN Access Mode shall continue to search for an acceptable cell of any PLMN in state any cell selection.
[TS 36.304, clause 5.3.1]
Cell status and cell reservations are indicated in the SystemInformationBlockType1 message (or SystemInformationBlockType1-BR message or SystemInformationBlockType1-NB message) TS 36.331 [3] by means of the following fields:
-	cellBarred (IE type: "barred" or "not barred") 
This field indicates if the cell is barred for connectivity to EPC.
This field is ignored by the UEs supporting crs-IntfMitig while crs-IntfMitigEnabled is included in SIB1. 
This field is ignored by the BL UEs or UEs in CE supporting ce-CRS-IntfMitig while crs-IntfMigitNumPRBs is included in SIB1-BR.
In case of multiple EPC PLMNs indicated in SIB1/SIB1-BR, this field is common for all EPC PLMNs
NOTE:	For IAB node, it ignores the cellBarred, cellReservedForOperatorUse and cellReservedForOtherUse as defined in TS 36.331 [3].
…
The following description for handling of barred and reserved cells is per CN type. If the UE supports more than one CN type, the UE shall only exclude a cell as candidate for selection/reselection if it is excluded for both CN types.
NOTE:	Fields cellBarred-CRS and cellReservedForOperatorUse-CRS are not indicated in SystemInformationBlockType1-NB
When cell status is indicated as "not barred" and "not reserved" for operator use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN,
-	UEs assigned to Access Class 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Class in the range of 0 to 9, 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE:	ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN; ACs 12, 13, 14 are only valid for use in the home country TS 22.011 [4].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall consider other cells for cell selection/reselection according to the following rule:
11.1.4.3	Test Description
11.1.4.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is configured according to TS 38.508-1 [4] Table 4.4.2-3 and is connected to 5GC.
-	E-UTRA Cell 1 and E-UTRA Cell 3 are configured to TS 36.508 [7] Table 4.4.2-2 and are connected to EPC.
-	System information on the NR Cell 1 in accordance with combination NR-6 in TS 38.508-1 [4] sub-clause 4.4.3.1.2, and, for the E-UTRA Cell 1 and Cell 3  in accordance with combination 31 as defined in TS 36.508 [7], subclause 4.4.3.1.1.
-	N26 interface is configured.
-	Power levels are constant and as defined in Tables 11.1.4.3.1-1/2.
Table 11.1.4.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 3
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-97
	-85
	



Table 11.1.4.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 3
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	FFS
	-
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	FFS
	FFS
	



UE:
None.
Preamble:
-	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established.
-	The UE is switched-off. 
-	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR) with at least one IMS PDU session on NR Cell 1, in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned.
11.1.4.3.2	Test procedure sequence
Table 11.1.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the power levels according to “T0” as per Table 11.1.4.3.1-1/2.Void
	-
	-
	-
	-

	-
	The following messages are to be observed on NR Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	3
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	4-9
	Steps 3 to 8 of the NR RRC_CONNECTED procedure in TS 38.508-1 [4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	9A
	Set the power levels according to “T0” as per Table 11.1.4.3.1-1/2.
	-
	-
	-
	-

	10a1
	Void
	-
	-
	-
	-

	11
	Make the UE attempt an IMS speech call.
	-
	-
	-
	-

	12-16
	Steps 1-5 of generic procedure “EPS Fallback for Voice Call / steps before fallback / 5GS” as defined in Appendix A.9.1 of TS 34.229-5 [41] take place.
	-
	-
	-
	-

	17
	The SS transmits an RRCRelease message
	<--
	NR RRC:RRCRelease
	-
	-

	-
	The following messages are to be observed on E-UTRA Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	18
	Generic test procedure in TS 38.508-1 [4] Table 4.9.7.2.2-1 Steps 1-6 is performed without 'connected without release' on E-UTRAN cell upon mobility from NR.
	-
	-
	-
	-

	18A-18D
	Generic Test Procedure as defined in Steps 5-8 of TS 36.508-1 [4] Table 4.5A.6.3-1 is performed to establish radio bearer corresponding to IMS PDN.
	-
	-
	-
	-

	19
	The SS configures a new RLC-UM data radio bearer with condition DRB (0,1), associated with the dedicated EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message. EPS bearer context #4 (QCI 1) according to TS 36.508 [7] Table 6.6.2-1: Reference dedicated EPS bearer contexts.
Reference dedicated EPS bearer contexts is to establish the dedicated EPS bearer context on IMS PDN.
	<--
	RRC: RRCConnectionReconfiguration
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 20-22 below, the steps specified in table 11.1.4.3.2-2 will take place.
	-
	-
	-
	-

	20
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRC: RRCConnectionReconfigurationComplete
	-
	-

	21
	The UE transmits an ULInformationTransfer message including the ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	22
	The SS waits 1 second for call duration.
	-
	-
	-
	-

	23a1
	Void
	-
	-
	-
	-

	24
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.32.
	-
	-
	-
	-



Table 11.1.4.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION:	Steps 1a1 to 1b7 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	1a1-1a2
	The UE performs IMS re-registration on EUTRAN as per steps 1-2 as defined in TS 34.229-1 [35] C.46.
	-
	-
	-
	-

	1a3-1a6
	Steps 1-4 of the generic procedure “EPS Fallback for Voice Call / steps after fallback / 5GS” as defined in Appendix A.9.2 of TS 34.229-5 [41] take place.
	-
	-
	-
	-

	1a7
	Check: Does the UE perform step 5 of the generic procedure “EPS Fallback for Voice Call / steps after fallback / 5GS” as defined in Appendix A.9.2 of TS 34.229-5 [41]
	-->
	SIP: ACK
	1
	P



11.1.4.3.3	Specific message contents
Table 11.1.4.3.3-1: REGISTRATION REQUEST (preamble, Table 11.1.4.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GMM capability
	
	
	

	  S1 mode
	'1'B
	S1 mode supported
	

	S1 UE network capability
	Present but contents not checked
	
	



Table 11.1.4.3.3-2: REGISTRATION ACCEPT (preamble, Table 11.1.4.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS network feature support
	
	
	

	  IMS- VoPS-3GPP
	'1'B
	IMS voice over PS session supported over 3GPP access
	

	  IWK N26
	'0'B
	Interworking without N26 interface not supported
	



Table 11.1.4.3.3-3: PDU SESSION ESTABLISHMENT ACCEPT (preamble for PDU Session for PS data, Table 11.1.4.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.2-2, condition Interworking_with_EPS



Table 11.1.4.3.3-4: PDU SESSION ESTABLISHMENT ACCEPT (preamble for IMS PDU Session, Table 11.1.4.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.7.2-2, condition Interworking_with_EPS, IMS_DNN_ Requested



Table 11.1.4.3.3-5:  Void

Table 11.1.4.3.3-6: RRCRelease message (step 17, table 11.1.4.3.2-1)
	Derivation path: TS 38.508-1 [4] Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo CHOICE {
	
	
	

	        eutra SEQUENCE {
	
	
	

	          eutraFrequency
	Cell 3’s EARFCN
	
	

	          cnType
	epc
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.4.3.3-7: SystemInformationBlockType1 of E-UTRA Cell 3 (all steps, Table 11.1.4.3.2-1)
	Derivation Path: 36.508 [7] Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    cellBarred
	barred
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc21103522]11.1.5	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode without N26 interface / E-UTRAN cell selection using cell status reservation / Success
11.1.5.1	Test Purpose (TP)
(1)
with {UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface supported", and, the UE is in in NR RRC_CONNECTED state }
ensure that {
  when {User initiates a MMTEL call, the MO IMS voice session establishment has been initiated and the UE receives a RRCRelease message which includes redirectedCarrierInfo indicating redirection to eutra, and, an E-UTRA cell on the frequency indicated by redirectedCarrierInfo is found with cell status "reserved for operator use" and another E-UTRA cell is found on another frequency which is not "reserved for operator use" both cells belonging to the UE's HPLMN}
    then { UE selects the E-UTRA cell respecting the UE Access Class, performs an ATTACH or a TAU procedure, and the UE successfully completes the MO MMTEL call in EPS}
            }

11.1.5.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS23.502, clauses 4.11.2.2, 4.13.6.1; TS 24.501, clause 6.1.4.2; TS 38.331, clause 5.3.11, TS 38.304, clause 5.2.6. Unless otherwise stated these are Rel-15 requirements.
[TS 23.502, clause 4.11.2.2]
The following procedure is used by UEs in single-registration or dual registration mode on mobility from 5GS to EPS.
In the case of network sharing the UE selects the target PLMN ID according to clause 5.18.3 of TS 23.501 [2].


Figure 4.11.2.2-1: Mobility procedure from 5GS to EPS without N26 interface

The UE operating in single-registration mode can start the procedure from Step 1 or Step 5. The UE operating in dual-registration mode starts the procedure from Step 5.
NOTE 1:	The network has indicated the " Interworking without N26" to the UE. To support IP address preservation, the UE in single-registration mode starts the procedure from Step 5. If the UE in single-registration mode starts the procedure from Step 1, the IP address preservation is not provided.
0.	UE is registered in 5GS and established PDU sessions. The FQDN for the S5/S8 interface of the PGW-C+SMF is also stored in the UDM by the PGW-C+SMF during PDU Session setup in addition to what is specified in clause 4.3.2.2.1 and clause 4.3.2.2.2.
NOTE 2:	At 5GS to EPS mobility, the MME use the FQDN for the S5/S8 interface of the PGW-C+SMF to find the PGW-C+SMF, and when UE moves back from EPS to 5GS, the AMF uses FQDN for the S5/S8 interface of the PGW-C+SMF to find the PGW-C+SMF.
1.	Step 1 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].
2.	Step 2 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13] with the following modifications:
	The UE shall provide a EPS-GUTI that is mapped from the 5G-GUTI following the mapping rules specified in TS 23.501 [2]. The UE indicates that it is moving from 5GC.
3.	Step 3 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].
4.	If the MME determined that the old node is an AMF based on UE's GUTI mapped from 5G-GUTI and the MME is configured to support 5GS-EPS interworking without N26 procedure, the MME sends a TAU Reject to the UE.
5.	Step 1 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13] with the modifications captured in clause 4.11.2.4.1.
6.	Step 2 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
7.	Steps 4-7 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications captured in clause 4.11.2.4.1.
8.	Step 8 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications captured in clause 4.11.2.4.1.
9.	Step 11 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:
	The subscription profile the MME receives from HSS+UDM includes per DNN/APN at most one PGW-C+SMF FQDN as described in in clause 5.17.2.1 in TS 23.501 [2].
10.	Steps 12-24 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications as described in clause 4.11.2.4.1.
11.	Step 25 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
12.	Step 26 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
13.	If the UE has remaining PDU Sessions in 5GS which it wants to transfer to EPS and maintain the same IP address/prefix, the UE performs the UE requested PDN Connectivity Procedure as specified in TS 23.401 [13] clause 5.10.2 and sets the Request Type to "handover" in Step 1 of the procedure with modification captured in clause 4.11.2.4.2. UE provides an APN and the PDU Session ID corresponding to the PDU Session it wants to transfer to EPS. The UE provides the PDU Session ID in PCO as described in clause 4.11.1.1.
	UEs in single-registration mode performs this step for each PDU Session immediately after completing the E-UTRAN Initial Attach procedure. UEs in dual-registration mode may perform this step any time after the completing of E-UTRAN Initial Attach procedure. Also, UEs in dual-registration mode may perform this step only for a subset of PDU Sessions.
	The MME determines the PGW-C+SMF address for the Create Session Request based on the APN received from the UE and the subscription profile received from the HSS+UDM in Step 9 or when the HSS+UDM notifies the MME for the new PGW-C+SMF ID in the updated subscription profile.
	The PGW-C+SMF uses the PDU Session ID to correlate the transferred PDN connection with the PDU Session in 5GC.
	As a result of the procedure the PGW-U+UPF starts routing DL data packets to the Serving GW for the default and any dedicated EPS bearers established for this PDN connection.
14.	The PGW-C+SMF initiates release of the PDU Session(s) in 5GS transferred to EPS as specified in clause 4.3.4.2 with the following clarification:
	In step 2, the PGW-C+SMF shall not release IP address/prefix(es) allocated for the PDU Session.
	If UP connection of the PDU Session is not active, step 3b is not executed, thus the steps triggered by step 3b are not executed;
	If UP connection of the PDU Session is active, the SMF invokes the Namf_Communication_N1N2MessageTransfer service operation without including N1 SM container (PDU Session Release Command).
[TS 23.502, clause 4.13.6.1]
Figure 4.13.6.1-1 describes the EPS fallback procedure for IMS voice.
When the UE is served by the 5G System, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication towards the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.10 in TS 23.501 [2] and the UE has registered in the IMS. If N26 is not supported, the serving PLMN AMF sends an indication towards the UE during the Registration procedure that interworking without N26 is supported, see clause 5.17.2.3.1 in TS 23.501 [2].


Figure 4.13.6.1-1: EPS Fallback for IMS voice

1.	UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2.	Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3.	NG-RAN is configured to support EPS fallback for IMS voice and decides to trigger fallback to EPS, taking into account UE capabilities, indication from AMF that "Redirection for EPS fallback for voice is possible" (received as part of initial context setup as defined in TS 38.413 [10]), network configuration (e.g. N26 availability configuration) and radio conditions. If NG-RAN decides not to trigger fallback to EPS, then the procedure stops here and following steps are not executed.
	NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.
NOTE 1:	If AMF has indicated that "Redirection for EPS fallback for voice is not possible", then AN Release via inter-system redirection to EPS is not performed in step 5.
4.	NG-RAN responds indicating rejection of the PDU Session modification to setup QoS flow for IMS voice received in step 2 by PDU Session Response message towards the PGW-C+SMF (or H-SMF+P-GW-C via V-SMF, in case of roaming scenario) via AMF with an indication that mobility due to fallback for IMS voice is ongoing. The PGW-C+SMF maintains the PCC rule(s) associated with the QoS Flow(s).
5.	NG-RAN initiates either handover (see clause 4.11.1.2.1), or AN Release via inter-system redirection to EPS (see clause 4.2.6 and clause 4.11.1.3.2), taking into account UE capabilities. The PGW-C+SMF reports change of the RAT type if subscribed by PCF as specified in clause 4.11.1.2.1, or clause 4.11.1.3.2.6.	When the UE is connected to EPS, either 6a or 6b is executed
6a.	In the case of 5GS to EPS handover, see clause 4.11.1.2.1, and in the case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2. In either case the UE initiates TAU procedure; or
6b.	In the case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2. If the UE supports Request Type flag "handover" for PDN connectivity request during the attach procedure as described in clause 5.3.2.1 of TS 23.401 [13] and has received the indication that interworking without N26 is supported, then the UE initiates Attach with PDN connectivity request with request type "handover".
	In inter-system redirection, the UE uses the emergency indication in the RRC message as specified in clause 6.2.2 of TS 36.331 [16] and E-UTRAN provides the emergency indication to MME during Tracking Area Update or Attach procedure. For the handover procedure see clause 4.11.1.2.1, step 1.
7.	After completion of the mobility procedure to EPS or as part of the 5GS to EPS handover procedure (see clause 4.11.1.2.1), the SMF/PGW re-initiates the setup of the dedicated bearer for IMS voice, mapping the 5G QoS to EPC QoS parameters. The PGW-C+SMF behaves as specified in clause 4.9.1.3.1. The PGW-C+SMF reports about Successful Resource Allocation and Access Network Information if subscribed by PCF.
8.	The IMS voice session establishment is continued.
At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
 [TS 24.501, clause 6.1.4.2]
When the network does not support N26 interface, the SMF does not provide the UE with the mapped EPS bearer context for a PDU session.
NOTE 1:	Since the SMF does not provide the UE with the mapped EPS bearer context for a PDU session, the UE does not know whether interworking with EPS is supported for a PDU session before attempting to transfer the PDU session from N1 mode to S1 mode.
NOTE 2:	It is up to UE implementation to decide which PDU session(s) to be attempted to transfer from N1 mode to S1 mode, e.g. based on UE policy or user preference.
Upon inter-system change from N1 mode to S1 mode in EMM-IDLE mode, the UE shall use the parameters from each PDU session which the UE intends to transfer to EPS to create the contents of a PDN CONNECTIVITY REQUEST message as follows:
a)	if the PDU session is an emergency PDU session, the request type shall be set to "handover of emergency bearer services". Otherwise the request type shall be set to "handover";
b)	the PDU session type of the PDU session shall be mapped to the PDN type of the default EPS bearer context as follows:
1)	the PDN type shall be set to "non-IP" if the PDU session type is "Ethernet" or "Unstructured";
2)	the PDN type shall be set to "IPv4" if the PDU session type is "IPv4";
3)	the PDN type shall be set to "IPv6" if the PDU session type is "IPv6"; and
4)	the PDN type shall be set to "IPv4v6" if the PDU session type is "IPv4v6";
c)	the DNN of the PDU session shall be mapped to the APN of the default EPS bearer context; and
d)	the PDU session ID parameter in the PCO IE shall be set to the PDU session identity of the PDU session.
After inter-system change from N1 mode to S1 mode, the UE shall associate the PDU session identity with the default EPS bearer context.
Upon successful completion of an EPS attach procedure after inter-system change from N1 mode to S1 mode (see 3GPP TS 24.301 [15]), the UE shall delete any UE derived QoS rules.
The UE shall locally release the PDU session(s) and QoS flow(s) associated with the 3GPP access which have not been transferred to EPS.
…
[TS 38.331, clause 5.3.11]
UE shall:
1>	reset MAC;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop all timers that are running except T320 and T325;
1>	discard the UE Inactive AS context;
1>	set the variable pendingRnaUpdate to false, if that is set to true;
1>	discard the KgNB, the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if any;
1>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	enter RRC_IDLE and perform cell selection as specified in TS 38.304 [20], except if going to RRC_IDLE was triggered by selecting an inter-RAT cell while T311 was running;
1>	if going to RRC_IDLE was triggered by reception of the RRCRelease message including a waitTime:
2>	start timer T302 with the value set to the waitTime;
2>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2'.
[TS 38.304, clause 5.2.6]
At reception of RRCRelease message to transition the UE to RRC_IDLE or RRC_INACTIVE, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo if included in the RRCRelease message. If the UE cannot find a suitable cell, the UE is allowed to camp on any suitable cell of the indicated RAT. If the RRCRelease message does not contain the redirectedCarrierInfo, UE shall attempt to select a suitable cell on an NR carrier. If no suitable cell is found according to the above, the UE shall perform cell selection using stored information in order to find a suitable cell to camp on.
When returning to RRC_IDLE state after UE moved to RRC_CONNECTED state from camped on any cell state, UE shall attempt to camp on an acceptable cell according to redirectedCarrierInfo, if included in the RRCRelease message. If the UE cannot find an acceptable cell, the UE is allowed to camp on any acceptable cell of the indicated RAT. If the RRCRelease message does not contain redirectedCarrierInfo UE shall attempt to select an acceptable cell on an NR frequency. If no acceptable cell is found according to the above, the UE not in SNPN Access Mode shall continue to search for an acceptable cell of any PLMN in state any cell selection.
11.1.5.3	Test description
11.1.5.3.1	Pre-test conditions
System Simulator:
-	3 cells
-	NR Cell 1 as defined in TS 38.508-1 [4] Table 4.4.2-3. System information combination NR-6 as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2.
-	E-UTRA Cell 1 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 31 as defined in TS 36.508 [7], sub-clause 4.4.3.1.1.
-	E-UTRA Cell 3 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 1 as defined in TS 36.508 [7], sub-clause 4.4.3.1.1. Cell 3 is set as "reserved for operator use" in SIB1.
-	Power levels are constant and as defined in Tables 11.1.5.3.1-1/2.
Table 11.1.5.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 3
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-85
	-73
	



Table 11.1.5.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 3
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	FFS
	-
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	FFS
	FFS
	



UE:
-	The UE fitted with a USIM with access class 0..9
Preamble:
-	With E-UTRA Cell 1 "Serving cell", E-UTRA Cell 3 "Non-suitable "Off" cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established.
-	The UE is switched-off.
-	With E-UTRA Cell 1 "Non-suitable "Off" cell", E-UTRA Cell 3 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), with at least one IMS PDU session on NR Cell 1, in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned.
11.1.5.3.2	Test procedure sequence
Table 11.1.5.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	0
	Set the power levels according to “T0” as per Table 11.1.5.3.1-1/2.Void
	-
	-
	-
	-

	-
	EXCEPTION: The following messages are to be observed on NR Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	1
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	2
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	3-9a2
	Steps 3 to 9a2 of the NR RRC_CONNECTED procedure in TS 38.508-1 [4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure. 
	-
	-
	-
	-

	9A
	Set the power levels according to “T0” as per Table 11.1.5.3.1-1/2.
	-
	-
	-
	-

	10
	Make the UE attempt an MTSI MO Speech Call.
	-
	-
	-
	-

	11
	The UE transmits an INVITE message.
	-
	-
	-
	-

	12
	Void
	-
	-
	-
	-

	12a1
	Void
	-
	
	-
	-

	13
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	-
	EXCEPTION: The following messages are to be observed on E-UTRA Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	14
	Check: Does the UE send an RRCConnectionRequest message on E-UTRA cell 1?
	-->
	RRC: RRCConnectionRequest
	1
	P

	15
	SS transmits an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup
	-
	-

	-
	EXCEPTION: Steps 15Aa1 to 15Ab3 describe behaviour that depends on the UE implementation; the "lower case letter" identifies a step sequence that take place depending on the UE implementation. 
	-
	-
	-
	-

	15a1-15b3
	Void
	-
	-
	-
	-

	15Aa1
	If the UE tries to preserve the IP address of the PDN connection then check does the UE transmits an ATTACH REQUEST message?
	-->
	RRC: RRCConnectionSetupComplete NAS: ATTACH REQUEST
	1
	P

	15Ab1
	Else check: does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	RRC: RRCConnectionSetupComplete NAS: TRACKING AREA UPDATE REQUEST
	1
	P

	15Ab2
	The SS transmites a TRACKING AREA UPDATE REJECT message to UE.
	<--
	RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE REQUEST REJECT
	-
	-

	15Ab3
	The UE transmits an ATTACH REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: ATTACH REQUEST
	-
	-

	16-27
	Steps 5 to 16 of the generic test procedure for UE registration (TS 36.508 [2] Table 4.5.2.3-1).
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 28 to 36 the steps specified in Table 11.1.5.3.2-2 may take place to transfer other PDU sessions to EPS.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 28 to 37 the UE may perform IMS re-registration on EUTRAN as per steps 3-11 as defined in 34.229-1 [35] subclause C.46 using the message “REGISTER” with condition A31.
	-
	-
	-
	-

	28-32
	Steps 9a1-13 from the Generic Test Procedure for MTSI MO speech call establishment (TS 36.508 [2] table 4.5A.6.3-1) are performed.
	-
	-
	-
	-

	33-34
	Void
	-
	-
	-
	-

	35
	Check: Does the UE transmit an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message?
	-->
	RRC: ULInformationTransfer
NAS:ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	1
	P

	36
	The SS waits 1 second.
	-
	-
	-
	-

	36a1
	Void
	-
	-
	-
	-

	37
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.32.
	-
	-
	-
	-



Table 11.1.5.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE transmit a PDN CONNECTIVITY REQUEST message to request an additional PDN.
	-->
	RRC: ULInformationTransfer
NAS: PDN CONNECTIVITY REQUEST
	1
	P

	2
	The SS configures a new data radio bearer, associated with the additional default EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	RRC: RRCConnectionReconfiguration
NAS:
ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	
	

	3
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of additional default bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete
	
	

	-
	EXCEPTION: In parallel to the event described in step 4 below, if initiated by the UE the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane.
	-
	-
	
	

	4
	The UE transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer
NAS: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	
	



11.1.5.3.3	Specific message contents
Table 11.1.5.3.3-0: REGISTRATION ACCEPT (preamble)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	5GS network feature support
	‘0100 0001 0000 0000’B
	Interworking without N26 interface supported
	



Table 11.1.5.3.3-1: RRCRelease (step 13, table 11.1.5.3.2-1)
	Derivation path: TS 38.508-1 [4] Table Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo CHOICE {
	
	
	

	        eutra SEQUENCE {
	
	
	

	          eutraFrequency
	Downlink EARFCN of E-UTRA cell 1
	
	

	          cnType
	epc
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.5.3.3-2: ATTACH REQUEST (step 15a1, table 11.1.5.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, assigned by E-UTRA Cell 1 at the initial registration when the UE entered S1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to active PDU sessions which the UE intends to transfer to EPS.
	
	



Table 11.1.5.3.3-3: PDN CONNECTIVITY REQUEST (Table 11.1.5.3.3-2)
	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned, for coding see Table 9.11.4.8.1 in TS 24.501 [22]
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of IMS PDU session
	
	



Table 11.1.5.3.3-4: TRACKING AREA UPDATE REQUEST (step 15b1, table 11.1.5.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-27, condition NR.

	Information Element
	Value/Remark
	Comment
	Condition

	"Active" flag
	0001
	Bearer Establishment requested
	

	EPS bearer context status
	Present
	EBI corresponding to active PDU Sessions need to be set to 1
	

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	



Table 11.1.5.3.3-5: TRACKING AREA UPDATE REJECT (step 15b2, table 11.1.5.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-26.

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	 ‘0000 1001’B
	#9 "UE identity cannot be derived by the network"
	



Table 11.1.5.3.3-6: ATTACH REQUEST (step 15b3, table 11.1.5.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	IMSI
	IMSI of the UE
	
	



Table 11.1.5.3.3-7: PDN CONNECTIVITY REQUEST (step 1, table 11.1.5.3.2-2)
	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned, for coding see Table 9.11.4.8.1 in TS 24.501 [22]
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of internet PDU session
	
	



[bookmark: OLE_LINK3][bookmark: OLE_LINK4]Table 11.1.5.3.3-8: SystemInformationBlockType1 of E-UTRA Cell 1 (all steps, table 11.1.5.3.2-1)
	Derivation Path: 36.508 [7] Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	1 entry
	
	

	      cellReservedForOperatorUse[1]
	reserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc21103523]11.1.6	MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
11.1.6.1	Test Purpose (TP)
(1)
with {UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface supported", and, the UE is in NR RRC_IDLE state }
ensure that {
  when { UE receives a Paging message with MT MMTEL voice call, the MT IMS voice session establishment has been initiated and the UE receives a RRCRelease message which includes redirectedCarrierInfo indicating redirection to eutra }
    then { UE selects the E-UTRA cell, performs an ATTACH or a TAU procedure, and, successfully completes the MT MMTEL call setup in EPS }
            }

11.1.6.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS23.502, clauses 4.11.2.2, 4.13.6.1; TS 24.501, clauses 4.5.4.1, 4.8.2.3; TS 38.331, clause 5.3.11. Unless otherwise stated these are Rel-15 requirements.
[TS 23.502, clause 4.11.2.2]
The following procedure is used by UEs in single-registration or dual registration mode on mobility from 5GS to EPS.
In the case of network sharing the UE selects the target PLMN ID according to clause 5.18.3 of TS 23.501 [2].


Figure 4.11.2.2-1: Mobility procedure from 5GS to EPS without N26 interface

The UE operating in single-registration mode can start the procedure from Step 1 or Step 5. The UE operating in dual-registration mode starts the procedure from Step 5.
NOTE 1:	The network has indicated the "Interworking without N26" to the UE. To support IP address preservation, the UE in single-registration mode starts the procedure from Step 5. If the UE in single-registration mode starts the procedure from Step 1, the IP address preservation is not provided.
0.	UE is registered in 5GS and established PDU sessions. The FQDN for the S5/S8 interface of the PGW-C+SMF is also stored in the UDM by the PGW-C+SMF during PDU Session setup in addition to what is specified in clause 4.3.2.2.1 and clause 4.3.2.2.2.
NOTE 2:	At 5GS to EPS mobility, the MME use the FQDN for the S5/S8 interface of the PGW-C+SMF to find the PGW-C+SMF, and when UE moves back from EPS to 5GS, the AMF uses FQDN for the S5/S8 interface of the PGW-C+SMF to find the PGW-C+SMF.
1.	Step 1 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].
2.	Step 2 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13] with the following modifications:
	The UE shall provide a EPS-GUTI that is mapped from the 5G-GUTI following the mapping rules specified in TS 23.501 [2]. The UE indicates that it is moving from 5GC.
3.	Step 3 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].
4.	If the MME determined that the old node is an AMF based on UE's GUTI mapped from 5G-GUTI and the MME is configured to support 5GS-EPS interworking without N26 procedure, the MME sends a TAU Reject to the UE.
5.	Step 1 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13] with the modifications captured in clause 4.11.2.4.1.
6.	Step 2 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
7.	Steps 4-7 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications captured in clause 4.11.2.4.1.
8.	Step 8 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications captured in clause 4.11.2.4.1.
9.	Step 11 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:
	The subscription profile the MME receives from HSS+UDM includes per DNN/APN at most one PGW-C+SMF FQDN as described in in clause 5.17.2.1 in TS 23.501 [2].
10.	Steps 12-24 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the modifications as described in clause 4.11.2.4.1.
11.	Step 25 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
12.	Step 26 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].
13.	If the UE has remaining PDU Sessions in 5GS which it wants to transfer to EPS and maintain the same IP address/prefix, the UE performs the UE requested PDN Connectivity Procedure as specified in TS 23.401 [13] clause 5.10.2 and sets the Request Type to "handover" in Step 1 of the procedure with modification captured in clause 4.11.2.4.2. UE provides an APN and the PDU Session ID corresponding to the PDU Session it wants to transfer to EPS. The UE provides the PDU Session ID in PCO as described in clause 4.11.1.1.
	UEs in single-registration mode performs this step for each PDU Session immediately after completing the E-UTRAN Initial Attach procedure. UEs in dual-registration mode may perform this step any time after the completing of E-UTRAN Initial Attach procedure. Also, UEs in dual-registration mode may perform this step only for a subset of PDU Sessions.
	The MME determines the PGW-C+SMF address for the Create Session Request based on the APN received from the UE and the subscription profile received from the HSS+UDM in Step 9 or when the HSS+UDM notifies the MME for the new PGW-C+SMF ID in the updated subscription profile.
	The PGW-C+SMF uses the PDU Session ID to correlate the transferred PDN connection with the PDU Session in 5GC.
	As a result of the procedure the PGW-U+UPF starts routing DL data packets to the Serving GW for the default and any dedicated EPS bearers established for this PDN connection.
14.	The PGW-C+SMF initiates release of the PDU Session(s) in 5GS transferred to EPS as specified in clause 4.3.4.2 with the following clarification:
	In step 2, the PGW-C+SMF shall not release IP address/prefix(es) allocated for the PDU Session.
	If UP connection of the PDU Session is not active, step 3b is not executed, thus the steps triggered by step 3b are not executed;
	If UP connection of the PDU Session is active, the SMF invokes the Namf_Communication_N1N2MessageTransfer service operation without including N1 SM container (PDU Session Release Command).
[TS 23.502, clause 4.13.6.1]
Figure 4.13.6.1-1 describes the EPS fallback procedure for IMS voice.
When the UE is served by the 5G System, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication towards the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.10 in TS 23.501 [2] and the UE has registered in the IMS. If N26 is not supported, the serving PLMN AMF sends an indication towards the UE during the Registration procedure that interworking without N26 is supported, see clause 5.17.2.3.1 in TS 23.501 [2].


Figure 4.13.6.1-1: EPS Fallback for IMS voice

1.	UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2.	Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3.	NG-RAN is configured to support EPS fallback for IMS voice and decides to trigger fallback to EPS, taking into account UE capabilities, indication from AMF that "Redirection for EPS fallback for voice is possible" (received as part of initial context setup as defined in TS 38.413 [10]), network configuration (e.g. N26 availability configuration) and radio conditions. If NG-RAN decides not to trigger fallback to EPS, then the procedure stops here and following steps are not executed.
	NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.
NOTE 1:	If AMF has indicated that "Redirection for EPS fallback for voice is not possible", then AN Release via inter-system redirection to EPS is not performed in step 5.
4.	NG-RAN responds indicating rejection of the PDU Session modification to setup QoS flow for IMS voice received in step 2 by PDU Session Response message towards the PGW-C+SMF (or H-SMF+P-GW-C via V-SMF, in case of roaming scenario) via AMF with an indication that mobility due to fallback for IMS voice is ongoing. The PGW-C+SMF maintains the PCC rule(s) associated with the QoS Flow(s).
5.	NG-RAN initiates either handover (see clause 4.11.1.6.1), or AN Release via inter-system redirection to EPS (see clause 4.2.6 and clause 4.11.1.3.2), taking into account UE capabilities. The PGW-C+SMF reports change of the RAT type if subscribed by PCF as specified in clause 4.11.1.6.1, or clause 4.11.1.3.2.6.	When the UE is connected to EPS, either 6a or 6b is executed
6a.	In the case of 5GS to EPS handover, see clause 4.11.1.6.1, and in the case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2. In either case the UE initiates TAU procedure; or
6b.	In the case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2. If the UE supports Request Type flag "handover" for PDN connectivity request during the attach procedure as described in clause 5.3.2.1 of TS 23.401 [13] and has received the indication that interworking without N26 is supported, then the UE initiates Attach with PDN connectivity request with request type "handover".
	In inter-system redirection, the UE uses the emergency indication in the RRC message as specified in clause 6.2.2 of TS 36.331 [16] and E-UTRAN provides the emergency indication to MME during Tracking Area Update or Attach procedure. For the handover procedure see clause 4.11.1.6.1, step 1.
7.	After completion of the mobility procedure to EPS or as part of the 5GS to EPS handover procedure (see clause 4.11.1.6.1), the SMF/PGW re-initiates the setup of the dedicated bearer for IMS voice, mapping the 5G QoS to EPC QoS parameters. The PGW-C+SMF behaves as specified in clause 4.9.1.3.1. The PGW-C+SMF reports about Successful Resource Allocation and Access Network Information if subscribed by PCF.
8.	The IMS voice session establishment is continued.
At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
[TS 24.501, clause 4.5.4.1]
When the UE is in 5GMM-IDLE mode, upon receiving a request from the upper layers for an access attempt, the NAS shall categorize the access attempt into access identities and an access category following subclause 4.5.2, table 4.5.2.1 and table 4.5.2.2, and subclause 4.5.3, and provide the applicable access identities and the access category to the lower layers for the purpose of access control checking. In this request to the lower layer the NAS can also provide to the lower layer the RRC establishment cause determined as specified in subclause 4.5.6 of this specification.
NOTE 1:	The access barring check is performed by the lower layers.
NOTE 2:	As an implementation option, the NAS can provide the RRC establishment cause to the lower layers after being informed by the lower layers that the access attempt is allowed.
If the UE has uplink user data pending for one or more PDU sessions when it builds a REGISTRATION REQUEST or SERVICE REQUEST message as initial NAS message, the UE shall indicate the respective PDU sessions in the Uplink data status IE as specified in subclause 5.5.1.3.2 and 5.6.1.2, regardless of the access category for which the access barring check is performed.
NOTE 3:	The UE indicates pending user data for all the respective PDU sessions, even if barring timers are running for some of the corresponding access categories.
If the lower layers indicate that the access attempt is allowed, the NAS shall initiate the procedure to send the initial NAS message for the access attempt.
If the lower layers indicate that the access attempt is barred, the NAS shall not initiate the procedure to send the initial NAS message for the access attempt. Additionally:
a)	if the event which triggered the access attempt was an MO-MMTEL-voice-call-started indication or an MO-MMTEL-video-call-started indication:
1)	if the UE is operating in the single-registration mode and the UE's usage setting is "voice centric", the UE may attempt to select an E-UTRA cell connected to EPC. If the UE finds a suitable E-UTRA cell connected to EPC, it then proceeds with the appropriate EMM specific procedures and, if necessary, ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.2 and 3GPP TS 24.301 [15];
2)	if the UE is operating in the dual-registration mode, the UE may proceed in S1 mode with the appropriate EMM specific procedures and ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.3 and 3GPP TS 24.301 [15];
3)	otherwise, the NAS shall notify the upper layers that the access attempt is barred. In this case, upon receiving an indication from the lower layers that the barring is alleviated for the access category with which the access attempt was associated, the NAS shall notify the upper layers that the barring is alleviated for the access category and may initiate the procedure to send the initial NAS message, if still needed; and
b)	if the event which triggered the access attempt was an MO-SMSoIP-attempt-started indication:
1)	if the UE is operating in the single-registration mode, the UE may attempt to select an E-UTRA cell connected to EPC. If the UE finds a suitable E-UTRA cell connected to EPC, it then proceeds with the appropriate EMM specific procedures and, if necessary, ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.2 and 3GPP TS 24.301 [15]; 
2)	if the UE is operating in the dual-registration mode, the UE may proceed in S1 mode with the appropriate EMM specific procedures and ESM procedures to make a PDN connection providing access to IMS available; see subclause 4.8.3 and 3GPP TS 24.301 [15];
3)	otherwise, the NAS layer shall notify the upper layers that the access attempt is barred. In this case, upon receiving an indication from the lower layers that the barring is alleviated for the access category with which the access attempt was associated, the NAS shall notify the upper layers that the barring is alleviated for the access category and may initiate the procedure to send the initial NAS message, if still needed.
NOTE 4:	Barring timers, on a per access category basis, are run by the lower layers. At expiry of barring timers, the indication of alleviation of access barring is indicated to the NAS on a per access category basis.
[TS 24.501, clause 4.8.2.3]
At inter-system change from N1 mode to S1 mode in EMM-IDLE mode when:（ PDU SEESION ACTIVE）
a)	the UE supports non-IP PDN type and at least one PDU session is active; or 
b)	the UE does not support non-IP PDN type and at least one PDU session of IPv4, IPv6 or IPv4v6 PDU session type is active,
the UE shall proceed as follows:
a)	if the UE supports sending an ATTACH REQUEST message containing a PDN CONNECTIVITY REQUEST message with request type set to "handover" to transfer a PDU session from N1 mode to S1 mode and the UE has received an "interworking without N26 interface supported" indication from the network, the UE shall:
1)	enter substates EMM-DEREGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE;
2)	map the PDU session(s) which the UE intends to transfer to EPS to the default EPS bearer context of the corresponding PDN connection(s) as specified in subclause 6.1.4.2; and
3)	initiate an EPS attach procedure and include a PDN CONNECTIVITY REQUEST message with request type set to "handover" in the ATTACH REQUEST message to activate a default EPS bearer context for one of the active PDU sessions which the UE intends to transfer to EPS.
	After successful completion of the EPS attach procedure, the UE shall reset the registration attempt counter and the attach attempt counter (see 3GPP TS 24.301 [15]) and attempt to activate each of the other default EPS bearer contexts, if any, by initiating a stand-alone PDN connectivity procedure with request type set to "handover" in the PDN CONNECTIVITY REQUEST message; and
b)	otherwise, enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE and initiate a tracking area update procedure (see 3GPP TS 24.301 [15]).
At inter-system change from N1 mode to S1 mode in EMM-IDLE mode when:（NO PDU SESSION）
a)	the UE supports non-IP PDN type and no PDU session is active; or
b)	the UE does not support non-IP PDN type and no PDU session of IPv4, IPv6 or IPv4v6 PDU session type is active,
the UE shall enter substates EMM-DEREGISTERED.NORMAL-SERVICE and 5GMM-DEREGISTERED.NO-CELL-AVAILABLE, and initiate an attach procedure.
At inter-system change from S1 mode to N1 mode in 5GMM-IDLE mode, the UE shall:
a)	enter substate 5GMM-REGISTERED.NORMAL-SERVICE and substate EMM-REGISTERED.NO-CELL-AVAILABLE;
b)	map the default EPS bearer context(s) of the PDN connection(s) which the UE intends to transfer to 5GS, if any, to the corresponding PDU session(s) as specified in subclause 6.1.4.2; and
c)	initiate the registration procedure for mobility and periodic registration update indicating "mobility registration updating" in the 5GS registration type IE of the REGISTRATION REQUEST message (see subclause 5.5.1.3).
After having successfully registered in N1 mode the UE shall reset the registration attempt counter and the attach attempt counter (see 3GPP TS 24.301 [15]) and:
a)	if the UE supports the PDU session establishment procedure with request type set to "existing PDU session" to transfer a PDN connection from S1 mode to N1 mode and the UE has received an "interworking without N26 interface supported" indication from the network, attempt to transfer the PDN connection(s) which the UE intends to transfer to 5GS, if any, from S1 mode to N1 mode by initiating the PDU session establishment procedure with request type set to "existing PDU session"; and
b)	otherwise, establish PDU session(s) corresponding to the PDN connection(s) which the UE intends to transfer to 5GS, if any, by initiating the PDU session establishment procedure with request type set to "initial request".
See subclause 5.1.4.3 for coordination between 5GMM and EMM and subclause 6.1.4.2 for coordination between 5GSM and ESM.
[TS 38.331, clause 5.3.11]
UE shall:
1>	reset MAC;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop all timers that are running except T320 and T325;
1>	discard the UE Inactive AS context;
1>	set the variable pendingRnaUpdate to false, if that is set to true;
1>	discard the KgNB, the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if any;
1>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	enter RRC_IDLE and perform cell selection as specified in TS 38.304 [20], except if going to RRC_IDLE was triggered by selecting an inter-RAT cell while T311 was running;
1>	if going to RRC_IDLE was triggered by reception of the RRCRelease message including a waitTime:
2>	start timer T302 with the value set to the waitTime;
2>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2'.
11.1.6.3	Test description
11.1.6.3.1	Pre-test conditions
System Simulator:
-	2 cells
-	NR Cell 1 as defined in TS 38.508-1 [4] Table 4.4.2-3. System information combination NR-6 as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2.
-	E-UTRA Cell 1 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 31 as defined in TS 36.508 [7], sub-clause 4.4.3.1.1.
-	Power levels are constant and as defined in Tables 11.1.6.3.1-1/2.
Table 11.1.6.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



Table 11.1.6.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



UE:
None.
Preamble:
-	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established.
-	The UE is switched-off.
-	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), in accordance with the procedure described in TS 38.508-1 [4], with one IMS PDU session on NR Cell 1, Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned and security context established.
11.1.6.3.2	Test procedure sequence
Table 11.1.6.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Set the power levels according to “T0” as per Table 11.1.6.3.1-1/2.Void
	-
	-
	-
	-

	-
	EXCEPTION: Uless otherwise stated the following messages are exchange on NR Cell 1.
	-
	-
	-
	-

	2
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	3
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	4
	The SS transmits an RRCSetup message.
	<--
	NR RRC: RRCSetup
	-
	-

	5
	The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message.
	-->
	NR RRC: RRCSetupComplete
5GMM: SERVICE REQUEST
	-
	-

	5A
	Set the power levels according to “T0” as per Table 11.1.6.3.1-1/2.
	-
	-
	-
	-

	6
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	-
	EXCEPTION: The following message was sent on E-UTRA Cell 1.
	-
	-
	-
	-

	7
	UE transmits an RRCConnectionRequest message.
	-->
	RRC: RRCConnectionRequest
	-
	-

	8
	SS transmits an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup
	-
	-

	-
	EXCEPTION: Steps 8a1 to 8b3 describe behaviour that depends on the UE implementation; the "lower case letter" identifies a step sequence that take place depending on the UE implementation.
	-
	-
	-
	-

	8a1
	If the UE tries to preserve the IP address of the PDN connection then check does the UE transmits an ATTACH REQUEST message?
	-->
	RRC: RRCConnectionSetupComplete NAS: ATTACH REQUEST
	1
	P

	8b1
	Else check: does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	RRC: RRCConnectionSetupComplete NAS: TRACKING AREA UPDATE REQUEST
	1
	P

	8b2
	The SS transmites a TRACKING AREA UPDATE REJECT message to UE.
	<--
	RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE REQUEST REJECT
	-
	-

	8b3
	The UE transmits an ATTACH REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: ATTACH REQUEST
	-
	-

	9-20
	Steps 5 to 16 of the generic test procedure for UE registration (TS 36.508 [7] Table 4.5.2.3-1).
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 21 to 29 the UE may perform IMS re-registration on EUTRAN as per steps as defined in defined in 34.229-1 [35] subclause C.46 using the message “REGISTER” with condition A31. 34.229-1 [35] subclause C.46.
	-
	-
	-
	-

	21-28
	Steps 7-14 from the Generic Test Procedure for MTSI MT speech call establishment (TS 36.508 [7] table 4.5A.7.3-1) are performed.
	-
	-
	-
	-

	29
	Check: Does the UE transmit an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message?
	-->
	RRC: ULInformationTransfer
NAS:ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	1
	P

	30-40
	Steps 16-26 from the Generic Test Procedure for MTSI MT speech call establishment (TS 36.508 [7] table 4.5A.7.3-1) are performed.
	-
	-
	-
	-

	41
	The SS waits 1 second.
	-
	-
	-
	-

	42
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.33.
	-
	-
	-
	-



11.1.6.3.3	Specific message contents
Table 11.1.6.3.3-0: REGISTRATION ACCEPT (preamble; step 14, TS 38.508-1 [4], Table 4.5.2.2-2)
	Derivation path: TS 38.508-1 [4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	5GS network feature support
	‘0100 0001 0000 0000’B
	Interworking without N26 interface supported
	



Table 11.1.6.3.3-1: RRCRelease (step 6, table 11.1.6.3.2-1)
	Derivation path: TS 38.508-1 [4] Table Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo CHOICE {
	
	
	

	        eutra SEQUENCE {
	
	
	

	          eutraFrequency
	Downlink EARFCN of cell 1
	
	

	          cnType
	epc
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.6.3.3-1A: ATTACH REQUEST (step 8a1, table 11.1.6.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to active PDU sessions which the UE intends to transfer to EPS.
	
	



Table 11.1.6.3.3-1B: PDN CONNECTIVITY REQUEST (step 8a1, table 11.1.6.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0
	No EPS bearer identity assigned
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'010'B
	Handover
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	Protocol configuration options
	PDU session ID of 5GS  PDU session
	
	



Table 11.1.6.3.3-2: TRACKING AREA UPDATE REQUEST (step 8b1, table 11.1.6.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-27, condition NR.

	Information Element
	Value/Remark
	Comment
	Condition

	"Active" flag
	0001
	Bearer Establishment requested
	

	EPS bearer context status
	Present
	EBI corresponding to active PDU Sessions need to be set to 1
	

	NAS key set identifier
	KSIASME that was created when the UE last registered to EPC E-UTRA
	
	

	Old GUTI
	GUTI, mapped from the 5G-GUTI assigned at the initial registration when the UE entered N1
	
	

	Last visited registered TAI
	The TAI the last visited E-UTRA Cell belonged to, if any. Not included if the UE does not have last stored EPC TAI.
	
	

	Old GUTI type
	"Native GUTI"
	
	

	UE status
	"UE is in 5GMM-REGISTERED state"
	
	



Table 11.1.6.3.3-3: TRACKING AREA UPDATE REJECT (step8b2, table 11.1.6.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-26.

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	 ‘0000 1001’B
	#9 "UE identity cannot be derived by the network"
	



Table 11.1.6.3.3-4: ATTACH REQUEST (step 8b3, table 11.1.6.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-4.

	Information Element
	Value/Remark
	Comment
	Condition

	IMSI
	IMSI of the UE
	
	



[bookmark: _Toc21103524]11.1.7	Emergency call setup from NR RRC_IDLE / Emergency Services Fallback to EPS with redirection / Single registration mode with N26 interface / Success
11.1.7.1	Test Purpose (TP)
(1)
with { UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface not supported", and, the UE in NR RRC_IDLE state }
ensure that {
  when { User initiates an Emergency call and the UE completes Access control and checking in 5GMM-IDLE mode }
    then { UE requests the establishment of an Emergency call by transmitting an RRCSetupRequest message with establishmentCause set to 'emergency', and, a SERVICE REQUEST message with Service type set to 'emergency services fallback' }
            }

(2)
with { UE is NR RRC_CONNECTED state after having requested a MMTEL call establishment and the MO IMS voice session establishment has been initiated }
ensure that {
  when { UE receives a RRCRelease message which includes redirectedCarrierInfo indicating redirection with cnType=epc }
    then { UE selects the E-UTRA cell, performs a TAU procedure, and, successfully completes the Emergency call setup in EPS }
            }

11.1.7.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.501 [22], subclauses 5.6.1.1, 5.6.1.2, 5.6.1.4; TS 23.502 [31], subclause 4.13.4.2; TS 24.301 [21], subclauses 4.4.2.3, 5.5.3.2.2 and TS 24.229 subclause U.2.2.6.4. Unless otherwise stated these are Rel-15 requirements.
NOTE:	Conformance requirements in regard to establishing an emergency call in EPS are not provided. This can be found in IMS Emergency tests specified in TS 36.523-1 [13].
[TS 24.501, subclause 5.6.1.1]
The UE shall invoke the service request procedure when:
...
h)	the UE, in 5GMM-IDLE, 5GMM-CONNECTED mode over 3GPP access, or 5GMM-CONNECTED mode with RRC inactive indication, receives a request for emergency services fallback from the upper layer and performs emergency services fallback as specified in subclause 4.13.4.2 of 3GPP TS 23.502 [9]; or
[TS 24.501, subclause 5.6.1.2]
For case h) in subclause 5.6.1.1, the UE shall send a SERVICE REQUEST message with service type set to "emergency services fallback".
[TS 24.501, subclause 5.6.1.4]
For case h) in subclause 5.6.1.1, the UE shall treat the indication from the lower layers when the UE has changed to S1 mode or E-UTRA connected to 5GCN (see 3GPP TS 23.502 [9]) as successful completion of the procedure and stop timer T3517.
[TS 23.502, subclause 4.13.4.2]
The call flow in Figure 4.13.4.2-1 describes the procedure for emergency services fallback.


Figure 4.13.4.2-1: Emergency Services Fallback

1.	UE camps on E-UTRA or NR cell in the 5GS (in either CM_IDLE or CM_CONNECTED state).
2.	UE has a pending IMS emergency session request (e.g. voice) from the upper layers.
3.	If the AMF has indicated support for emergency services using fallback via the Registration Accept message for the current RAT, the UE sends a Service Request message indicating that it requires emergency services fallback.
...
5.	Based on the target CN indicated in message 4, one of the following procedures is executed by NG-RAN:
...
5b. NG-RAN initiates handover (see clause 4.11.1.2.1) or redirection to E-UTRAN connected to EPS. NG-RAN uses the security context provided by the AMF to secure the redirection procedure.
	If the redirection procedure is used either in 5a or 5b the target CN is also conveyed to the UE in order to be able to perform the appropriate NAS procedures (S1 or N1 Mode).
[TS 24.301, subclause 4.4.2.3]
Secure exchange of NAS messages via a NAS signalling connection is usually established by the MME during the attach procedure by initiating a security mode control procedure. After successful completion of the security mode control procedure, all NAS messages exchanged between the UE and the MME are sent integrity protected using the current EPS security algorithms, and except for the messages specified in subclause 4.4.5, all NAS messages exchanged between the UE and the MME are sent ciphered using the current EPS security algorithms.
...
During inter-system change from N1 mode to S1 mode in 5GMM-IDLE mode, if the UE is operating in the single-registration mode and:
1)	if the tracking area updating procedure is initiated as specified in 3GPP TS 24.501 [54], the UE shall transmit a TRACKING AREA UPDATE REQUEST message integrity protected with the current 5G NAS security context and the UE shall derive a mapped EPS security context (see subclause 8.6.1 of 3GPP TS 33.501 [56]). The UE shall include the eKSI indicating the 5G NAS security context value in the TRACKING AREA UPDATE REQUEST message.
	After receiving the TRACKING AREA UPDATE REQUEST message including the eKSI, the MME forwards the TRACKING AREA UPDATE REQUEST message to the source AMF, if possible, to obtain the mapped EPS security context from the AMF as specified in 3GPP TS 33.501 [56]. The MME re-establishes the secure exchange of NAS messages by either:
-	replying with a TRACKING AREA UPDATE ACCEPT message that is integrity protected and ciphered using the mapped EPS NAS security context. From this time onward, all NAS messages exchanged between the UE and the MME are sent integrity protected and except for the messages specified in subclause 4.4.5, all NAS messages exchanged between the UE and the MME are sent ciphered; or
[TS 24.301, subclause 5.5.3.2.2]
The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,
...
z)	when the UE performs inter-system change from N1 mode to S1 mode in EMM-IDLE mode, the UE operates in single-registration mode, and conditions specified in 3GPP TS 24.501 [54] apply;
...
zd)	when the UE performs inter-system change from N1 mode to S1 mode in EMM-CONNECTED mode.
For all cases except case b, the UE shall set the EPS update type IE in the TRACKING AREA UPDATE REQUEST message to "TA updating". For case b, the UE shall set the EPS update type IE to "periodic updating".
...
When initiating a tracking area updating procedure while in S1 mode, the UE shall use the current EPS NAS integrity key to integrity protect the TRACKING AREA UPDATE REQUEST message, unless the UE is performing inter-system change from N1 mode to S1 mode.
...
If a UE has established PDN connection(s) and uplink user data pending to be sent via user plane when it initiates the tracking area updating procedure, or uplink signalling not related to the tracking area updating procedure when the UE does not support control plane CIoT EPS optimization, it may also set an "active" flag in the TRACKING AREA UPDATE REQUEST message to indicate the request to establish the user plane to the network and to keep the NAS signalling connection after the completion of the tracking area updating procedure.
...
If the UE has a current EPS security context, the UE shall include the eKSI (either KSIASME or KSISGSN) in the NAS Key Set Identifier IE in the TRACKING AREA UPDATE REQUEST message. Otherwise, the UE shall set the NAS Key Set Identifier IE to the value "no key is available". If the UE has a current EPS security context, the UE shall integrity protect the TRACKING AREA UPDATE REQUEST message with the current EPS security context. Otherwise the UE shall not integrity protect the TRACKING AREA UPDATE REQUEST message.
...
For the case z and zd, the TRACKING AREA UPDATE REQUEST message shall be integrity protected using the 5GS security context available in the UE. The UE shall include a GUTI, mapped from 5G-GUTI (see 3GPP TS 23.501 [54] and 3GPP TS 23.003 [2]), in the Old GUTI IE in the TRACKING AREA UPDATE REQUEST message. In addition, the UE shall include Old GUTI type IE with GUTI set to "Native GUTI", and the UE shall include a UE status IE with a 5GMM registration status set to "UE is in 5GMM-REGISTERED state".
When the tracking area updating procedure is initiated in EMM-IDLE mode, the UE may also include an EPS bearer context status IE in the TRACKING AREA UPDATE REQUEST message, indicating which EPS bearer contexts are active in the UE. The UE shall include the EPS bearer context status IE in TRACKING AREA UPDATE REQUEST message:
-	...
-	for the case z; and
...
If the UE initiates the first tracking area updating procedure following an initial registration in N1 mode and the UE is operating in the single-registration mode, the UE shall include a UE radio capability information update needed IE in the TRACKING AREA UPDATE REQUEST message.
...
If the UE supports NB-S1 mode, Non-IP PDN type, or N1 mode, then the UE shall support the extended protocol configuration options IE.
For all cases except case b, if the UE supports the extended protocol configuration options IE, then the UE shall set the ePCO bit to "extended protocol configuration options supported" in the UE network capability IE of the TRACKING AREA UPDATE REQUEST message.
...
For all cases except case b, if the UE supports dual connectivity with NR, then the UE shall set the DCNR bit to "dual connectivity with NR supported" in the UE network capability IE of the TRACKING AREA UPDATE REQUEST message and shall include the UE additional security capability IE in the TRACKING AREA UPDATE REQUEST message.
...
For all cases except case b, if the UE supports N1 mode, the UE shall set the N1mode bit to "N1 mode supported" in the UE network capability IE of the TRACKING AREA UPDATE REQUEST message and shall include the UE additional security capability IE in the TRACKING AREA UPDATE REQUEST message.
[TS 24.229, subclause U.2.2.6.4]
NOTE:	This subclause covers only the case where the UE selects the IM CN subsystem in accordance with the conventions and rules specified in 3GPP TS 23.167 [4B] and describes the IP-CAN specific procedure. It does not preclude the use of CS domain. When a CS system based on 3GPP TS 24.008 [8] is to be used, clause B.5 applies.
When the UE operates in single-registration mode as described in 3GPP TS 24.501 [258] and the UE recognises that a call request is an emergency call, if:
1)	the IM CN subsystem is selected in accordance with the conventions and rules specified in 3GPP TS 23.167 [4B]; and
2)	the UE is currently registered to the 5GS services while the UE is in an NR cell connected to 5GCN;
then the following treatment is applied:
1)	if the EMC indicates "Emergency services not supported":
a)	if the UE supports emergency services fallback as specified in 3GPP TS 23.501 [257] and the emergency services fallback is available (i.e., "ESFB is Y" as described in 3GPP TS 23.167 [4B]), the UE shall attempt emergency services fallback as specified in 3GPP TS 24.501 [258]. If the UE receives from the lower layers an indication that the emergency services fallback attempt failed, the UE may behave as described in bullet b) below assuming that the emergency services fallback is not available;
…
11.1.7.3	Test description
11.1.7.3.1	Pre-test conditions
System Simulator:
-	2 cells
-	NR Cell 1 as defined in TS 38.508-1 [4] Table 4.4.2-3. System information combination NR-6 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2.
-	E-UTRA Cell 1 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 31 as defined in TS 36.508 [7], subclause 4.4.3.1.1.
-	Power levels are constant and as defined in Tables 11.1.7.3.1-1/2.
Table 11.1.7.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



Table 11.1.7.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-91
	



UE:
None.
Preamble:
-	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established
-	the UE is switched-off
-	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned and security context established.
11.1.7.2	Test procedure sequence
Table 11.1.7.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the power levels according to “T0” as per Table 11.1.7.3.1-1/2.Void
	-
	-
	-
	-

	-
	EXCEPTION: Unless otherwise stated the following messages are exchange on NR Cell 1.
	-
	-
	-
	-

	2
	Make the UE initiate an Emergency call.
	-
	-
	-
	-

	3
	Check: Does the UE transmit an RRCSetupRequest message with establishmentCause set to 'emergency'?
	-->
	NR RRC: RRCSetupRequest
	1
	P

	4
	The SS transmits an RRCSetup message.
	<--
	NR RRC: RRCSetup
	-
	-

	5
	Check: Does the UE transmit a SERVICE REQUEST message with Service type set to 'emergency services fallback'?
NOTE: The UE shall request 'emergency services fallback' when the AMF has indicated support for emergency services using fallback via the Registration Accept message for the current RAT as per TS 23.502 [31], subclause 4.13.4.2.
	-->
	NR RRC: RRCSetupComplete
5GMM: SERVICE REQUEST
	1
	P

	5A
	The SS transmits a SecurityModeCommand message.
	<--
	NR RRC: SecurityModeCommand
	-
	-

	5B
	The UE transmits a SecurityModeComplete message.
	-->
	NR RRC: SecurityModeComplete
	-
	-

	5C
	Set the power levels according to “T0” as per Table 11.1.7.3.1-1/2.
	-
	-
	-
	-

	6
	SS transmits RRCRelease message indicating redirection to E-UTRA Cell 1.
	<--
	NR RRC: RRCRelease
	
	

	-
	EXCEPTION: Unless otherwise stated the following messages are exchange on E-UTRA Cell 1.
	-
	-
	-
	-

	7
	The UE transmits an RRCConnectionRequest message with 'establishmentCause' set to 'emergency'.
	-->
	RRC: RRCConnectionRequest
	2
	P

	8-10b2
	Steps 2-4b2 from the Tracking area updating procedure as specified in TS 38.508-1 [4], Table 4.9.7.2.2-1 are performed (UE performs inter-system change from N1 to S1, mapped EPS NAS security context from the 5GC).
	-
	-
	-
	-

	10A-10D
	Steps 5-8 from the Generic Test Procedure for IMS Emergency call establishment in EUTRA: Normal Service as specified in TS 36.508 [7], Table 4.5A.4.3-1 are performed
	-
	-
	-
	-

	10E
	SS responds with TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC: DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	11
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE
	2
	P

	12-17
	Steps 9-14 from the Generic Test Procedure for IMS Emergency call establishment in EUTRA: Normal Service as specified in TS 36.508 [7], Table 4.5A.4.3-1 are performed.
	-
	-
	-
	-

	18-19
	Void
	
	
	
	

	20
	Check: Does the UE transmit an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message?
	-->
	RRC: ULInformationTransfer
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	2
	P

	21
	The SS waits 1 second.
	-
	-
	-
	-

	22
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.32.
	-
	-
	-
	-



11.1.7.3.3	Specific message contents
Table 11.1.7.3.3-1: REGISTRATION REQUEST (Preamble; TS 38.508-1 [4], Table 4.5.2.2-2)
	Derivation Path: TS 38.508-1 [4], Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GMM capability
	'0000 0xx1'
	S1 mode supported

x - not checked
	



Table 11.1.7.3.3-2: REGISTRATION ACCEPT (Preamble; TS 38.508-1 [4], Table 4.5.2.2-2)
	Derivation path: TS 38.508-1 [4], Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS network feature support
	
	
	

	  Emergency service support indicator for 3GPP access (EMC) (octet 3, bit 3 and bit 4)
	'00'
	Emergency services not supported
	

	  Emergency service fallback indicator for 3GPP access (EMF) (octet 3, bit 5 and bit 6)
	'01'
	Emergency services fallback supported in NR connected to 5GCN only
	



Table 11.1.7.3.3-3: RRCSetupRequest (step 3, table 11.1.7.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest SEQUENCE {
	
	
	

	    establishmentCause
	emergency
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.7.3.3-4: SERVICE REQUEST (step 5, table 11.1.7.3.2-1)
	Derivation path: TS 38.508-1 [4], Table 4.7.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	Service type
	'0100'B
	emergency services fallback
	



Table 11.1.7.3.3-5: RRCRelease (step 6, table 11.1.7.3.2-1)
	Derivation path: TS 38.508-1 [4], Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo CHOICE {
	
	
	

	        eutra SEQUENCE {
	
	
	

	          eutraFrequency
	Downlink EARFCN of E-UTRA Cell 1
	
	

	          cnType
	epc
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.7.3.3-6: RRCConnectionRequest (step 7, Table 11.1.7.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	emergency
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.7.3.3-7: Void
Table 11.1.7.3.3-8: Void

Table 11.1.7.3.3-8a: TRACKING AREA UPDATE ACCEPT (Step 10D, Table 11.1.7.3.2-1)
	Derivation Path: TS 36.508 [2], Table 4.7.2-24, condition NR.



Table 11.1.7.3.3-9: Message PDN CONNECTIVITY REQUEST (step 14, Table 11.1.7.3.2-1)
	Derivation Path: TS 36.508 [7], Table 4.7.2-1.

	Information Element
	Value/Remark
	Comment
	Condition

	Request type
	'0100'B
	emergency
	

	Access point name
	Not present
	
	



Table 11.1.7.3.3-10: Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 15, Table 11.1.7.3.2-1)
	Derivation path: TS 36.508 [7], Table 4.7.3-6 and table 4.6.1-8 with condition UM-DRB-ADD(2).

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	an additional EPS Bearer Id different from default EPS Bearer Id or/and any mapped EPS bearer
	
	

	Access point name
	sos
	APN value as recommended by IR.88 clause 6.4 [39]
	



11.1.8	MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / voiceFallbackIndication
11.1.8.1	Test Purpose (TP)
(1)
with { UE supporting both S1 mode and N1 mode and operating in single-registration mode, and, the Network has indicated "interworking without N26 interface not supported", and, the UE is in NR RRC_CONNECTED state after having established connection with establishmentCause set to 'mo-Data', then, the User initiates a MMTEL call, the MO IMS voice session establishment has been initiated }
ensure that {
  when { UE receives a MobilityFromNRCommand message which includes targetRAT-Type set to eutra and with voiceFallbackIndication, and the UE does not succeed in establishing the connection to the target radio access technology }
    then { UE selects another suitable E-UTRA cell with starting a TAU procedure by using “mo-VoiceCall” as the establishment cause value in RRC Connection Request, and, UE successfully completes the MO MMTEL call in EPS }
            }

11.1.8.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 23.502, clauses 4.13.6.1, TS 24.501, clauses 4.8.2.2, 5.5.1.2.2, 5.5.1.2.4, 5.1.4.2 and 6.1.4.1, TS 38.331, clause 5.4.3.5. Unless otherwise stated these are Rel-16 requirements.
[TS 23.502, clause 4.13.6.1]
Figure 4.13.6.1-1 describes the EPS fallback procedure for IMS voice.
When the UE is served by the 5G System, the UE has one or more ongoing PDU Sessions each including one or more QoS Flows. The serving PLMN AMF has sent an indication towards the UE during the Registration procedure that IMS voice over PS session is supported, see clause 5.16.3.10 in TS 23.501 [2] and the UE has registered in the IMS. If N26 is not supported, the serving PLMN AMF sends an indication towards the UE during the Registration procedure that interworking without N26 is supported, see clause 5.17.2.3.1 in TS 23.501 [2].


Figure 4.13.6.1-1: EPS Fallback for IMS voice
1.	UE camps on NG-RAN in the 5GS and an MO or MT IMS voice session establishment has been initiated.
2.	Network initiated PDU Session modification to setup QoS flow for voice reaches the NG-RAN (see N2 PDU Session Request in clause 4.3.3).
3.	NG-RAN is configured to support EPS fallback for IMS voice and decides to trigger fallback to EPS, taking into account UE capabilities, indication from AMF that "Redirection for EPS fallback for voice is possible" (received as part of initial context setup as defined in TS 38.413 [10]), network configuration (e.g. N26 availability configuration) and radio conditions. If NG-RAN decides not to trigger fallback to EPS, then the procedure stops here and following steps are not executed.
	NG-RAN may initiate measurement report solicitation from the UE including E-UTRAN as target.
NOTE 1:	If AMF has indicated that "Redirection for EPS fallback for voice is not possible", then AN Release via inter-system redirection to EPS is not performed in step 5.
4.	NG-RAN responds indicating rejection of the PDU Session modification to setup QoS flow for IMS voice received in step 2 by PDU Session Modification Response message towards the PGW-C+SMF (or H-SMF+P-GW-C via V-SMF, in the case of home routed roaming scenario) via AMF with an indication that mobility due to fallback for IMS voice is ongoing. The PGW-C+SMF maintains the PCC rule(s) associated with the QoS Flow(s) and reports the EPS Fallback event to the PCF if PCF has subscribed to this event.
5.	NG-RAN initiates either handover (see clause 4.11.1.2.1), or AN Release via inter-system redirection to EPS (see clause 4.2.6 and clause 4.11.1.3.2), taking into account UE capabilities. The PGW-C+SMF reports change of the RAT type if subscribed by PCF as specified in clause 4.11.1.2.1, or clause 4.11.1.3.2.6.	When the UE is connected to EPS, either 6a or 6b is executed
6a.	In the case of 5GS to EPS handover, see clause 4.11.1.2.1, and in the case of inter-system redirection to EPS with N26 interface, see clause 4.11.1.3.2. In either case the UE initiates TAU procedure; or
6b.	In the case of inter-system redirection to EPS without N26 interface, see clause 4.11.2.2. If the UE supports Request Type flag "handover" for PDN connectivity request during the attach procedure as described in clause 5.3.2.1 of TS 23.401 [13] and has received the indication that interworking without N26 is supported, then the UE initiates Attach with PDN connectivity request with request type "handover".
	In inter-system redirection, the UE uses the emergency indication in the RRC message as specified in clause 6.2.2 of TS 36.331 [16] and E-UTRAN provides the emergency indication to MME during Tracking Area Update or Attach procedure. For the handover procedure see clause 4.11.1.2.1, step 1.
7.	After completion of the mobility procedure to EPS or as part of the 5GS to EPS handover procedure (see clause 4.11.1.2.1), the SMF/PGW re-initiates the setup of the dedicated bearer(s) for the maintained PCC rule(s) in step 4 including of the dedicated bearer for IMS voice, mapping the 5G QoS to EPC QoS parameters. The PGW-C+SMF behaves as specified in clause 4.9.1.3.1. The PGW-C+SMF reports about Successful Resource Allocation and Access Network Information if subscribed by PCF.
The IMS signalling related to IMS voice call establishment continues after step 1 as specified in the TS 23.228 [55].
At least for the duration of the voice call in EPS the E-UTRAN is configured to not trigger any handover to 5GS.
[TS 24.501, clause 4.8.2.2]
See subclause 5.1.4.2 for coordination between 5GMM and EMM and subclause 6.1.4.1 for coordination between 5GSM and ESM.
[TS 24.501, clause 5.5.1.2.2]
If the UE supports S1 mode, the UE shall:
-	set the S1 mode bit to "S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message;
-	include the S1 UE network capability IE in the REGISTRATION REQUEST message; and
-	if the UE supports sending an ATTACH REQUEST message containing a PDN CONNECTIVITY REQUEST message with request type set to "handover" to transfer a PDU session from N1 mode to S1 mode, set the HO attach bit to "attach request message containing PDN connectivity request with request type set to handover to transfer PDU session from N1 mode to S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message.
[TS 24.501, clause 5.5.1.2.4]
	If the UE included S1 mode supported indication in the REGISTRATION REQUEST message, the AMF supporting interworking with EPS shall set the IWK N26 bit to either:
a)	"interworking without N26 interface not supported" if the AMF supports N26 interface ; or
b)	"interworking without N26 interface supported" if the AMF does not support N26 interface
in the 5GS network feature support IE in the REGISTRATION ACCEPT message.
The UE supporting S1 mode shall operate in the mode for interworking with EPS as follows:
a)	if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 interface not supported", the UE shall operate in single-registration mode;
b)	if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 interface supported" and the UE supports dual-registration mode, the UE may operate in dual-registration mode; or
NOTE 3:	The registration mode used by the UE is implementation dependent.
c)	if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 interface supported" and the UE only supports single-registration mode, the UE shall operate in single-registration mode.
The UE shall treat the received interworking without N26 interface indicator for interworking with EPS as valid in the entire PLMN and its equivalent PLMN(s).
The network informs the UE about the support of specific features, such as IMS voice over PS session, emergency services or emergency services fallback, in the 5GS network feature support information element. In a UE with IMS voice over PS session capability, the IMS voice over PS session indicator, the Emergency services support indicator, and the Emergency services fallback indicator shall be provided to the upper layers. The upper layers take the IMS voice over PS session indicator into account when selecting the access domain for voice sessions or calls. When initiating an emergency call, the upper layers also take the IMS voice over PS session indicator, the Emergency services support indicator, and the Emergency services fallback indicator into account for the access domain selection.
[TS 24.501, clause 5.1.4.2]
At inter-system change from N1 mode to S1 mode when there is at least one active PDU session for which interworking with EPS is supported as specified in subclause 6.1.4.1, the UE shall enter substates EMM-REGISTERED.NORMAL-SERVICE and 5GMM-REGISTERED.NO-CELL-AVAILABLE and initiate a tracking area updating procedure (see 3GPP TS 24.301 [15]).
[TS 24.501, clause 6.1.4.1]
Upon inter-system change from N1 mode to S1 mode, the UE shall create the default EPS bearer context and the dedicated EPS bearer context(s) based on the parameters of the mapped EPS bearer contexts or the associations between QoS flow and mapped EPS bearer in the PDU session, if available. The EPS bearer identity assigned for the QoS flow of the default QoS rule becomes the EPS bearer identity of the default bearer in the corresponding PDN connection. If there is no EPS bearer identity assigned to the QoS flow of the default QoS rule, the UE shall release locally the PDU session. If there is no EPS bearer identity assigned to the QoS flow(s) which is not associated with the default QoS rule, the UE shall locally delete the QoS rules and the QoS flow level QoS parameters associated with the QoS flow(s). The UE uses the parameters from each PDU session for which interworking with EPS is supported to create corresponding default EPS bearer context and optionally dedicated EPS bearer context(s) as follows:
a)	the PDU session type of the PDU session shall be mapped to the PDN type of the default EPS bearer context as follows:
1)	the PDN type shall be set to "non-IP" if the PDU session type is "Ethernet" or "Unstructured";
2)	the PDN type shall be set to "IPv4" if the PDU session type is "IPv4";
3)	the PDN type shall be set to "IPv6" if the PDU session type is "IPv6"; and
4)	the PDN type shall be set to "IPv4v6" if the PDU session type is "IPv4v6";
b)	the PDU address of the PDU session shall be mapped to the PDN address of the default EPS bearer context as follows:
1)	the PDN address of the default EPS bearer context is set to the PDU address of the PDU session, if the PDU session type is "IPv4", "IPv6" or "IPv4v6"; and
2)	the PDN address of the default EPS bearer context is set to zero, if the PDU session type is "Ethernet" or "Unstructured";
c)	the DNN of the PDU session shall be mapped to the APN of the default EPS bearer context;
d)	the APN-AMBR and extended APN-AMBR received in the parameters of the default EPS bearer context of the mapped EPS bearer contexts shall be mapped to the APN-AMBR and extended APN-AMBR of the default EPS bearer context;
e)	for each PDU session in state PDU SESSION ACTIVE, PDU SESSION MODIFICATION PENDING or PDU SESSION INACTIVE PENDING the UE shall set the state of the mapped EPS bearer context(s) to BEARER CONTEXT ACTIVE; and
f)	for any other PDU session the UE shall set the state of the mapped EPS bearer context(s) to BEARER CONTEXT INACTIVE.
Additionally, for each mapped EPS bearer context or the association between QoS flow and mapped EPS bearer in the PDU session:
a)	the EPS bearer identity shall be set to the EPS bearer identity received in the mapped EPS bearer context, or the EPS bearer identity associated with the QoS flow;
b)	the EPS QoS parameters shall be set to the mapped EPS QoS parameters of the EPS bearer received in the mapped EPS bearer context, or the EPS QoS parameters associated with the QoS flow;
c)	the extended EPS QoS parameters shall be set to the mapped extended EPS QoS parameters of the EPS bearer received in the mapped EPS bearer context, or the extended EPS QoS parameters associated with the QoS flow; and
d)	the traffic flow template shall be set to the mapped traffic flow template of the EPS bearer received in the mapped EPS bearer context, or the stored traffic flow template associated with the QoS flow, if available.
After inter-system change from N1 mode to S1 mode, the UE shall associate the PDU session identity, the S-NSSAI, and the session-AMBR with the default EPS bearer context, and for each EPS bearer context mapped from one or more QoS flows, associate the QoS rule(s) for the QoS flow(s) and the QoS flow description(s) for the QoS flow(s) with the EPS bearer context.
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the PDU session type of the PDU session until the PDN connection corresponding to the PDU session is released if the UE supports non-IP PDN type and the PDU session type is "Ethernet" or "Unstructured".
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the always-on PDU session indication.
After inter-system change from N1 mode to S1 mode, the UE and the SMF shall maintain the maximum number of supported packet filters until the PDN connection corresponding to the PDU session is released.
[TS 38.331, clause 5.4.3.5]
The UE shall:
1>	if the UE does not succeed in establishing the connection to the target radio access technology:
2>	if the UE supports Radio Link Failure Report for Inter-RAT MRO:
3>	store handover failure information in VarRLF-Report according to 5.3.10.5;
2>	if voiceFallbackIndication is included in the MobilityFromNRCommand message:
3>	attempt to select an E-UTRA cell:
4>	if a suitable E-UTRA cell is selected:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
11.1.8.3	Test Description
11.1.8.3.1	Pre-test conditions
System Simulator:
-	3 cells
-	NR Cell 1 as defined in TS 38.508-1 [4] Table 4.4.2-3. System information combination NR-6 as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2.
-	E-UTRA Cell 1 and Cell 2 as defined in TS 36.508 [7] Table 4.4.2-2. System information combination 31 as defined in TS 36.508 [7], sub-clause 4.4.3.1.1.
-	N26 interface is configured.
-	Power levels are constant and as defined in Tables 11.1.8.3.1-1/2.
Table 11.1.8.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 2
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	-
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	"Off"
	-91
	



Table 11.1.8.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 2
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	"Off"
	-91
	



UE:
None.
Preamble:
-	With E-UTRA Cell 1 "Serving cell", E-UTRA Cell 2 "Non-suitable "Off" cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E -UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established.
-	The UE is switched-off.
-	With E-UTRA Cell 1 "Non-suitable "Off" cell", E-UTRA Cell 2 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR) with at least one IMS PDU session on NR Cell 1, in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned.
11.1.8.3.2	Test procedure sequence
Table 11.1.8.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	Set the power levels according to “T0” as per Table 11.1.8.3.1-1/2.Void
	-
	-
	-
	-

	-
	The following messages are to be observed on NR Cell 1 unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	3
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	4-9
	Steps 3 to 8 of the NR RRC_CONNECTED procedure in TS 38.508-1 [4] Table 4.5.4.2-3 are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	10
	Set the power levels according to “T0” as per Table 11.1.8.3.1-1/2.
	-
	-
	-
	-

	11
	Make the UE attempt an MTSI MO Speech Call.
	
	
	
	

	12-16
	Steps 1-5 of the MTSI MO speech call for 5GS procedure according to TS 34.229-5 [41] subclause A.9.1 take place.
	-
	-
	-
	-

	17
	The SS transmits a MobilityFromNRCommand message which includes target eutra cell set to E-UTRA Cell 1 according to 38.508-1 [4] Table 4.6.1-8.
	<--
	NR RRC: MobilityFromNRCommand
	-
	-

	-
	The following messages are to be observed on E-UTRA Cell 2 unless explicitly stated otherwise.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an RRCConnectionRequest message on E-UTRA cell 2?
	-->
	RRC: RRCConnectionRequest
	1
	P

	19-23
	UE performs generic procedure as defined in TS 38.508-1 [4], Table 4.9.7.2.2-1 Steps 2-6 for N1 to S1 Inter mode change with condition ‘connected without release’ & ‘mapped 5G security context’.
	-
	-
	-
	-

	24-27
	Generic Test Procedure as defined in Steps 5-8 of TS 36.508-1 [4] Table 4.5A.6.3-1 is performed to establish radio bearer corresponding to IMS PDN.
	-
	-
	-
	-

	28
	The SS configures a new RLC-UM data radio bearer with condition DRB (0,1), associated with the dedicated EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message. EPS bearer context #4 (QCI 1) according to TS 36.508 [7] Table 6.6.2-1: Reference dedicated EPS bearer contexts.
Reference dedicated EPS bearer contexts is to establish the dedicated EPS bearer context on IMS PDN.
	<--
	RRC: RRCConnectionReconfiguration
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 291-3 below, the steps specified in table 11.1.8.3.2-2 will take place.
	-
	-
	-
	-

	29
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRC: RRCConnectionReconfigurationComplete
	-
	-

	30
	The UE transmits an ULInformationTransfer message including the ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer
NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	31
	The SS waits 1 second for call duration.
	-
	-
	-
	-

	32
	Release IMS Call as specified in the generic procedure in TS 34.229-1 [35] subclause C.32.
	-
	-
	-
	-



Table 11.1.8.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	EXCEPTION:	Steps 1a1 to 1a7 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	1a1-1a2
	The UE performs IMS re-registration on EUTRAN as per steps 1-2 as defined in TS 34.229-1 [35] C.46.
	-
	-
	-
	-

	1a3-1a6
	Steps 1-4 clause A.9.2 “EPS Fallback for Voice Call / steps after fallback / 5GS” of TS 34.229-5 [41] take place.
	-
	-
	-
	-

	1a7
	Check: Does the UE send an ACK to acknowledge receipt of the 200 OK for INVITE?
	-->
	SIP: ACK
	1
	P



11.1.8.3.3	Specific message contents
Table 11.1.8.3.3-1: REGISTRATION REQUEST (preamble)
	Derivation Path: 38.508-1 [4] Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GMM capability
	
	
	

	  S1 mode
	'1'B
	S1 mode supported
	

	S1 UE network capability
	Present but contents not checked
	
	



Table 11.1.8.3.3-2: REGISTRATION ACCEPT (preamble)
	Derivation Path: 38.508-1 [4] Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS network feature support
	
	
	

	  IMS- VoPS-3GPP
	'1'B
	IMS voice over PS session supported over 3GPP access
	

	  IWK N26
	'0'B
	Interworking without N26 interface not supported
	



Table 11.1.8.3-3: Void

Table 11.1.8.3.3-4: MobilityFromNRCommand (step 17, Table 11.1.8.3.2-1)
	Derivation Path: 38.508-1 [4] Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromNRCommand::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    mobilityFromNRCommand ::= SEQUENCE {
	
	
	

	        targetRAT-Type
	eutra
	
	

	              targetRAT-MessageContainer
	RRCConnectionReconfiguration
	
	

	              nas-SecurityParamFromNR
	8 LSB of the downlink NAS COUNT
	
	

	              nonCriticalExtension {
	
	
	

	                  voiceFallbackIndication-r16
	true
	
	

	           }
	
	
	

	       }
	
	
	

	    }
	
	
	

	}
	
	
	



Table 11.1.8.3.3-5: RRCConnectionReconfiguration (Table 11.1.8.3.3-4)
	Derivation Path: 36.508-1 Table 4.6.1-8 condition HO-TO-EUTRA(n,0)



Table 11.1.8.3.3-6: RRCConnectionRequest (step 18, table 11.1.8.3.2-1)
	Derivation path: 36.508-1 Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        s-TMSI
	Any allowed value
	
	

	      }
	
	
	

	      establishmentCause
	mo-VoiceCall-v1280
	mo-VoiceCall
	

	      spare
	Present but contents not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



11.1.9	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / voiceFallbackIndication
11.1.9.1	Test Purpose (TP)
(1)
with { UE being in NR RRC_CONNECTED state after having requested an MMTEL call establishment and the MO IMS voice session establishment has been initiated }
ensure that {
  when { UE receives an RRCRelease message which includes redirectedCarrierInfo indicating redirection to E-UTRA and with voiceFallbackIndication }
    then {UE selects the E-UTRA cell, uses “mo-VoiceCall” as the establishment cause value in RRC Connection Request, performs a TAU procedure, and, successfully completes the MMTEL call setup in EPS }
            }

11.1.9.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 24.501, clauses 4.5.4.1; TS 38.331, clause 5.3.8.3, 5.3.11. Unless otherwise stated these are Rel-16 requirements.
[TS 24.501, clause 4.5.4.1]
When the UE is in 5GMM-IDLE mode or 5GMM-IDLE mode with suspend indication, upon receiving a request from the upper layers for an access attempt, the NAS shall categorize the access attempt into access identities and an access category following:
a)	subclause 4.5.2, table 4.5.2.1 and table 4.5.2.2, and subclause 4.5.3, if the UE is not operating in SNPN access mode; or
b)	subclause 4.5.2A, table 4.5.2A.1 and table 4.5.2A.2, and subclause 4.5.3, if the UE is operating in SNPN access mode,
and provide the applicable access identities and the access category to the lower layers for the purpose of access control checking. In this request to the lower layer the NAS can also provide to the lower layer the RRC establishment cause determined as specified in subclause 4.5.6 of this specification.
NOTE 1:	The access barring check is performed by the lower layers.
NOTE 2:	As an implementation option, the NAS can provide the RRC establishment cause to the lower layers after being informed by the lower layers that the access attempt is allowed.
If the UE has uplink user data pending for one or more PDU sessions when it builds a REGISTRATION REQUEST or SERVICE REQUEST message as initial NAS message, the UE shall indicate the respective PDU sessions in the Uplink data status IE as specified in subclause 5.5.1.3.2 and 5.6.1.2.1, regardless of the access category for which the access barring check is performed.
If the UE is registered for 5GS services with control plane CIoT 5GS optimization has uplink user data pending for one or more PDU sessions when it builds a CONTROL PLANE SERVICE REQUEST message as initial NAS message, the UE shall indicate the respective PDU sessions as specified in subclause 5.6.1.2.2, regardless of the access category for which the access barring check is performed.
NOTE 3:	The UE indicates pending user data for all the respective PDU sessions, even if barring timers are running for some of the corresponding access categories.
If the lower layers indicate that the access attempt is allowed, the NAS shall initiate the procedure to send the initial NAS message for the access attempt.
[TS 38.331, clause 5.3.8.3]
The UE shall:
1>	delay the following actions defined in this sub-clause 60 ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;
1>	stop timer T380, if running;
1>	stop timer T320, if running;
1>	if timer T316 is running;
2>	stop timer T316;
2>	clear the information included in VarRLF-Report, if any;
1>	stop timer T350, if running;
1>	if the AS security is not activated:
2>	ignore any field included in RRCRelease message except waitTime;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:
2>	if cnType is included:
3>	after the cell selection, indicate the available CN Type(s) and the received cnType to upper layers;
NOTE 1:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.
2>	if voiceFallbackIndication is included:
3>	consider the RRC connection release was for EPS fallback for IMS voice (see TS 23.502 [43]);
[TS 38.331, clause 5.3.11]
UE shall:
1>	reset MAC;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop all timers that are running except T320 and T325;
1>	discard the UE Inactive AS context;
1>	set the variable pendingRnaUpdate to false, if that is set to true;
1>	discard the KgNB, the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if any;
1>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs;
1>	indicate the release of the RRC connection to upper layers together with the release cause;
1>	enter RRC_IDLE and perform cell selection as specified in TS 38.304 [20], except if going to RRC_IDLE was triggered by selecting an inter-RAT cell while T311 was running;
1>	if going to RRC_IDLE was triggered by reception of the RRCRelease message including a waitTime:
2>	start timer T302 with the value set to the waitTime;
2>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2'.
11.1.9.3	Test description
11.1.9.3.1	Pre-test conditions
System Simulator:
-	2 cells
-	NR Cell 1 is configured according to TS 38.508-1 [4] Table 4.4.2-3 and is connected to 5GC.
-	E-UTRA Cell 1 is configured to TS 36.508 [7] Table 4.4.2-2 and is connected to EPC.
-	System information for the NR Cell 1 in accordance with combination NR-6 in TS 38.508-1 [4] sub-clause 4.4.3.1.2, and, for the E-UTRA Cell 1 in accordance with system information combination 31 as defined in TS 36.508 [7], subclause 4.4.3.1.1.
-	Power levels are constant and as defined in Tables 11.1.9.3.1-1/2.
Table 11.1.9.3.1-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-88
	
	

	
	RS EPRE
	dBm/15kHz
	
	-85
	



Table 11.1.9.3.1-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter name
	Unit
	NR Cell 1
	E-UTRA Cell 1
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/SCS
	-82
	-
	

	
	RS EPRE
	dBm/15kHz
	-
	-85
	



UE:
None.
Preamble:
	With E-UTRA Cell 1 "Serving cell" and NR Cell 1 "Non-suitable "Off" cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state RRC_IDLE using generic procedure parameters Connectivity (E-UTRA/EPC) and Unrestricted nr PDN (On) in accordance with the procedure described in TS 38.508-1 [4], clause 4.5.2. 4G GUTI and eKSI are assigned and security context established
	The UE is switched-off
	With E-UTRA Cell 1 "Non-suitable "Off" cell" and NR Cell 1 "Serving cell" in accordance with TS 38.508-1 [4], Table 6.2.2.1-3, the UE is brought to state 1N-A, RRC_IDLE Connectivity (NR), in accordance with the procedure described in TS 38.508-1 [4], Table 4.5.2.2-2. 5G-GUTI and ngKSI are assigned and security context established.
11.1.9.3.2	Test procedure sequence
Table 11.1.9.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	Set the power levels according to “T0” as per Table 11.1.9.3.1-1/2.Void
	-
	-
	-
	-

	1
	Make the UE attempt an MTSI MO Speech Call (Note 1).
	-
	-
	-
	-

	2
	UE sends NR RRCSetupRequest with EstablishmentCause set to ‘mo-VoiceCall’.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	3
	SS transmits an NR RRCSetup message
	<--
	NR RRC: RRCSetup
	-
	-

	4
	UE transmits an NR RRCSetupComplete message to confirm the successful completion of the connection establishment including initiation of 5GSM procedure by including the SERVICE REQUEST message with Service Type set to ‘data’.
	-->
	NR RRC: RRCSetupComplete 5GSM: SERVICE REQUEST
	-
	-

	5
	Set the power levels according to “T0” as per Table 11.1.9.3.1-1/2.
	-
	-
	-
	-

	6-7
	Void
	-
	-
	-
	-

	8
	Steps 5-8 of expected sequence from Table 4.5.4.2-3 as defined in TS 38.508-1 [4] are performed.
	-
	-
	-
	-

	9-13
	Steps 1-5 of expected sequence from A.9.1 as defined in TS 34.229-5 [41] are performed for setting up MTSI MO speech call - EPS fallback.
	-
	-
	-
	-

	14
	SS transmits RRCRelease message indicating redirection to E-UTRA Cell 1.
	<--
	NR RRC: RRCRelease
	-
	-

	-
	EXCEPTION: Unless otherwise stated all the messages below are transmitted on the cell specified in the test case.
	-
	-
	-
	-

	15
	The UE transmits an RRCConnectionRequest message on the cell specified in the test case.
	-->
	RRC: RRCConnectionRequest
	1
	P

	16-20
	UE performs generic procedure as defined in TS 38.508-1 [4], Table 4.9.7.2.2-1 Steps 2-6 for N1 to S1 Inter mode change with condition ‘connected without release’ & ‘mapped 5G security context’.
	-
	-
	-
	-

	21-24
	Generic Test Procedure as defined in Steps 5-8 of TS 36.508-1 [4] Table 4.5A.6.3-1 is performed to establish radio bearer corresponding to IMS PDN.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 25a1-25a2 describe a step sequence depending on UE implementation.
	-
	-
	-
	-

	25a1-25a2
	The UE may perform steps 1-2 according to TS 34.229-1 subclause C.46 to perform IMS re-registration on EUTRAN.
	-
	-
	-
	-

	26
	The SS configures a new RLC-UM data radio bearer with condition DRB (0,1), associated with the dedicated EPS bearer context. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message. EPS bearer context #4 (QCI 1) according to table 6.6.2-1: Reference dedicated EPS bearer contexts.
	<--
	RRC: RRCConnectionReconfiguration
NAS:
ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 27-28 the steps specified in table 11.1.9.3.2-2 will take place.
	-
	-
	-
	-

	27
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the dedicated EPS bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete
	-
	-

	28
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer
NAS:ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	1
	P

	29
	UE is triggered by MMI to release the call.
	-
	-
	-
	-

	30-33
	Follow the Test Steps 2-5 as defined in TS 34.229-1 [35] subclause C.32 for Generic test procedure for MO release of IMS call followed by EPS Bearer Deactivation.
	-
	-
	-
	-



Table 11.1.9.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-4
	Steps 1 to 4 of the the generic procedure “EPS Fallback for Voice Call / steps after fallback / 5GS” as defined in Appendix A.9.2 of TS 34.229-5 [41] take place.
	-
	-
	-
	-

	5
	Check: Does the UE perform step 5 of the generic procedure “EPS Fallback for Voice Call / steps after fallback / 5GS” as defined in Appendix A.9.2 of TS 34.229-5 [41] take place?
	-->
	SIP: ACK
	1
	P



11.1.9.3.3	Specific message contents
Table 11.1.9.3.3-1: RRCRelease (step 6, table 11.1.9.3.2-1)
	Derivation path: TS 38.508-1 [4] Table Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo CHOICE {
	
	
	

	        eutra SEQUENCE {
	
	
	

	          eutraFrequency
	Downlink EARFCN of cell 1
	
	

	          cnType
	epc
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    nonCriticalExtension {
	
	
	

	      nonCriticalExtension {
	
	
	

	        voiceFallbackIndication-r16
	true
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 11.1.9.3.3-2: RRCConnectionRequest (step 15, table 11.1.9.3.2-1)
	Derivation path: TS 36.508-1 Table Table 4.6.1-16

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        s-TMSI
	Any allowed value
	
	

	      }
	
	
	

	      establishmentCause
	mo-VoiceCall-v1280
	mo-VoiceCall
	

	      spare
	Present but contents not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
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<End of Change>

image1.emf
 

   

1  1  .   N  o  t i f y    R  e  q  u  e  s  t 

1  2  . N  o  t i f y    R  e  s  p  o  n  s  e  

0  .   U  E    i s    r e  g  i s  t e  r e  d    i n    5  G  S  

t 

4  . T  A  U   R  e  j e  c  t 

5  . A  t t a  c  h  R  e  q  u  e  s  t 

6  . A  t t a  c  h  R  e  q  u  e  s  t 

9  . U  p  d  a  t e    L  o  c  a  t i o  n    A  c  k  

N  G   R  A  N  

n  e  w  

M  M  E  

S  G  W  

P  G  W  -  C  +  

S  M  F  

e  N  o  d  e  B     

P  G  W  -  U  +  

U  P  F  

U  E  

H  S  S  +  

U  D  M  

1  .  T  r  i g  g  e  r     t  o     

s  t  a  r  t     T  A  U     

p  r  o  c  e  d  u  r  e  

8  .   U  p  d  a  t e    L  o  c  a  t i o  n    R  e  q  u  e  s  t 

o  l d  

A  M  F  

2  .   T  A  U    R  e  q  u  e  s  t 

3  .   T  A  U    R  e  q  u  e  s  

7  .     E  -  U  T  R  A  N     I  n  i t  i a  l    A  t  t  a  c  h      F  i g  u  r  e     5  .  3  .  2  .  -  1  ,     S  t  e  p  s     4  -  7  ,        i n           T  S     2  3  .  4  0  1  

-  2  4  ,        i n        T  S     2  3  .  4  0  1  [  x  ]   1  0  .     E  -  U  T  R  A  N     I  n  i t  i a  l    A  t  t  a  c  h      F  i g  u  r  e     5  .  3  .  2  .  -  1  ,     S  t  e  p  s     1  2  

1 4 . PGW - C+SMF  initiates release  for transferred PDU Session  

1  3  .     U  E     r  e  q  u  e  s  t  e  d     P  D  N     C  o  n  n  e  c  t  i v  i t  y     


oleObject1.bin


 







y







t







i







v







i







t







c







e







n







n







o







C







 







N







D







P







 







d







e







t







s







e







u







q







e







r







 







E







U







 







.







3







1







14. PGW-C+SMF initiates release for transferred PDU Session







2







1







 







s







p







e







t







S







 







,







1







-







.







2







.







3







.







5







 







e







r







u







g







i







F







 







h







c







a







t







t







A







 







l







a







i







t







i







n







I







 







N







A







R







T







U







-







E







 







.







0







1







]







x







[







1







0







4







.







3







2







 







S







T







 







 







n







i







 







 







,







4







2







-







1







0







4







.







3







2







 







S







T







 







 







 







n







i







 







 







,







7







-







4







 







s







p







e







t







S







 







,







1







-







.







2







.







3







.







5







 







e







r







u







g







i







F







 







h







c







a







t







t







A







 







l







a







i







t







i







n







I







 







N







A







R







T







U







-







E







 







.







7







s







e







u







q







e







R







 







U







A







T







 







.







3







t







s







e







u







q







e







R







 







U







A







T







 







.







2







F







M







A







d







l







o







t







s







e







u







q







e







R







 







n







o







i







t







a







c







o







L







 







e







t







a







d







p







U







 







.







8







e







r







u







d







e







c







o







r







p







 







U







A







T







 







t







r







a







t







s







 







o







t







 







r







e







g







g







i







r







T







.







1







M







D







U







+







S







S







H







E







U







F







P







U







+







U







-







W







G







P







 







B







e







d







o







N







e







F







M







S







+







C







-







W







G







P







W







G







S







E







M







M







w







e







n







N







A







R







G







N







k







c







A







 







n







o







i







t







a







c







o







L







 







e







t







a







d







p







U







.







9







t







s







e







u







q







e







R







h







c







a







t







t







A







.







6







t







s







e







u







q







e







R







h







c







a







t







t







A







.







5







t







c







e







j







e







R







U







A







T







.







4







t







S







G







5







 







n







i







 







d







e







r







e







t







s







i







g







e







r







 







s







i







 







E







U







 







.







0







e







s







n







o







p







s







e







R







 







y







f







i







t







o







N







.







2







1







t







s







e







u







q







e







R







 







y







f







i







t







o







N







 







.







1







1







 












image2.emf
 

UE  

AMF  

E - UTRAN  

MME  

NG RAN  

SGW  

PGW /    SMF / UPF  

PC F  

2.  NW initiated PDU session modification  to setup QoS flow for   IMS   voice  

3 .  Trigger for  fallback ,   optional  Measurement  Report Solicitation  

7 .  NW initiated PDN connection modification to setup dedicated bearer for voice  

6a .  TAU Procedure  

5. Redirection or Handover to EPS     

4 .  Reject   PDU se ssion modification  indicating IMS Voice Fallback in progress  

6b .  Attach with PDN connectivity request with request type "handover"  

8 .  IMS Voice session establishment continued  

  1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated    

IMS  


oleObject2.bin


7. NW initiated PDN connection modification to setup dedicated bearer for voice







8. IMS Voice session establishment continued







5. Redirection or Handover to EPS 











2. NW initiated PDU session modification to setup QoS flow for IMS voice







 1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated











PGW / 



SMF / UPF







SGW







IMS







PCF







6b. Attach with PDN connectivity request with request type "handover"







6a. TAU Procedure







4. Reject PDU session modification indicating IMS Voice Fallback in progress







3. Trigger for fallback, optional Measurement Report Solicitation







NG RAN







MME







E-UTRAN







AMF







UE












oleObject3.bin


7. NW initiated PDN connection modification to setup dedicated bearer for voice







8. IMS Voice session establishment continued







5. Redirection or Handover to EPS 











2. NW initiated PDU session modification to setup QoS flow for IMS voice







 1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated











PGW / 



SMF / UPF







SGW







IMS







PCF







6b. Attach with PDN connectivity request with request type "handover"







6a. TAU Procedure







4. Reject PDU session modification indicating IMS Voice Fallback in progress







3. Trigger for fallback, optional Measurement Report Solicitation







NG RAN







MME







E-UTRAN







AMF







UE












oleObject4.bin


7. NW initiated PDN connection modification to setup dedicated bearer for voice







8. IMS Voice session establishment continued







5. Redirection or Handover to EPS 











2. NW initiated PDU session modification to setup QoS flow for IMS voice







 1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated











PGW / 



SMF / UPF







SGW







IMS







PCF







6b. Attach with PDN connectivity request with request type "handover"







6a. TAU Procedure







4. Reject PDU session modification indicating IMS Voice Fallback in progress







3. Trigger for fallback, optional Measurement Report Solicitation







NG RAN







MME







E-UTRAN







AMF







UE












image3.emf
 

   

1  6  .    Update Location ACK  

15 . Nudm_UE CM_DeregistrationNotification  

UE   eNB   MME   S  -  GW  

2  .    TAU   

request  

NG  -  RAN   AMF  

P  -  GW  -  C  /  

SMF  

P  -  GW  -  U  /  

UPF  

4  .    Context   

Request  

5  a  .    Nsmf   _  PDUSession   _   ContextReq   uest   5  b  .    Nsmf   _  PDUSession   _  ContextRes   ponse   6  .    Context   

Response  

9  .  Create Session Request  

10  .    Modify   

bearer   

request  

Session   

Modification  

12  .    Modify   

bearer   

response  

13  .    Create Session Response  

17  .    TAU Accept  

18  .    TAU Complete  

19  .    P  -  GW initiated dedicated  bearer setup   ,    as needed  

HSS   /  UDM  

7  .    Authentication   /  Security   7  .    Authentication   /  Security  

3  .    TAU request  

8  .   Context Ack  

1  .    TAU   

trigger  

14    .  

11. N4  

Update Location  

5a.   Nsmf _PDUSessionContextRequest  

5b.  N 4 Session modification  

5c.   Nsmf _PDUSessionContextResponse  

15 a . Nudm_SDM_Unsubscribe  


oleObject5.bin


15a. Nudm_SDM_Unsubscribe







15. Nudm_UECM_DeregistrationNotification







5a.�Nsmf_PDUSessionContextRequest







5c.�Nsmf_PDUSessionContextResponse







ContextRes







Nsmf







ponse







_







PDUSession







_







. 







b







5







5b. N4 Session modification







ContextReq







uest







_







PDUSession







_







Nsmf







. 







a







5







. 







Context Ack







8







Security







/







Authentication







. 







7







Security







/







Authentication







. 







7







Request







Context 







. 







4







request







TAU 







. 







2







trigger







TAU 







. 







1







TAU request







. 







3







Response







Context 







. 







6







11. N4







.







14 







UDM







/







HSS







as needed







, 







GW initiated dedicated bearer setup







-







P







. 







19







TAU Complete







. 







18







TAU Accept







. 







17







Create Session Response







. 







13







response







bearer 







Modify 







. 







12







Modification







Session 







request







bearer 







Modify 







. 







10







Create Session Request







.







9







UPF







/







U







-







GW







-







P







SMF







/







C







-







GW







-







P







AMF







RAN







-







NG







GW







-







S







MME







eNB







UE







Update Location ACK







. 







6







1







Update Location







 












oleObject6.bin


 







y







t







i







v







i







t







c







e







n







n







o







C







 







N







D







P







 







d







e







t







s







e







u







q







e







r







 







E







U







 







.







3







1







14. PGW-C+SMF initiates release for transferred PDU Session







2







1







 







s







p







e







t







S







 







,







1







-







.







2







.







3







.







5







 







e







r







u







g







i







F







 







h







c







a







t







t







A







 







l







a







i







t







i







n







I







 







N







A







R







T







U







-







E







 







.







0







1







]







x







[







1







0







4







.







3







2







 







S







T







 







 







n







i







 







 







,







4







2







-







1







0







4







.







3







2







 







S







T







 







 







 







n







i







 







 







,







7







-







4







 







s







p







e







t







S







 







,







1







-







.







2







.







3







.







5







 







e







r







u







g







i







F







 







h







c







a







t







t







A







 







l







a







i







t







i







n







I







 







N







A







R







T







U







-







E







 







.







7







s







e







u







q







e







R







 







U







A







T







 







.







3







t







s







e







u







q







e







R







 







U







A







T







 







.







2







F







M







A







d







l







o







t







s







e







u







q







e







R







 







n







o







i







t







a







c







o







L







 







e







t







a







d







p







U







 







.







8







e







r







u







d







e







c







o







r







p







 







U







A







T







 







t







r







a







t







s







 







o







t







 







r







e







g







g







i







r







T







.







1







M







D







U







+







S







S







H







E







U







F







P







U







+







U







-







W







G







P







 







B







e







d







o







N







e







F







M







S







+







C







-







W







G







P







W







G







S







E







M







M







w







e







n







N







A







R







G







N







k







c







A







 







n







o







i







t







a







c







o







L







 







e







t







a







d







p







U







.







9







t







s







e







u







q







e







R







h







c







a







t







t







A







.







6







t







s







e







u







q







e







R







h







c







a







t







t







A







.







5







t







c







e







j







e







R







U







A







T







.







4







t







S







G







5







 







n







i







 







d







e







r







e







t







s







i







g







e







r







 







s







i







 







E







U







 







.







0







e







s







n







o







p







s







e







R







 







y







f







i







t







o







N







.







2







1







t







s







e







u







q







e







R







 







y







f







i







t







o







N







 







.







1







1







 












oleObject7.bin


7. NW initiated PDN connection modification to setup dedicated bearer for voice







8. IMS Voice session establishment continued







5. Redirection or Handover to EPS 











2. NW initiated PDU session modification to setup QoS flow for IMS voice







 1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated











PGW / 



SMF / UPF







SGW







IMS







PCF







6b. Attach with PDN connectivity request with request type "handover"







6a. TAU Procedure







4. Reject PDU session modification indicating IMS Voice Fallback in progress







3. Trigger for fallback, optional Measurement Report Solicitation







NG RAN







MME







E-UTRAN







AMF







UE












oleObject8.bin


 







y







t







i







v







i







t







c







e







n







n







o







C







 







N







D







P







 







d







e







t







s







e







u







q







e







r







 







E







U







 







.







3







1







14. PGW-C+SMF initiates release for transferred PDU Session







2







1







 







s







p







e







t







S







 







,







1







-







.







2







.







3







.







5







 







e







r







u







g







i







F







 







h







c







a







t







t







A







 







l







a







i







t







i







n







I







 







N







A







R







T







U







-







E







 







.







0







1







]







x







[







1







0







4







.







3







2







 







S







T







 







 







n







i







 







 







,







4







2







-







1







0







4







.







3







2







 







S







T







 







 







 







n







i







 







 







,







7







-







4







 







s







p







e







t







S







 







,







1







-







.







2







.







3







.







5







 







e







r







u







g







i







F







 







h







c







a







t







t







A







 







l







a







i







t







i







n







I







 







N







A







R







T







U







-







E







 







.







7







s







e







u







q







e







R







 







U







A







T







 







.







3







t







s







e







u







q







e







R







 







U







A







T







 







.







2







F







M







A







d







l







o







t







s







e







u







q







e







R







 







n







o







i







t







a







c







o







L







 







e







t







a







d







p







U







 







.







8







e







r







u







d







e







c







o







r







p







 







U







A







T







 







t







r







a







t







s







 







o







t







 







r







e







g







g







i







r







T







.







1







M







D







U







+







S







S







H







E







U







F







P







U







+







U







-







W







G







P







 







B







e







d







o







N







e







F







M







S







+







C







-







W







G







P







W







G







S







E







M







M







w







e







n







N







A







R







G







N







k







c







A







 







n







o







i







t







a







c







o







L







 







e







t







a







d







p







U







.







9







t







s







e







u







q







e







R







h







c







a







t







t







A







.







6







t







s







e







u







q







e







R







h







c







a







t







t







A







.







5







t







c







e







j







e







R







U







A







T







.







4







t







S







G







5







 







n







i







 







d







e







r







e







t







s







i







g







e







r







 







s







i







 







E







U







 







.







0







e







s







n







o







p







s







e







R







 







y







f







i







t







o







N







.







2







1







t







s







e







u







q







e







R







 







y







f







i







t







o







N







 







.







1







1







 












oleObject9.bin


7. NW initiated PDN connection modification to setup dedicated bearer for voice







8. IMS Voice session establishment continued







5. Redirection or Handover to EPS 











2. NW initiated PDU session modification to setup QoS flow for IMS voice







 1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated











PGW / 



SMF / UPF







SGW







IMS







PCF







6b. Attach with PDN connectivity request with request type "handover"







6a. TAU Procedure







4. Reject PDU session modification indicating IMS Voice Fallback in progress







3. Trigger for fallback, optional Measurement Report Solicitation







NG RAN







MME







E-UTRAN







AMF







UE












image4.emf
UE NG-RAN

AMF UPF EPS

1. UE camps in 5GS

3. Service Request

4. N2 request for 

Emergency fallback

5a. Inter-RAT Handover or RRC redirection to 5GC-connected E-UTRA

6. IMS procedures for establishment of IMS emergency session (e.g. voice)

2. User needs to make

Emergency Session

5b. Inter-system handover or RRC redirection to EPS

IMS


oleObject10.bin
UE


NG-RAN


AMF


UPF


EPS


1. UE camps in 5GS


2. User needs to make Emergency Session


3. Service Request


4. N2 request for Emergency fallback


5a. Inter-RAT Handover or RRC redirection to 5GC-connected E-UTRA


6. IMS procedures for establishment of IMS emergency session (e.g. voice)


5b. Inter-system handover or RRC redirection to EPS


IMS



image5.emf
 

UE  

AMF  

E - UTRAN  

MME  

NG RAN  

SGW  

PGW /    SMF / UPF  

PC F  

2.  NW initiated PDU session modification to setup QoS flow for   IMS   voice  

3 .  Trigger for  fallback ,   optional  Measurement  Report Solicitation  

7 .  NW initiated PDN connection modification to setup dedicated bearer for voice  

6a .  TAU Procedure  

5. Redirection or Handover to EPS     

4. Reject   PDU session modification  indicating IMS Voice Fallback in progress  

6b .  Attach with PDN connectivity request with request type "handover"  

  1. MO or MT IMS voice session in 5 GS; QoS flow for voice establishment initiated    

IMS  


oleObject11.bin


IMS







 1. MO or MT IMS voice session in 5GS; QoS flow for voice establishment initiated











6b. Attach with PDN connectivity request with request type "handover"







4. Reject PDU session modification indicating IMS Voice Fallback in progress







5. Redirection or Handover to EPS 











6a. TAU Procedure







7. NW initiated PDN connection modification to setup dedicated bearer for voice







3. Trigger for fallback, optional Measurement Report Solicitation







2. NW initiated PDU session modification to setup QoS flow for IMS voice







PCF







PGW / 



SMF / UPF







SGW







NG RAN







MME







E-UTRAN







AMF







UE












