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<<Unchaged sections skipped>>
H.3.1	RRC messages and information elements contents exceptions for NR measurement configuration
RRCReconfiguration
To setup NR Measurement Configuration.
Table H.3.1-1: RRCReconfiguration: NR measurement Configuration
	Derivation Path: TS 38.508-1 [14], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      measConfig
	MeasConfig-DEFAULT
	Measurements configuration
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



MeasConfig-DEFAULT
Configuration for NR measurement.
Table H.3.1-2: MeasConfig-DEFAULT: Configuration of NR measurement
	Derivation path: 38.508-1 [14] table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 n entryentries
	n=1 without condition
n=2 for INTER-FREQ OR INTER-RAT OR Deactivated SCell
	

	    measObjectId[1]
	1
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectNR
	MeasObjectNR-DEFAULT with Condition INTRA-FREQ MO
	
	

	    }
	
	
	

	    measObjectId[2]
	2
	
	INTER-FREQ OR INTER-RAT OR Deactivated SCell

	    measObject[2] CHOICE {
	
	
	

	      measObjectNR
	MeasObjectNR-DEFAULT with Condition INTER-FREQ MO
	
	INTER-FREQ

	      measObjectNR
	MeasObjectNR-DEFAULT with Condition Deactivated SCell
	
	Deactivated SCell

	      measObjectEUTRA
	MeasObjectEUTRA-DEFAULT
	
	INTER-RAT

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR-DEFAULT
	
	

	      reportConfigInterRAT
	ReportConfigInterRAT-DEFAULT
	
	INTER-RAT

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	MeasId
	
	

	    measObjectId[1]
	1
	
	

	
	2
	
	INTER-FREQ OR INTER-RAT OR Deactivated SCell

	    reportConfigId[1]
	ReportConfigId
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	
	QuantityConfig
	TS 38.508-1 Table 4.6.3-127
	L3 FILTERING NEEDED

	  measGapConfig
	MeasGapConfig-DEFAULT
	
	GAP NEEDED

	}
	
	
	



	Condition
	Explanation

	GAP NEEDED
	Measurement gap on the NR Cell is needed for measurement

	INTER-FREQ
	Configuration for inter-frequency NR measurement tests

	INTER-RAT
	Configuration for inter-RAT EUTRA measurement tests

	Deactivated SCell
	Configuration for measurement on deactivated SCell tests

	L3 FILTERING NEEDED
	L3 filtering is needed for measurement
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