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[Start of change]
[bookmark: _Toc21621449][bookmark: _Toc29297063][bookmark: _Toc36149254][bookmark: _Toc44092832][bookmark: _Toc44093381][bookmark: _Toc44094204][bookmark: _Toc44094483][bookmark: _Toc52295899][bookmark: _Toc59027605][bookmark: _Toc69328099]4.6.1.3	EN-DC FR1 event-triggered reporting with gap in non-DRX
4.6.1.3.1	Test purpose
To verify that the UE makes correct reporting of an event in non-DRX within EN-DC intra-frequency NR cell search requirements in TS 38.133 [6] clause 9.2. This test will partly verify the TDD intra-frequency cell search requirements.
4.6.1.3.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward supporting EN-DC, CSI-RS-based RLM and BWP operation without bandwidth restriction. This test applies to UE that support CSI-RS based RLM.
[Skip unchanged text]
[bookmark: _Toc21621452][bookmark: _Toc29297066][bookmark: _Toc36149257][bookmark: _Toc44092835][bookmark: _Toc44093384][bookmark: _Toc44094207][bookmark: _Toc44094486][bookmark: _Toc52295902][bookmark: _Toc59027608][bookmark: _Toc69328102]4.6.1.6	EN-DC FR1 event-triggered reporting with gap in non-DRX with SSB time index detection
4.6.1.6.1	Test purpose
[bookmark: _GoBack]To verify that the UE makes correct reporting of an event in non-DRX within EN-DC intra-frequency NR cell search requirements in TS 38.133 [6] clause 9.2. This test will partly verify the FDD intra-frequency cell search requirements. UE is required to report SSB time index.
4.6.1.6.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward supporting EN-DC, CSI-RS-based RLM and BWP operation without bandwidth restriction. This test applies to UE that support CSI-RS based RLM.
[End of change]
