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{Start of changes}
[bookmark: _Toc60823249][bookmark: _Toc60825171][bookmark: _Toc69306068][bookmark: _Toc69309830][bookmark: _Toc76020142][bookmark: _Toc20936806]4.5.7	Out of Coverage
4.5.7.1	Initiation
The SS shall:
1>	If sidelink is On
2>	use neither NR cell nor E-UTRA cell;
2>	use 1 GNSS simulator;
2>	use 1 simulated NR SL UE;
2>	perform the procedure according to the table 4.5.7.2-1: Out of Coverage (NR sidelink).
4.5.7.2	Procedures
Table 4.5.7.2-1: Out of Coverage (NR sidelink)
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Steps 1a1 describe the SS sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-
	-
	-

	1a1
	IF Test Mode = On OR Test Loop Function = On THEN the SS triggers UE to activate UE test mode E.

NOTE: The activation of UE test loop mode may be performed by MMI or AT command (+CATM).
	-
	-
	-
	-

	-
	EXCEPTION: Steps 2a1 and 2b1 describe the SS sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-
	-
	-

	2a1
	IF Cast type = Unicast AND simulated NR SL UE is configured as receiving UE THEN generic procedure specified in subclause 4.9.22 is performed to establish unicast mode sidelink communication between the UE and the simulated UE.
	
	
	
	

	2b1
	ELSE IF Cast type = Unicast AND simulated NR SL UE is configured as transmitting UE THEN generic procedure specified in subclause 4.9.23 is performed to establish unicast mode sidelink communication between the UE and the simulated UE.
	
	
	
	

	-
	EXCEPTION: Steps 3a1 and 3b1 describe the SS sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-
	-
	-

	3a1
	IF Test Loop Function = On AND simulated NR SL UE is configured as receiving UE THEN the SS triggers UE to close UE test loop mode E (Receive Mode).

NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE).
	
	
	
	

	3b1
	IF Test Loop Function = On AND simulated NR SL UE is configured as transmitting UE THEN the SS triggers UE to close UE test loop mode E (Transmit Mode).

NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE).
	
	
	
	

	3c1
	IF Test Loop Function = On AND simulated NR SL UE is configured as transmitting with SL-MIMO THEN the SS triggers UE to close UE test loop mode E (Transmit Mode with SL-MIMO).

NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE).
	
	
	
	

	4
	Trigger UE to reset or clear the current UTC time that has been calculated from GNSS.

NOTE:	The UTC time can be reset or clear on the UE using AT command (+CUTCR).
	-
	-
	
	



4.5.7.3	Specific message contents
FFS

{End of changes}
