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A.4.3.10	Sidelink Capabilities
[bookmark: _GoBack]Table A.4.3.10-1: NR Sidelink Capabilities
	Item
	UE Sidelink Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support transmitting NR sidelink mode 1 scheduled by Uu
	38.306, 4.2.16.1.6
	Rel-16
	pc_NR_sl_TransmissionMode1_r16
	No
	
	

	2
	Support of NR sidelink transmission mode 2 
	38.306, 4.2.16.1.6
	Rel-16
	pc_NR_sl_TransmissionMode2_r16
	No
	
	

	[z]
	Support of out of order delivery of data to upper layers by PDCP for sidelink
	38.306, 4.2.16.1.2
	Rel-16
	pc_outOfOrderDeliverySidelink_r16
	No
	
	

	[zz]
	Support of AM DRB with 18 bit length of RLC sequence number for sidelink
	38.306, 4.2.16.1.3
	Rel-16
	pc_amWithLongSN_Sidelink_r16
	No
	
	

	[zzz]
	Support of UM DRB with 12 bit length of RLC sequence number for sidelink
	38.306, 4.2.16.1.3
	Rel-16
	pc_umWithLongSN_Sidelink_r16
	No
	
	



