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{Start of changes}
[bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579][bookmark: _Toc68538436][bookmark: _Toc20936806]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C078	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) AND A.4.1-4A/1 AND A.4.3.2A.1-1/1 THEN R ELSE N/A

	C079	IF A.4.1-1/3 AND A.4.1-2/7 THEN R ELSE N/A

	C0aa	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND NOT A.4.3.1-7a/2  AND A.4.3.5-1/1 AND A.4.3.5-1/5 THEN R ELSE N/A

	C0bb	IF A.4.1-1/1 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND A.4.3.9-4a/7 OR (A.4.3.9-4a/1 OR A.4.3.9-4a/2 OR A.4.3.9-4a/3 OR A.4.3.9-4a/66 OR A.4.3.9-4a/70))  AND A.4.3.5-1/1 AND A.4.3.5-1/5 THEN R ELSE N/A

	C0cc	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND NOT A.4.3.1-7a/3 AND A.4.3.5-1/1 AND A.4.3.5-1/5 THEN R ELSE N/A

	C0dd	IF A.4.1-1/2 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND (NOT A.4.3.9-1/2 AND (A.4.3.9-4b/38 OR A.4.3.9-4b/41 OR A.4.3.9-4b/77 OR A.4.3.9-4b/78 OR A.4.3.9-4b/79) OR (A.4.3.9-4b/34 OR A.4.3.9-4b/39 OR A.4.3.9-4b/40 OR A.4.3.9-4b/48)) AND A.4.3.5-1/1 AND A.4.3.5-1/5 THEN R ELSE N/A

	C0ee	IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/2 OR A.4.1-3/3 OR A.4.1-3/5) AND A.4.3.5-1/1 AND A.4.3.5-1/5 THEN R ELSE N/A

	C0ff	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.6-1/xx THEN R ELSE N/A

	C0gg	IF ((A.4.1-1/1 AND A.4.1-1/1) OR (A.4.1-1/1 AND A.4.1-1/2) OR (A.4.1-1/2 AND A.4.1-1/1) OR (A.4.1-1/2 AND A.4.1-1/2)) AND A.4.1-3/1 AND A.4.3.6-1/xx THEN R ELSE N/A

	C0hh	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.6-1/xx THEN R ELSE N/A

	NOTE 1:	Cxxxx applicability is defined for enhanced type 1 receiver for NR related tests (A.4.3.9-1/1).
NOTE 2:	Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests (A.4.3.2-1/20).
NOTE 3:	Cxxxz applicability is defined for modified MPR behaviour related test (A.4.3.2-1/25).



<Unchanged Sections Skipped>
[bookmark: _Toc36713252][bookmark: _Toc36713655][bookmark: _Toc52217968][bookmark: _Toc58499580][bookmark: _Toc68538437]4.1	RF conformance test cases
NOTE:	To determine applicability of a test case, supported CBW and SCS in the RF-Parameters IE (see TS 38.331 [11]) which conveys RF related capabilities for NR operation is taken into account.
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[bookmark: _Toc20936810][bookmark: _Toc36713256][bookmark: _Toc36713659][bookmark: _Toc52217972][bookmark: _Toc58499584][bookmark: _Toc68538441]4.1.4	Performance conformance test cases
Table 4.1.4-1: Applicability of performance test cases, ref. TS 38.521-4 [4]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands Selection
	Additional Information

	
	
	
	Condition
	Comment
	
	

	5
	Demodulation performance requirements (Conducted requirements)
	
	
	
	
	

	5.2
	PDSCH demodulation requirements
	
	
	
	
	

	<Unchanged Sections Skipped>

	5.3.2.1.1
	2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Rel-15
	C015
	UEs supporting 5GS FDD FR1 but not supporting FDD bands with 4Rx UE capability
	D008
	

	5.3.2.1.2
	2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Rel-15
	C015
	UEs supporting 5GS FDD FR1 but not supporting FDD bands with 4Rx UE capability
	D008
	

	5.3.2.1.3
	2Rx FDD FR1 PDCCH 1 Tx antenna performance for power saving
	Rel-16
	C0aa
	UEs supporting 5GS FDD FR1 and Long DRX Cycle and DRX adaptation but not supporting FDD bands with 4Rx UE capability
	D008
	

	5.3.2.2.1
	2Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Rel-15
	C016
	UEs supporting 5GS TDD FR1 but not supporting TDD bands with 4Rx UE capability
	D010
	

	5.3.2.2.2
	2Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Rel-15
	C016
	UEs supporting 5GS TDD FR1 but not supporting TDD bands with 4Rx UE capability
	D010
	

	5.3.2.2.3
	2Rx TDD FR1 PDCCH 1 Tx antenna performance for power saving
	Rel-16
	C0bb
	UEs supporting 5GS TDD FR1 and Long DRX Cycle and DRX adaptation but not supporting TDD bands with 4Rx UE capability 
	D010
	

	5.3.3.1.1
	4Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Rel-15
	C017
	UEs supporting 5GS FDD FR1 and 4Rx antenna ports
	D008
	

	5.3.3.1.2
	4Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Rel-15
	C017
	UEs supporting 5GS FDD FR1 and 4Rx antenna ports
	D008
	

	5.3.3.1.3
	4Rx FDD FR1 PDCCH 1 Tx antenna performance for power saving
	Rel-16
	C0cc
	UEs supporting 5GS FDD FR1 and 4Rx antenna ports and Long DRX Cycle and DRX adaptation
	D008
	

	5.3.3.2.1
	4Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Rel-15
	C019
	UEs supporting 5GS TDD FR1 and  4Rx antenna ports
	D010
	

	5.3.3.2.2
	4Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Rel-15
	C019
	UEs supporting 5GS TDD FR1 and  4Rx antenna ports
	D010
	

	5.3.3.2.3
	4Rx TDD FR1 PDCCH 1 Tx antenna performance for power saving
	Rel-16
	C0dd
	UEs supporting 5GS TDD FR1 and  4Rx antenna ports and Long DRX Cycle and DRX adaptation
	D010
	

	5.5.1
	FR1 Sustained downlink data rate performance for single carrier
	Rel-15
	C001
	UEs supporting 5GS FDD FR1 or TDD FR1 (SA)
	D008
D009
D010
	

	<Unchanged Sections Skipped>

	7
	Demodulation performance requirements (Radiated requirements)
	
	
	
	
	

	7.2.2.2.1_1
	2Rx TDD FR2 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for SA and NSA
	Rel-15
	C061
	UEs supporting 5GS TDD FR2
	D013
D014
D015
	

	7.2.2.2.1_2
	2Rx TDD FR2 PDSCH mapping Type A performance - 2x2 MIMO with enhanced type 1 receiver for SA and NSA
	Rel-15
	C062
	UEs supporting 5GS TDD FR2 and Enhanced Receiver Type 1
	D014
	NOTE 1

	7.3.2.2.1
	2Rx TDD FR2 PDCCH 1 Tx antenna performance for both SA and NSA
	Rel-15
	C061
	UEs supporting 5GS TDD FR2
	D014
	

	7.3.2.2.2
	2Rx TDD FR2 PDCCH 2 Tx antenna performance for both SA and NSA
	Rel-15
	C061
	UEs supporting 5GS TDD FR2
	D014
	

	7.3.2.2.3
	2Rx TDD FR2 PDCCH 1 Tx antenna performance for power saving
	Rel-16
	C0ee
	UEs supporting 5GS TDD FR2 and Long DRX Cycle and DRX adaptation
	D014
	



[bookmark: _Toc20936811][bookmark: _Toc36713257][bookmark: _Toc36713660][bookmark: _Toc52217973][bookmark: _Toc58499585][bookmark: _Toc68538442][bookmark: _Toc75510025]4.2	RRM conformance test cases
<Unchanged Sections Skipped>

[bookmark: _Hlk68461561]Table 4.2-3: Applicability of RRM NR SA FR1 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	6.1
	RRC_IDLE state mobility
	
	
	
	
	

	6.1.1
	NR cell re-selection
	
	
	
	
	

	6.1.1.1
	NR SA FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	6.1.1.2
	NR SA FR1-FR1 cell re-selection
	Rel-15
	C001
	UEs supporting 5GS NR SA FR1
	
	2Rx
4Rx

	6.1.1.3
	NR SA FR1 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Rel-16
	C0ff
	UEs supporting 5GS NR SA FR1 and relaxed RRM measurement
	
	2Rx
4Rx

	6.1.1.4
	NR SA FR1 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Rel-16
	C0ff
	UEs supporting 5GS NR SA FR1 and relaxed RRM measurement
	
	2Rx
4Rx

	6.1.1.5
	NR SA FR1-FR1 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Rel-16
	C0ff
	UEs supporting 5GS NR SA FR1 and relaxed RRM measurement
	
	2Rx
4Rx

	6.1.1.6
	NR SA FR1-FR1 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Rel-16
	C0ff
	UEs supporting 5GS NR SA FR1 and relaxed RRM measurement
	
	2Rx
4Rx

	6.1.1.7
	NR SA FR1 cell re-selection for UE configured with highSpeedMeasFlag-r16
	Rel-16
	C052
	UEs supporting 5GS NR SA FR1 and measurement enhancements in HST
	NOTE 1
	2Rx
4Rx

	6.1.2
	NR – E-UTRA cell re-selection
	
	
	
	
	

	6.1.2.1
	NR SA FR1 – E-UTRA cell re-selection to higher priority E-UTRA
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx
4Rx

	6.1.2.2
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRA
	Rel-15
	C025
	UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx
4Rx

	6.1.2.3
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling low mobility relaxed measurement criterion
	Rel-16
	C0gg
	UEs supporting 5GS NR SA FR1 and E-UTRA and relaxed RRM measurement
	
	2Rx
4Rx

	6.1.2.4
	NR SA FR1 – E-UTRA cell re-selection to lower priority E-UTRAN for UE fulfilling  not-at-cell edge relaxed measurement criterion
	Rel-16
	C0gg
	UEs supporting 5GS NR SA FR1 and E-UTRA and relaxed RRM measurement
	
	2Rx
4Rx



<Unchanged Sections Skipped>

Table 4.2-4: Applicability of RRM NR SA FR2 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	7.1
	RRC_IDLE state mobility
	
	
	
	
	

	7.1.1
	NR cell re-selection
	
	
	
	
	

	7.1.1.1
	NR SA FR2 cell re-selection
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	7.1.1.2
	NR SA FR2-FR2 cell re-selection
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	7.1.1.3
	NR SA FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Rel-16
	C0hh
	UEs supporting 5GS NR SA FR2 and relaxed RRM measurement
	
	2Rx

	7.1.1.4
	NR SA FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Rel-16
	C0hh
	UEs supporting 5GS NR SA FR2 and relaxed RRM measurement
	
	2Rx

	7.1.1.5
	NR SA FR2-FR2 cell re-selection for UE fulfilling low mobility relaxed measurement criterion
	Rel-16
	C0hh
	UEs supporting 5GS NR SA FR2 and relaxed RRM measurement
	
	2Rx

	7.1.1.6
	NR SA FR2-FR2 cell re-selection for UE fulfilling not-at-cell edge relaxed measurement criterion
	Rel-16
	C0hh
	UEs supporting 5GS NR SA FR2 and relaxed RRM measurement
	
	2Rx
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{End of changes}
