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<Start of first modified section>
[bookmark: _Toc21103521]8.1.1.4.7	RRC resume / Suspend-Resume / RRC setup / Active SCG SCell addition / Intra-band Contiguous CA
8.1.1.4.7.1	Test Purpose (TP)
FFS
8.1.1.4.7.2	Conformance requirements
FFS
8.1.1.4.7.3	Test description
8.1.1.4.7.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the PCell, NR Cell 3 is the PSCell, NR Cell 12 is the SCell
-	System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
-	None.
Preamble:
-	The UE is in state 2N-A as defined in TS 38.508-1 [4], Table 4.4A.2-2 on NR Cell 1.
8.1.1.4.7.3.2	Test procedure sequence
Table 8.1.1.4.7.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched identity (correct fullI-RNTI).
	<--
	NR : Paging
	-
	-

	2
	The UE transmit an RRCResumeRequest message to resume RRC Connection by setting resumeIdentity to the stored shortI-RNTI value?
	-->
	NR : RRCResumeRequest
	-
	-

	3
	The SS transmits an RRCSetup message in response to RRCResumeRequest message.
	<--
	NR : RRCSetup
	-
	-

	4
	The UE transmits an RRCSetupComplete message and a REGISTRATION REQUEST message by discarding any stored UE Inactive AS context and suspendConfig, setting the ng-5G-S-TMSI-Value to ng-5G-S-TMSI?
	-->
	NR : RRCSetupComplete
5GMM: REGISTRATION REQUEST
	-
	-

	5-6
	Steps 4-5 as defined in TS 38.508-1 [4] Table 4.9.5.2.2-1.
	-
	-
	-
	-

	7-8
	Steps 5-6 as defined in TS 38.508-1 [4] Table Table 4.5.4.2-3.
	-
	-
	-
	-

	9
	Step 7 as defined in TS 38.508-1 [4] Table Table 4.5.4.2-3 and FFS.
	-
	-
	-
	-

	10
	Step 8 as defined in TS 38.508-1 [4] Table Table 4.5.4.2-3.
	-
	-
	-
	-



FFS
[bookmark: _Hlk79172739]8.1.1.4.7.3.3	Specific message contents
Table 8.1.1.4.7.3.3-1: RRCReconfiguration (step 9, Table 8.1.1.4.7.3.2-1)
FFS
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