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	Reason for change:
	Rel-16 introduced the possibility for the target NG-RAN node to notify the source NG-RAN node about the supported CAG IDs for the target cell.
Unfortunately, the respective transparent container includes this information as a mandatory IE in ASN.1, which makes this transparent container not re-usable for other features.
This CR corrects the presence of the IE in ASN.1.

	
	

	Summary of change:
	The Cell CAG Information IE in the Target NG-RAN Node to Source NG-RAN Node Failure Transparent Container IE was corrected to be only optionally present in ASN.1
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it introduces corrects the NPN related function for informing the source NG-RAN node about the CAGs supported by the target cell, to which the NG-based handover has failed.
The impact can be considered isolated because the change affects only the NPN function in case an NG-based handover to a CAG cell .

This CR introduces a non-backwards compatible change to TS 38.413.

	
	

	Consequences if not approved:
	The Target NG-RAN Node to Source NG-RAN Node Failure Transparent Container IE cannot be used for other purposes than for providing information of the supported CAGs in the target cell to which HO has failed.
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9.3.1.186	Target to Source Failure Transparent Container
This IE is used to transparently pass radio related information from the handover target to the handover source through the core network in case of failure of the preparation at the target; it is produced by the target RAN node and is transmitted to the source RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Target to Source Failure Transparent Container
	M
	
	OCTET STRING
	This IE includes a transparent container from the target RAN node to the source RAN node. The octets of the OCTET STRING are encoded according to the specifications of the target system.
Note: In the current version of the specification, this IE may carry the Target NG-RAN Node to Source NG-RAN Node Failure Transparent Container IE.
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This IE is produced by the target NG-RAN node and is transmitted to the source NG-RAN node in case of preparation failure.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell CAG Information
	O
	
	9.3.1.185
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer ::= SEQUENCE {
	cell-CAGInformation		Cell-CAGInformation			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs} } OPTIONAL,
	...
}

TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
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