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	Reason for change:
	During Rel-16 the following was agreed: We will not preclude SCG configuration in RRC Reconfiguration with conditional reconfiguration. Limit to cases without RAN3 impact. The topic was consulted with RAN3 and there was a clear RAN3 impact identified if that is to be supported. Thus, the decision taken at RAN2#115 was not to specify CHO with SCG configuration support in Rel-16. This CR introduces this restriction in LTE RRC specification.

	
	

	Summary of change:
	Field description for condReconfigurationToApply is updated in section 6.3.4.
Impact analysis
Impacted functionality: Conditional Handover, Dual Connectivity
Inter-operability: 
1. If the NW is implemented according to the CR and the UE is not, the UE expects the condReconfigurationToApply may contain a configuration for target SCG.
2. If the UE is implemented according to the CR and the network is not, the NW may include the target SCG configuration, while the UE does not expect that to happen.

	
	

	Consequences if not approved:
	It remains unclear whether the NW may include SCG configuration when reconfiguring the UE for CHO (condReconfigurationToApply).
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The IE CondReconfigurationToAddModList concerns a list of conditional reconfigurations (i.e. conditional handover) to add or modify, for each entry the measId (associated to the triggering condition configuration) and the associated RRCConnectionReconfiguration.
CondReconfigurationToAddModList information element
-- ASN1START

CondReconfigurationToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxCondConfig-r16)) OF CondReconfigurationAddMod-r16

CondReconfigurationAddMod-r16 ::= SEQUENCE {
	condReconfigurationId-r16			CondReconfigurationId-r16,
	triggerCondition-r16				SEQUENCE (SIZE (1..2)) OF MeasId
													OPTIONAL,  -- Cond CondReconfigurationAdd
	condReconfigurationToApply-r16	OCTET STRING (CONTAINING RRCConnectionReconfiguration)
													OPTIONAL,-- Cond CondReconfigurationAdd
	...
}

-- ASN1STOP

	CondReconfigurationToAddMod field descriptions

	condReconfigurationToApply
The RRCConnectionReconfiguration message to be applied when the condition(s) are fulfilled. The RRCConnectionReconfiguration in condReconfigurationToApply cannot contain a target node SCG configuration.

	triggerCondition
The condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration. When configuring two triggering events (MeasIds) for a candidate cell, the network ensures that both refer to the same measObject.



	Conditional presence
	Explanation

	CondReconfigurationAdd
	The field is mandatory present if a condReconfigurationId is being added. Otherwise it is optional, need ON.
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