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<Start of first modified section>
–	RRCReconfiguration-NR-DC-DRB
Table 4.8.1-1CA: RRCReconfiguration-NR-DC-DRB
	Derivation Path: Table 4.6.1-13 with condition NR-DC.

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration SEQUENCE {
	
	
	

	        radioBearerConfig
	Not present
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        masterCellGroup
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            radioBearerConfig2
	RadioBearerConfig with condition DRB(n+m+1) and SecondaryKeys 
	OCTET STRING (CONTAINING RadioBearerConfig)
DRB(n,m) already configured on MCG
	MCG(s) and SCG

	
	RadioBearerConfig with condition DRB(n+m +1) and  Split and SecondaryKeys
	OCTET STRING (CONTAINING RadioBearerConfig)
DRB(n,m) already configured on MCG
	MCG(s) and split

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc27749756]–	RRCReconfiguration-NE-DC-DRB
Table 4.8.1-1CB: RRCReconfiguration-NE-DC-DRB
	Derivation Path: Table 4.6.1-13 with condition NE-DC.

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration SEQUENCE {
	
	
	

	        radioBearerConfig
	Not present
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        masterCellGroup
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            radioBearerConfig2
	RadioBearerConfig with condition DRB(n+m+1) and SecondaryKeys 
	OCTET STRING (CONTAINING RadioBearerConfig)
DRB(n,m) already configured on MCG
	MCG(s) and SCG

	
	RadioBearerConfig with condition DRB(n+m +1) and  Split and SecondaryKeys
	OCTET STRING (CONTAINING RadioBearerConfig)
DRB(n,m) already configured on MCG
	MCG(s) and split

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<End of modified section>

