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<<Unchaged sections skipped>>
[bookmark: _Toc21026452][bookmark: _Toc27743710][bookmark: _Toc36196854][bookmark: _Toc36197546][bookmark: _Toc43898211][bookmark: _Toc52550702][bookmark: _Toc58952417][bookmark: _Toc68098161][bookmark: _Toc68098434][bookmark: _Toc68360564][bookmark: _Toc76557644][bookmark: _Toc84435552]6.3.4.2	Absolute power tolerance
Editor’s Note: The following aspects are either missing or not yet determined:
· Testing of extreme conditions for FR2 is FFS.
· UE transmitted power for PC 1, 2 and 4 are FFS
6.3.4.2.1	Test purpose
To verify the UE's ability to transmit with a broadband output power below the value specified in the test requirement when the power is set to a minimum value.
To verify the ability of the UE transmitter to set its initial output power to a specific value at the start of a contiguous transmission or non-contiguous transmission with a long transmission gap, i.e. transmission gap is larger than 20 ms.
6.3.4.2.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
6.3.4.2.3	Minimum conformance requirements
The absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame (1ms) at the start of a contiguous transmission or non-contiguous transmission with a transmission gap larger than 20 ms. The tolerance includes the channel estimation error RSRP estimate.
The minimum requirements specified in Table 6.3.4.2.3-1 apply in the power range bounded by the minimum output power as specified in sub-clause 6.3.1 (Pmin) and the maximum output power as specified in sub-clause 6.2.1.1 as minimum peak EIRP (‘Pmax’). The intermediate power point 'Pint' is defined in table 6.3.4.2.3-2.
Table 6.3.4.2.3-1: Absolute power tolerance
	Power Range
	Tolerance

	Pint ≥ P ≥ Pmin
	± 14.0 dB

	Pmax ≥ P > Pint
	± 12.0 dB



Table 6.3.4.2.3-2: Intermediate power point
	Power Parameter
	Value

	Pint
	Pmax – 12.0 dB



The normative reference for this requirement is TS 38.101-2 [3] clause 6.3.4.2.
6.3.4.2.4	Test description
6.3.4.2.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.3.4.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	50 MHz, 100 MHz, 200 MHz, 400 MHz (NOTE 2)

	Test SCS as specified in Table 5.3.5-1.
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	N/A for absolute power tolerance test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Inner_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test is required only for CBWs supported by the UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1 for TE diagram and Figure A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] clause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex G.0, G.1 and G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.3.4.2.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.3.4.2.4.3.
<<End of change>>

