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[bookmark: _Toc21103426]9.1.5.2.1	Mobility registration update / TAI list handling
<< Skip unchanged sections >>
Table 9.1.5.2.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:
- NGC Cell B as "Serving cell"
- NGC Cell A as " Non-suitable "Off" Non-Suitable cell".
	-
	-
	-
	-

	2
	Check: Does the UE perform on NGC Cell B the Registration procedure for mobility registration update by executing the Test procedure to check that UE is camped on a new cell belonging to a new TA as specified in TS 38.508-1 [4] subclause 4.9.5?

NOTE: During the procedure the SS assigns a TAI list containing the TAI of NGC Cell B and NGC Cell D.
	-
	-
	1
	-

	3
	The SS configures:
- NGC Cell D as "Serving cell"
- NGC Cell B as " Non-suitable "Off" Non-Suitable ‘Off’ cell".
	-
	-
	-
	-

	4
	Check: Does the UE send in the next 30 sec a request for RRC connection establishment.
	-->
	NR RRC: RRCSetupRequest
	2
	F

	5
	Check: Does the result of generic test procedure in TS 38.508-1 [4] subclause 4.9.4 indicate that the UE is in 5GC RRC_IDLE state on the NGC Cell D?
	-
	-
	2
	-

	6
	The SS configures:
- NGC Cell A as "Serving cell"
- NGC Cell D as " Non-suitable "Off" Non-Suitable cell".
	-
	-
	-
	-

	7
	Check: Does the UE perform on NGC Cell A the Registration procedure for mobility registration update as specified in TS 38.508-1 [4] subclause 4.9.5, 'connected without release'?
	-
	-
	3
	-



