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10.3.7	Switch/Power off procedure after EMERGENCY CALL RELEASED in RRC_CONNECTED
Table 10.3.7-1: Switch/Power off procedure
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits a DEREGISTRATION REQUEST message with Deregistration type IE set to "re-registration not required".
	<--
	NR RRC: DLInformationTransfer
5GMM: DEREGISTRATION REQUEST

	2
	Start T_Delay=5 sec.
	
	

	-
	EXCEPTION: Steps 3a1 – 3b2 3c3 describes optional behaviour that depends on the UE implementation.
	-
	-

	3a1
	The UE transmits a DEREGISTRATION ACCEPT message.
	-->
	NR RRC: ULInformationTransfer
5GMM: DEREGISTRATION ACCEPT

	3a2
	Stop T_Delay.
	
	

	3a3
	The SS transmits an RRCRelease message
	<--
	RRC: RRCRelease

	3b1
	T_Delay expires. (NOTE 1)
	-
	-

	3b2
	The SS locally releases the RRC connection.
	
	

	3c1
	The UE transmits a 5GMM STATUS message
	-->
	NR : ULInformationTransfer
5GMM: 5GMM STATUS

	3c2
	Stop T_Delay.
	
	

	3c3
	The SS transmits an RRCRelease message
	<--
	RRC: RRCRelease

	4
	Test procedure for Switch off / Power off in State DEREGISTERED as specified in TS 38.508-1 [5] subclause 4.9.6.4.
	-
	-

	NOTE 1: 	The UE has performed local deregistration, so the SS shall also perform the deregistration procedure.



Table 10.3.7-2: DEREGISTRATION REQUEST (Step 1, Table 10.3.7-1)
	Derivation Path: TS 38.508-1 [5], Table 4.7.1-14.

	Information Element
	Value/remark
	Comment
	Condition

	De-registration type
	‘0001’B
	Re-registration not required
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