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	Reason for change:
	Delay requirements involved with RRC procedures in 38.133 always refers to RRC latency defined in 38.331 cl.12. In other words, it is implied that these procedures are triggered by NR RRC messages. 

Take RRC-based BWP switching delay requirements as an example:

	TS 38.133 cl.8.6.3
For RRC-based BWP switch, after the UE receives RRC reconfiguration involving active BWP switching or parameter change of its active BWP, UE shall be able to receive PDSCH/PDCCH (for DL active BWP switch) or transmit PUSCH (for UL active BWP switch) on the new BWP on the serving cell on which BWP switch occurs on the first DL or UL slot right after a time duration of  slots which begins from the beginning of DL slot n, where 
	DL slot n is the last slot containing the RRC command, and 
	 is determined by the smaller SCS between the SCS before BWP switch and the SCS after BWP switch if the BWP switch involves changing of SCS.
	 is the length of the RRC procedure delay in ms as defined in clause 12 in TS 38.331 [2], and
	 is the time used by the UE to perform BWP switch.
TS 38.331. cl.12
	Procedure title:
	Network -> UE
	UE -> Network
	Value [ms]
	Notes

	RRC Connection Control Procedures

	RRC reconfiguration

	RRCReconfiguration
	RRCReconfigurationComplete
	10
	






However, this assumption is not correct since RRC-based BWP switching on NR SCG serving cells under EN-DC are also supported in NR. In this case NR RRCReconfiguration embedded in E-UTRA RRCConnectionReconfiguration message is used before establishing SRB3. This leads to the following consequences:
· It's E-UTRA RRC latency defined in 36.331 cl.11.2 rather than NR RRC latency shall be used. Please note that it's not merely an editorial change because RRC latency requirements for NR RRC message directly sent via SRB1/SRB3 and NR RRC message embedded in E-UTRA RRC messages are different. Still taking RRC-based BWP switching delay as an example, RRC latency requirements for E-UTRA RRCConnectionReconfiguration involving NR SCG modification is 20ms rather than 10ms. Using RRC latency in 38.331 significantly tightens requirements.
	TS 36.331
	RRC connection reconfiguration (NR SCG establishment/ /modification/release)
	RRCConnection
Reconfiguration
	RRCConnection
ReconfigurationComplete
	20
	






· For Async MR-DC, slot/subframe boundary of MCG serving cells and SCG serving cells are not aligned. So the last TTI containing RRC messages in MCG PCell may overlap with multiple SCG slots/subframes. It's not clear which slot、subframe should be the starting point for counting delay requirements.

So we purpose:
· To clarify that RRC latency  in 36.331 shall be referred if the procedure is triggered by E-UTRA RRC message, otherwise RRC latency in 38.331 shall be referred.
· To clarify that the starting slot/subframe for delay requirements counting (the "slot n/subframe n") should be the last slot/subframe which overlapps with the last TTI containing RRC messages.

We find that at least following TCs should be clarified:
· 4.5.4.1	EN-DC FR1 UE UL carrier RRC reconfiguration delay;
· 4.5.6.2	RRC-based active BWP switch
· 5.5.6.2	RRC-based active BWP switch
· 5.5.8.2	EN-DC FR2 RRC based active TCI state switch

Correction to FR2 EN-DC TCs are captured in other CRs.
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<Start of modified section 1>
[bookmark: _Toc44092809][bookmark: _Toc44093358][bookmark: _Toc44094181][bookmark: _Toc44094460][bookmark: _Toc52295873][bookmark: _Toc59027576][bookmark: _Toc69328070][bookmark: _Toc75989707][bookmark: _Toc75992813][bookmark: _Toc76018590][bookmark: _Toc84513656][bookmark: _Toc84514220]4.5.4.1	EN-DC FR1 UE UL carrier RRC reconfiguration delay
4.5.4.1.1	Test purpose
This test is to verify that when the UE receives a RRC message implying NR UL or Supplementary UL (SUL) carrier configuration, the UE is ready to start transmission on the newly configured carrier within the time limits specified for configuring and deconfiguring carrier. This test will verify the UE being configured or deconfigured with a SUL carrier or NR UL carrier RRC reconfiguration delay requirements in TS 38.133 clause 8.4.
4.5.4.1.2	Test applicability
This test applies to all types of NR UE supporting E-UTRA and EN-DC from Release 15 onwards. This test is applicable to UE that supports SUL.
4.5.4.1.3	Minimum conformance requirements
When the UE receives a RRC message implying NR UL or supplementary UL (SUL) carrier configuration, the UE shall be ready to start transmission on the newly configured carrier within TUL_carrier_config from the end of the slot n.
Where
-	Slot n is the last slot overlapping with the PDSCH containing the RRC command.
-	TUL_carrier_deconfig equals the maximum RRC procedure delay defined in clause 11.2 in TS 36.331 [16] if the corresponding RRC message is embedded in E-UTRA RRC message, otherwise it equals the maximum RRC procedure delay defined in clause 12 in TS 38.331 [2].
last slot containing the RRC command.  TUL_carrier_config equals the maximum RRC procedure delay defined in clause 12 in TS 38.331 [13].
When the UE receives a RRC message implying NR UL or supplementary UL (SUL) carrier deconfiguration RRC signalling, the UE shall stop UL signalling on the deconfigured UL carrier within TUL_carrier_config from the end of slot n.
Where
-	Slot n is the last slot overlapping with the PDSCH containing the RRC command.
-	TUL_carrier_deconfig equals the maximum RRC procedure delay defined in clause 11.2 in TS 36.331 [16] if the corresponding RRC message is embedded in E-UTRA RRC message, otherwise it equals the maximum RRC procedure delay defined in clause 12 in TS 38.331 [2].
the last slot containing the RRC command. TUL_carrier_config equals the maximum RRC procedure delay defined in clause 12 in TS 38.331 [13].
The normative reference for this requirement is TS 38.133 [6] clause A.4.5.4.1.
4.5.4.1.4	Test description
4.5.4.1.4.1	Initial conditions
This test can be run in one of the configurations defined in Table 4.5.4.1.4.1-1.
Table 4.5.4.1.4.1-1: Supported test configurations for FR1 PSCell (Cell2) and SCell (Cell3)
	Configuration
	PSCell (Cell2)
	SCell (Cell3)

	4.5.4.1-1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	DL and UL: 15kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode;
SUL: 15kHz SCS, 10 MHz bandwidth, SUL duplex mode

	4.5.4.1-2
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	DL and UL: 15kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode;
SUL: 15kHz SCS, 10 MHz bandwidth, SUL duplex mode

	4.5.4.1-3
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	DL and UL: 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode;
SUL: 30kHz SCS, 40 MHz bandwidth, SUL duplex mode

	4.5.4.1-4
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode;
SUL: 15kHz SCS, 10 MHz bandwidth, SUL duplex mode

	4.5.4.1-5
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode;
SUL: 15kHz SCS, 10 MHz bandwidth, SUL duplex mode

	4.5.4.1-6
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	DL and UL: 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode;
SUL: 30kHz SCS, 40 MHz bandwidth, SUL duplex mode

	4.5.4.1-7
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode;
SUL: 15kHz SCS, 10 MHz bandwidth, SUL duplex mode

	4.5.4.1-8
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	DL and UL: 15kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode;
SUL: 15kHz SCS, 10 MHz bandwidth, SUL duplex mode

	4.5.4.1-9
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	DL and UL: 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode;
SUL: 30kHz SCS, 40 MHz bandwidth, SUL duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 4.5.4.1.4.1-2.
Table 4.5.4.1.4.1-2: Initial conditions for EN-DC FR1 UE UL carrier RRC reconfiguration delay
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 4.5.4.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	N/A
	



1. Message contents are defined in clause 4.5.4.1.4.3.
2. The power levels and settings for Cell 1 are set according to Annex A.6, Table A.6.1.1-1. Cell 2 is NR FR1 PSCell. Cell 3 is NR FR1 SCell. The connection setup is done according to the settings in Annex C.1.3, and the downlink signal levels as per Annex C.1.2
3. The test parameters are given in Table 4.5.4.1.4.1-3 below. 
4. Downlink signals for NR cell are initially set up according to Annex C.1.2, C.1.3.
Table 4.5.4.1.4.1-3: General test parameters for EN-DC FR1 UE UL carrier RRC reconfiguration delay
	Parameter
	Unit
	Test configuration
	Value
	Comment

	RF Channel Number
	
	Config 1, 2, 3, 4, 5, 6, 7, 8, 9
	1, 2, 3
	Three radio channels are used for these two tests.

	Active cell
	
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	Cell 1: E-UTRAN PCell
Cell 2: FR1 PSCell
Cell 3: FR1 SCell
	E-UTRAN PCell on RF channel number 1
FR1 PSCell on RF channel number 2
FR1 SCell on RF channel number 3

	CP length
	
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	Normal
	

	DRX
	
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	OFF
	

	Measurement gap pattern Id
	
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	OFF
	

	Filter coefficient
	
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	0
	L3 filtering is not used

	T1
	s
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	5
	

	T2
	s
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	5
	

	T3
	s
	Config 1,2, 3, 4, 5, 6, 7, 8, 9
	5
	



4.5.4.1.4.2	Test procedure
There are three cells: E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and FR1 SCell (Cell 3). For SCell, both NR uplink and supplementary uplink are broadcast by ServingCellConfigCommonSIB. The test case consists of two tests: Test 1 and Test 2.
In Test 1, the test consists of three time periods, with duration of T1, T2 and T3 respectively. During time duration T1, NR uplink of Cell 3 is configured to UE. At the start of T2, a supplementary uplink of Cell 3 is configured to UE through RRCReconfiguration, then UE shall start transmission on both the NR uplink and supplementary uplink. At the start of T3, the supplementary uplink is released through RRCReconfiguration.
In Test 2, the test consists of three time periods, with duration of T1, T2 and T3 respectively. During time duration T1, supplementary uplink on Cell 3 is configured to UE. At the start of T2, a NR uplink is configured to UE through RRCReconfiguration, then UE shall start transmission on both the NR uplink and supplementary uplink. At the start of T3, the NR uplink is released through RRCReconfiguration.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5.
2.	Setup E-UTRAN PCell (Cell 1) according to parameters given in Table A.6.1.1-1 and setup FR1 PSCell (Cell 2) according to parameters given in Table 4.5.4.1.5-1. 
3.	For SCell (Cell 3), both NR uplink and supplementary uplink are broadcast by ServingCellConfigCommonSIB. 
4.	For Test 1: NR uplink of Cell 3 is configured to UE during T1
4.1. During time duration T1, NR uplink of Cell 3 is configured to UE. Setup FR1 SCell (Cell 3) according to parameters given in Table 4.5.4.1.5-2.
4.2 T2 starts when At the start of T2, a supplementary uplink of SCell (Cell 3) is configured to UE through RRCConnectionReconfiguration, then UE shall start transmission on both the NR uplink and supplementary uplink on SCell (Cell 3) within 20ms. If UE transmits data on both the NR uplink and supplementary uplink on SCell (Cell 3) within 20ms from the start of T2, then count a success for the event “reconfiguration” otherwise count a failure for event “reconfiguration”.
4.3 T3 starts when At the start of T3, the supplementary uplink is released through RRCConnectionReconfiguration, then UE shall transmit data only on the NR uplink carrier on SCell (Cell 3) within 20ms. If UE stop transmitting data on supplementary uplink carrier on SCell (Cell 3) within 20ms from the start of T3, then count a success for the event “deconfiguration” otherwise count a failure for event “deconfiguration”.
5.	For Test 2: Supplementary uplink on Cell 3 is configured to UE during T1
5.1. Repeat steps 1-3.
5.2. During time duration T1, Supplementary uplink of Cell 3 is configured to UE. Setup FR1 SCell (Cell 3) according to parameters given in Table 4.5.4.1.5-2.
5.3. T2 starts when At the start of T2, a NR uplink of SCell (Cell 3) is configured to UE through RRCConnectionReconfiguration, then UE shall start transmission on both the NR uplink and supplementary uplink on SCell (Cell 3) within 20ms. If UE transmits data on both the NR uplink and supplementary uplink on SCell (Cell 3) within 20ms from the start of T2, then count a success for the event “reconfiguration” otherwise count a failure for event “reconfiguration”.
5.4 T3 starts when At the start of T3, the NR uplink is released through RRCConnectionReconfiguration, then UE shall transmit data only on the supplementary uplink carrier on SCell (Cell 3) within 20ms. If UE stop transmitting data on NR uplink carrier on SCell (Cell 3) within 20ms from the start of T3, then count a success for the event “deconfiguration” otherwise count a failure for event “deconfiguration”.
6.	Repeat steps 1-5 until a test verdict has been achieved.
Each of the events “reconfiguration” and “deconfiguration” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If all events pass, the test passes. If one event fails, the test fails.
4.5.4.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions:
Table 4.5.4.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.8-1
Table H.3.8-2



4.5.4.1.5	Test requirements
Table 4.5.4.1.5-1 and 4.5.4.1.5-2 defines the primary level settings including test tolerances for the EN-DC FR1 UE UL carrier RRC reconfiguration delay test with all NR cells in FR1.
Table 4.5.4.1.5-1: NR Cell specific test parameters for EN-DC FR1 UE UL carrier RRC reconfiguration delay on PSCell (Cell 2)
	Parameter
	Unit
	Test Configuration
	Test 1
	Test 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Channel number
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	2
	2

	TDD configuration
	
	Conf 1, 2, 3
	N/A
	N/A

	
	
	Conf 4, 5, 6
	TDD Conf.1.1
	TDD Conf.1.1

	
	
	Conf 7, 8, 9
	TDD Conf.2.1
	TDD Conf.2.1

	BWchannel
	MHz
	Conf 1, 2, 3
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 4, 5, 6
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 7, 8, 9
	40: NRB,c = 106 
	40: NRB,c = 106 

	PDSCH reference measurement channel as defined in A.3.1.1
	
	Conf 1, 2, 3
	SR.1.1 FDD 
	SR.1.1 FDD 

	
	
	Conf 4, 5, 6
	SR.1.1 TDD
	SR.1.1 TDD

	
	
	Conf 7, 8, 9
	SR 2.1 TDD
	SR 2.1 TDD

	RMSI CORESET reference measurement channel as defined in A.3.1.2
	
	Conf 1, 2, 3
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	
	Conf 4, 5, 6
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	Conf 7, 8, 9
	CR.2.1 TDD
	CR.2.1 TDD

	RMC CORESET reference measurement channel as defined in A.3.1.3
	
	Conf 1, 2, 3
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	
	Conf 4, 5, 6
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	Conf 7, 8, 9
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern Note 1
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	OP.1
	OP.1

	SSB configuration
	
	Conf 1, 2, 3, 4, 5, 6
	SSB.1 FR1
	SSB.1 FR1

	
	
	Conf 7, 8, 9
	SSB.2 FR1
	SSB.2 FR1

	SMTC configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	SMTC.1
	SMTC.1

	CSI-RS for tracking
	
	Conf 1
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	Conf 2
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	Conf 3
	TRS.1.2 TDD
	TRS.1.2 TDD

	
	
	Conf 4
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	Conf 5
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	Conf 6
	TRS.1.2 TDD
	TRS.1.2 TDD

	
	
	Conf 7
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	Conf 8
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	Conf 9
	TRS.1.2 TDD
	TRS.1.2 TDD

	DL initial BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.0.1
	DLBWP.0.1

	DL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.1.1
	DLBWP.1.1

	UL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	ULBWP.1.1
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	
	

	[image: ] Note 2
	dBm / 15kHz
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	-102
	-102

	
	dBm/ SCS
	Conf 1,2,3,4,5,6 
	-102
	-102

	
	
	Conf 7,8,9
	-99
	-99

	[image: ]
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	[image: ] Note 3
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	SS-RSRP Note 3
	dBm/ SCS
	Conf 1,2,3,4,5,6 
	-86
	-86
	-86
	-86
	-86
	-86

	
	
	Conf 7,8,9
	-83
	-83
	-83
	-83
	-83
	-83

	Io Note 3
	dBm/ 9.36 MHz
	Conf 1,2,3,4,5,6 
	-57.94
	-57.94
	-57.94
	-57.94
	-57.94
	-57.94

	
	dBm/ 38.16MHz
	Conf 7,8,9
	-51.84
	-51.84
	-51.84
	-51.84
	-51.84
	-51.84

	Propagation Condition 
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	AWGN
	AWGN

	Antenna configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	1 x 2
	1 x 2

	NOTE 1: OCNG shall be used such that both cells are fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
NOTE 3: [image: ], Io, and SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table 4.5.4.1.5-2: NR Cell specific test parameters for EN-DC FR1 UE UL carrier RRC reconfiguration delay on SCell (Cell 3)
	Parameter
	Unit
	Test Configuration
	Test 1
	Test 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Channel number
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	3
	3

	TDD configuration
	
	Conf 1, 4, 7
	N/A
	N/A

	
	
	Conf 2, 5, 8
	TDDConf.1.1
	TDDConf.1.1

	
	
	Conf 3, 6, 9
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	MHz
	Conf 1, 4, 7
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 2, 5, 8
	10: NRB,c = 52
	10: NRB,c = 52

	
	
	Conf 3, 6, 9
	40: NRB,c = 106 
	40: NRB,c = 106 

	PUSCH parameters for NR UL carrier
	
	Conf 1, 4, 7
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]
	N/A
	G-FR1-A3-10 in [28]
	N/A

	
	
	Conf 2, 5, 8
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]
	N/A
	G-FR1-A3-10 in [28]
	N/A

	
	
	Conf 3, 6, 9
	G-FR1-A3-14 in [28]
	G-FR1-A3-14 in [28]
	G-FR1-A3-14 in [28]
	N/A
	G-FR1-A3-14 in [28]
	N/A

	PUCCH parameters
For NR UL carrier
	
	Conf 1, 4, 7
	Table 8.3.3.1.2-1 in [28] 
	Table 8.3.3.1.2-1 in [28]
	Table 8.3.3.1.2-1 in [28]
	N/A
	N/A
	N/A

	
	
	Conf 2, 5, 8
	Table 8.3.3.1.2-1 in [28] 
	Table 8.3.3.1.2-1  in [28]
	Table 8.3.3.1.2-1 in [28]
	N/A
	N/A
	N/A

	
	
	Conf 3, 6, 9
	Table 8.3.3.1.2-2 in [28] 
	Table 8.3.3.1.2-2 in [28]
	Table 8.3.3.1.2-2 in [28]
	N/A
	N/A
	N/A

	PUSCH parameters for supplementary UL
	
	Conf 1, 4, 7
	N/A
	G-FR1-A3-10 in [28]
	N/A
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]

	
	
	Conf 2, 5, 8
	N/A
	G-FR1-A3-10 in [28]
	N/A
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]
	G-FR1-A3-10 in [28]

	
	
	Conf 3, 6, 9
	N/A
	G-FR1-A3-14 in [28]
	N/A
	G-FR1-A3-14 in [28]
	G-FR1-A3-14 in [28]
	G-FR1-A3-14 in [28]

	PUCCH parameters for supplementary UL
	
	Conf 1, 4, 7
	N/A
	N/A
	N/A
	Table 8.3.3.1.2-1 in [28] 
	Table 8.3.3.1.2-1 in [28]
	Table 8.3.3.1.2-1 in [28]

	
	
	Conf 2, 5, 8
	N/A
	N/A
	N/A
	Table 8.3.3.1.2-1 in [28] 
	Table 8.3.3.1.2-1 in [28]
	Table 8.3.3.1.2-1 in [28]

	
	
	Conf 3, 6, 9
	N/A
	N/A
	N/A
	Table 8.3.3.1.2-2 in [28] 
	Table 8.3.3.1.2-2 in [28]
	Table 8.3.3.1.2-2 in [28]

	PDSCH reference measurement channel as defined in A.3.1.1
	
	Conf 1, 4, 7
	SR.1.1 FDD 
	SR.1.1 FDD 

	
	
	Conf 2, 5, 8
	SR.1.1 TDD
	SR.1.1 TDD

	
	
	Conf 3, 6, 9
	SR 2.1 TDD
	SR 2.1 TDD

	RMSI CORESET reference measurement channel as defined in A.3.1.2
	
	Conf 1, 4, 7
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	
	Conf 2, 5, 8
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	Conf 3, 6, 9
	CR.2.1 TDD
	CR.2.1 TDD

	RMC CORESET reference measurement channel as defined in A.3.1.3
	
	Conf 1, 4, 7
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	
	Conf 2, 5, 8
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	Conf 3, 6, 9
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern Note 1
	
	Conf 1, 2, 3
	OP.1
	OP.1

	SSB configuration
	
	Conf 1, 2, 4, 5, 7,8
	SSB.1 FR1  
	SSB.1 FR1  

	
	
	Conf 3, 6, 9
	SSB.2 FR1  
	SSB.2 FR1  

	SMTC configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	SMTC.1
	SMTC.1

	CSI-RS for tracking
	
	Conf 1
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	Conf 2
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	Conf 3
	TRS.1.2 TDD
	TRS.1.2 TDD

	
	
	Conf 4
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	Conf 5
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	Conf 6
	TRS.1.2 TDD
	TRS.1.2 TDD

	
	
	Conf 7
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	
	Conf 8
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	
	Conf 9
	TRS.1.2 TDD
	TRS.1.2 TDD

	DL initial BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.0.1
	DLBWP.0.1

	DL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	DLBWP.1.1
	DLBWP.1.1

	UL dedicated BWP configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	ULBWP.1.1
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	
	

	[image: ] Note 2
	dBm / 15kHz
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	-102
	-102

	
	dBm/ SCS
	Conf 1, 2, 4, 5, 7,8
	-102
	-102

	
	
	Conf 3, 6, 9
	-99
	-99

	[image: ]
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	[image: ] Note 3
	dB
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	16
	16
	16
	16
	16
	16

	SS-RSRP Note 3
	dBm/ SCS
	Conf 1, 2, 4, 5, 7,8
	-86
	-86
	-86
	-86
	-86
	-86

	
	
	Conf 3, 6, 9
	-83
	-83
	-83
	-83
	-83
	-83

	Io Note 3
	dBm/ 9.36 MHz
	Conf 1, 2, 4, 5, 7,8
	-57.94
	-57.94
	-57.94
	-57.94
	-57.94
	-57.94

	
	dBm/ 38.16MHz
	Conf 3, 6, 9
	-51.84
	-51.84
	-51.84
	-51.84
	-51.84
	-51.84

	Propagation Condition 
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	AWGN
	AWGN

	Antenna configuration
	
	Conf 1, 2, 3, 4, 5, 6, 7, 8, 9
	1 x 2
	1 x 2

	NOTE 1:	OCNG shall be used such that both cells are fully allocated, and a constant total transmitted power spectral density is achieved for all OFDM symbols.
NOTE 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
NOTE 3:	[image: ], Io, and SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



In test 1 the UE shall be ready to start transmission on the supplementary uplink carrier on SCell within 20ms from the start of T2.
In test 1 the UE shall stop the transmission on the supplementary uplink carrier on SCell within 20ms from the start of T3.
In test 2 the UE shall be ready to start transmission on the NR uplink carrier on SCell within 20ms from the start of T2.
In test 2 the UE shall stop the transmission on the NR uplink carrier on SCell within 20ms from the start of T3.
All of the above test requirements shall be fulfilled in order for the observed UE UL carrier configuration delay and UE UL carrier release delay to be counted as correct. The rate of correct observed UE UL carrier configuration delay and UE UL carrier release delay during repeated tests shall be at least 90%.
<End of modified section 1>

<Start of modified section 2>
[bookmark: _Toc84513670][bookmark: _Toc84514234]4.5.6.2	RRC-based active BWP switch
[bookmark: _Toc21621438][bookmark: _Toc29297052][bookmark: _Toc36149243][bookmark: _Toc44092821][bookmark: _Toc44093370][bookmark: _Toc44094193][bookmark: _Toc44094472][bookmark: _Toc52295888][bookmark: _Toc59027591][bookmark: _Toc69328085][bookmark: _Toc75989722][bookmark: _Toc75992828][bookmark: _Toc76018605][bookmark: _Toc84513671][bookmark: _Toc84514235]4.5.6.2.0	Minimum conformance requirements
4.5.6.2.0.1	Minimum conformance requirements for RRC-based active BWP switch
For RRC-based BWP switch, after the UE receives RRC reconfiguration involving active BWP switching or parameter change of its active BWP, UE shall be able to receive PDSCH/PDCCH (for DL active BWP switch) or transmit PUSCH (for UL active BWP switch) on the new BWP on the serving cell on which BWP switch occurs on the first DL or UL slot right after a time duration of  slots which begins from the beginning of DL slot n, where 
DL slot n is the last slot overlapping with the PDSCH containing the RRC command, and 
 is determined by the smaller SCS between the SCS before BWP switch and the SCS after BWP switch if the BWP switch involves changing of SCS.
 is the length of the RRC procedure delay in ms as defined in clause 11.2 in TS 36.331 [29] if the corresponding RRC message is embedded in E-UTRA RRC message, otherwise it is the length of the RRC procedure delay in ms as defined in clause 12 in TS 38.331 [13], and
 is the time used by the UE to perform BWP switch.
The UE is not required to transmit UL signals or receive DL signals during the time defined by  on the cell where RRC-based BWP switch occurs. When   a longer switching delay is allowed. Where  is the time between DL data transmission and acknowledgement as specified in TS 38.213 [8].
The normative reference for this requirement is TS 38.133 [6] clauses 8.6.3.
[bookmark: _Toc21621439][bookmark: _Toc29297053][bookmark: _Toc36149244][bookmark: _Toc44092822][bookmark: _Toc44093371][bookmark: _Toc44094194][bookmark: _Toc44094473][bookmark: _Toc52295889][bookmark: _Toc59027592][bookmark: _Toc69328086][bookmark: _Toc75989723][bookmark: _Toc75992829][bookmark: _Toc76018606][bookmark: _Toc84513672][bookmark: _Toc84514236]4.5.6.2.1	EN-DC FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
4.5.6.2.1.1	Test purpose
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in TS 38.133 [6] clause 8.6.3.
4.5.6.2.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 onwards supporting EN-DC.
4.5.6.2.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 4.5.6.2.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.4.5.6.2.1.
4.5.6.2.1.4	Test description
4.5.6.2.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 4.5.6.2.1.4.1-1.
Table 4.5.6.2.1.4.1-1: Supported test configurations for FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	Config
	Description

	4.5.6.2.1-1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	4.5.6.2.1-2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	4.5.6.2.1-3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4.5.6.2.1-4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	4.5.6.2.1-5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	4.5.6.2.1-6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 4.5.6.2.1.4.1-2.
Table 4.5.6.2.1.4.1-2: Initial conditions for FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.4-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 4.5.6.2.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2

	Connection Diagram
	TE Part
	A.3.1.8.2
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	- For 4Rx capable UEs without any 2Rx RF bands use A.3.2.5.2 for DUT part and A.3.1.8.4 for TE part.
	



1. The general test parameter settings are set up according to Table 4.5.6.2.1.4.1-3.
2. Message contents are defined in clause 4.5.6.2.1.4.3.
3. The test scenario comprises of one E-UTRA PCell (Cell 1) and one NR PSCell (Cell 2). The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 are configured according to Annex C.1.2 and C.1.3. 
Table 4.5.6.2.1.4.1-3: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 0.2
	



4.5.6.2.1.4.2	Test procedure
The test consists of 1 time period, with duration of T1. 
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC) and to Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 2 (PSCell).
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
All cells have constant signal levels throughout the test.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG_and_SCG, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5. During the addition of the NR PSCell, instead of adding a dedicated configuration for BWP-0 (initialDownlinkBWP, initialUplinkBWP), configure another UE-specific bandwidth part, BWP-1, and indicate BWP-1 as the active DL BWP using firstActiveDownlinkBWP-Id, according to Table 4.5.6.2.1.4.3-1C. BWP-1 is set according to the initial condition of Active BWP-1 in Table 4.5.6.2.1.5-1.
2.	Set the parameters according to Tables 4.5.6.2.1.4.1-3 and 4.5.6.2.1.5-1. Propagation conditions are set according to Annex C clauses C.2.2.
3.	The SS shall send an RRCConnectionReconfiguration message with updated bandwidth part configuration for PSCell DL BWP switch, changing the BWP according to the final condition of Active BWP-1 in Table 4.5.6.2.1.5-1.T1 starts.
4.	The UE shall receive the RRCConnectionReconfiguration in PSCell’s slot # denoted i and reconfigure its bandwidth part with the updated bandwidth part configuration:
5	If the UE starts to report valid ACK/NACK for PSCell from the first UL slot that occurs after the beginning of DL slot i+X+k1 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one. Where,
-	X = 26 for test configuration 4.5.6.2-1, 4.5.6.2-2, 4.5.6.2-4 and 4.5.6.2-5;
-	X = 52 for test configuration 4.5.6.2-3 and 4.5.6.2-6.
6.	After the SS receives the ACK/NACK in step 5) or when T1 expires, the SS shall transmit RRCConnectionReconfiguration message with condition EN-DC_PSCell_Rel according to TS 36.508 [25] Table 4.6.1-8 to release NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
7.	The SS shall transmit RRCConnectionReconfiguration message with condition MCG_and_SCG according to TS 36.508 [25] Table 4.6.1-8 to add NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message. If either of the reconfiguration in step 6 or step 7 fails,  switch off and on the UE and go to step 1.
8.	Repeat steps 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
The SS verifies the DL BWP switch time in PSCell by counting the slots from the time when the RRCConnectionReconfiguration message including updated BWP configuration is sent till the time when a valid ACK/NACK is received.
4.5.6.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 4.5.6.2.1.4.3-1: Common Exception messages for FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-1



Table 4.5.6.2.1.4.3-1A: RRCReconfiguration (Step1 and Step 3)
	Derivation Path: TS 38.508-1 [14], Table 4.6.1-13 with condition EN-DC

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      secondaryCellGroup
	CellGroupConfig
	Table 4.5.6.2.1.4.3-1B
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 4.5.6.2.1.4.3-1B: CellGroupConfig (Table 4.5.6.2.1.4.3-1A)
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	ServCellIndex of NR PSCell
	
	

	    spCellConfigDedicated
	ServingCellConfig
	Table 4.5.6.2.1.4.3-1C
	

	  }
	
	
	

	}
	
	
	



Table 4.5.6.2.1.4.3-1C: ServingCellConfig (Table 4.5.6.2.1.4.3-1B)
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  initialDownlinkBWP
	Not present
	
	

	  downlinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Downlink {
	1 entry
	
	

	    BWP-Downlink[1] SEQUENCE {
	BWP-Downlink
	entry 1
Table 4.5.6.2.1.4.3-1D
	

	  }
	
	
	

	  firstActiveDownlinkBWP-Id
	1
	BWP-1
	

	  defaultDownlinkBWP-Id
	1
	BWP-1
	

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	Not present
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Uplink {
	1 entry
	
	

	      BWP-Uplink[1]
	BWP-Uplink
	entry 1
4.5.6.2.1.4.3-1E
	

	    }
	
	
	

	    firstActiveUplinkBWP-Id
	1
	BWP-1
	

	  }
	
	
	

	}
	
	
	



Table 4.5.6.2.1.4.3-1D: BWP-Downlink (Table 4.5.6.2.1.4.3-1C)
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	

	  bwp-Common SEQUENCE { 
	
	
	

	    genericParameters
	RIV defined in TS 38.214 [9] that corresponds to DLBWP.1.3
	
	Step 1

	
	RIV defined in TS 38.214 [9] that corresponds to DLBWP.1.1
	
	Step 3

	  }
	
	
	

	}
	
	
	



Table 4.5.6.2.1.4.3-1E: BWP-Uplink (Table 4.5.6.2.1.4.3-1C)
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-13

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Uplink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	

	  bwp-Common SEQUENCE {
	
	
	

	    genericParameters
	RIV defined in TS 38.214 [9] that corresponds to ULBWP.1.3
	
	Step 1

	
	RIV defined in TS 38.214 [9] that corresponds to ULBWP.1.1
	
	Step 3

	  }
	
	
	

	}
	
	
	



Table 4.5.6.2.1.4.3-2: Void

4.5.6.2.1.5	Test requirements
Tables 4.5.6.2.1.4.1-3 and 4.5.6.2.1.5-1 define the primary level settings including test tolerances. 
Table 4.5.6.2.1.5-1: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active DL BWP ID
	
	1

	Initial DL BWP Configuration
	Config 1,4
	
	DLBWP.0.2Note4

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP Configuration
	Config 1,4
	
	ULBWP.0.2Note4

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial Condition
	Active DL BWP-1 Configuration
	Config 1,4
	
	DLBWP.1.3 Note4

	
	
	Config 2,5
	
	

	
	
	Config 3,6
	
	

	
	Active UL BWP-1 Configuration
	Config 1,4
	
	ULBWP.1.3 Note4

	
	
	Config 2,5
	
	

	
	
	Config 3,6
	
	

	Final
Condition
	Active DL BWP-1 Configuration
	Config 1,4
	
	DLBWP.1.1 Note4

	
	
	Config 2,5
	
	

	
	
	Config 3,6
	
	

	
	Active UL BWP-1 Configuration
	Config 1,4
	
	ULBWP.1.1 Note4

	
	
	Config 2,5
	
	

	
	
	Config 3,6
	
	

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.3 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.86

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [8].



During T1, the UE shall be ready for the reception of uplink grant on PSCell from the first DL slot occurs after the beginning of DL slot , and starts to report valid ACK/NACK for the PSCell from the first UL slot that occurs after the beginning of DL slot 
Where, 
TRRCprocessingDelay = 20 ms, is the RRC procedure delay in ms as defined in clause 11.2 in TS 36.331 [29];
TBWPSwitchDelayRRC = 6 ms, is the time used by the UE to perform BWP switch;
NR slot length = 1ms for SCS = 15kHz, and NR slot length = 0.5 ms for SCS = 30kHz.
k1 is the timing between DL data receiving and acknowledgement as specified in [12].
Which gives 
26 slots, for SCS = 15kHz,
52 slots, for SCS = 30kHz.
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
<End of modified section 2>
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