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<Start of first modified section>
[bookmark: _Toc21007369][bookmark: _Toc29487522][bookmark: _Toc51919439][bookmark: _Toc68110748][bookmark: _Toc69063150]4	Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.
<<<Skipped part >>>

Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	Idle mode operations
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	7
	Layer 2
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	



	7.3.1.1
	Maintenance of PDCP sequence numbers / User plane / RLC AM
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.1.2
	Maintenance of PDCP sequence numbers / User plane / RLC UM / Short PDCP SN (7 bits)
	Rel-8
	C15F
	UEs supporting E-UTRA and Feature Group Indicator 3 and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C15T
	
	pc_eTDD
	
	
	

	7.3.1.3
	Maintenance of PDCP sequence numbers / User plane / RLC UM / Long PDCP SN (12 bits)
	Rel-8
	C16F
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C16T
	
	pc_eTDD
	
	
	

	7.3.3.1
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / SNOW 3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.3.2
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / SNOW 3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.3.3
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.3.4
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.3.5
	Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / ZUC
	Rel-11
	C215
	UEs supporting E-UTRA and ZUC algorithm
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.3.6
	Ciphering and deciphering / Correct functionality of EPS UP encryption algorithms / ZUC
	Rel-11
	C215
	UEs supporting E-UTRA and ZUC algorithm
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.4.1
	Integrity protection / Correct functionality of EPS AS integrity algorithms / SNOW3G
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.4.2
	Integrity protection / Correct functionality of EPS AS integrity algorithms / AES
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.4.3
	Integrity protection / Correct functionality of EPS AS integrity algorithms / ZUC
	Rel-11
	C215
	UEs supporting E-UTRA and ZUC algorithm
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.5.1
	Void
	
	
	
	
	
	
	

	7.3.5.2
	PDCP handover / Lossless handover / PDCP sequence number maintenance
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.5.3
	PDCP handover / Non-lossless handover PDCP sequence number maintenance
	Rel-8
	C362
	UEs supporting E-UTRA and Feature Group Indicator 7 or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A” and Feature Group Indicator 7)
	pc_eFDD
	
	
	

	
	
	
	C363
	
	pc_eTDD
	
	
	

	7.3.5.4
	PDCP handover / Lossless handover / PDCP status report to convey the information on missing or acknowledged PDCP SDUs at handover
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.5.5
	PDCP handover / In-order delivery and duplicate elimination in the downlink
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.5.6
	PDCP handover / DAPS handover with key change / Status reporting / Intra-Frequency
	Rel-16
	C398
	UEs supporting E-UTRA and intra-frequency DAPS handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.6.1
	PDCP Discard
	Rel-8
	C16F
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C16T
	
	pc_eTDD
	
	
	

	7.3.6.2
	Ethernet header compression and decompression / Correct functionality of ethernet header compression and decompression
	Rel-6
	C395
	UEs supporting E-UTRA and RLC UM and PDCP ethernet header compression
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.1
	PDCP Uplink Routing / Split DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.2
	PDCP Data Recovery / Reconfiguration of Split DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.3
	PDCP Data Recovery / Reconfiguration of Split DRB to MCG/SCG DRBs
	Rel-12
	C246
	UEs supporting E-UTRA and DC Split DRB and DC SCG DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.4
	PDCP re-establishment at handover / Split DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.5
	PDCP re-establishment at handover of MCG/SCG DRBs and at SCG change without handover with SCG DRB change
	Rel-12
	C246
	UEs supporting E-UTRA and DC Split DRB and DC SCG DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.6
	PDCP reordering of Split DRB / Maximum re-ordering delay below t-Reordering
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.7.7
	PDCP reordering of Split DRB / t-Reordering timer operations
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.8.1
	Security Aspects / ProSe Direct Communication / Security Information for Confidentiality Protection - Correct Counting and Wrapping
	Rel-12
	C238
	UEs supporting E-UTRA FDD and supporting ProSe direct communication
	pc_eFDD
	
	
	

	7.3.8.2
	Security Aspects / ProSe Direct Communication / Security Information for no Confidentiality Protection
	Rel-12
	C238
	UEs supporting E-UTRA FDD and supporting ProSe direct communication
	pc_eFDD
	
	
	

	7.3.8.3
	Void
	
	
	
	
	
	
	

	7.3.9.1
	PDCP SDU transmission/ V2X Sidelink Communication/ No Confidentiality Protection for both Non-IP type and IP type
	Rel-14
	C307
	UEs supporting E-UTRA and V2X sidelink communication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.10.1
	PDCP UDC / No dictionary
	Rel-15
	C352
	UEs supporting E-UTRA and the uplink data compression operation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.10.2
	PDCP UDC / Pre-defined dictionary
	Rel-15
	C353
	UEs supporting E-UTRA and UL data compression with SIP static dictionary
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.3.10.3
	PDCP UDC / Reset
	Rel-15
	C352
	UEs supporting E-UTRA and the uplink data compression operation
	pc_eFDD
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