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{Start of changes}
[bookmark: _Toc45890486][bookmark: _Toc45891710][bookmark: _Toc45892120][bookmark: _Toc45892530][bookmark: _Toc52213403][bookmark: _Toc60742859][bookmark: _Toc68206038][bookmark: _Toc75971834][bookmark: _Toc85051257]5.2E	Operating bands for V2X
[bookmark: _Toc45890487][bookmark: _Toc45891711][bookmark: _Toc45892121][bookmark: _Toc45892531][bookmark: _Toc52213404][bookmark: _Toc60742860][bookmark: _Toc68206039][bookmark: _Toc75971835][bookmark: _Toc85051258]5.2E.1	Intra-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink or sidelink in TDM mode on the operating bands combinations listed in Table 5.2E.1-1. 
Table 5.2E.1-1: Intra-band V2X operating bands
	E-UTRA V2X-NR V2X Band combinationV2X con-current operating band
	E-UTRA or NR Band
	Interface

	V2X_47_n471
	47
	PC5

	
	n47
	PC5

	NOTE 1:	Only single switched SL is supported.



[bookmark: _Toc45890488][bookmark: _Toc45891712][bookmark: _Toc45892122][bookmark: _Toc45892532][bookmark: _Toc52213405][bookmark: _Toc60742861][bookmark: _Toc68206040][bookmark: _Toc75971836][bookmark: _Toc85051259]5.2E.2	Inter-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink on the operating bands combinations listed in Table 5.2E.2-1.
Table 5.2E.2-1: Inter-band con-current V2X operating bands
	[bookmark: OLE_LINK11]E-UTRA-NR V2X Band Combination
	E-UTRA or NR Band
	Interface

	V2X_20_n38
	20
	Uu

	
	n38
	PC5

	V2X_n71_47
	47
	PC5

	
	n71
	Uu

	V2X_n71_(n) 471
	47
	PC5

	
	n47
	PC5

	
	n71
	Uu

	NOTE 1:	Only single switched SL in ITS band is supported.



[bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]<Unchanged Sections Skipped>
[bookmark: _Toc21340736][bookmark: _Toc29805183][bookmark: _Toc45890499][bookmark: _Toc45891723][bookmark: _Toc45892133][bookmark: _Toc45892543][bookmark: _Toc52213414][bookmark: _Toc60742870][bookmark: _Toc68206050][bookmark: _Toc75971846][bookmark: _Toc85051269]5.3E	UE Channel bandwidth for V2X
5.3E.0	General
The requirements specified in clause 5.3B are applicable to NR V2X UE. 
[bookmark: _Toc45890500][bookmark: _Toc45891724][bookmark: _Toc45892134][bookmark: _Toc45892544][bookmark: _Toc52213415][bookmark: _Toc60742871][bookmark: _Toc68206051][bookmark: _Toc75971847][bookmark: _Toc85051270]5.3E.1	Intra-band contiguous V2X in FR1
For intra-band contiguous E-UTRA NR V2X UE, an EN-DC bandwidth class in Table 5.3.B.0-1 are considered to specify the V2X transmission/reception configurations.
Bandwidth combination sets and V2X transmission/reception configurations for intra-band contiguous V2X UE are specified in Table 5.3E.1-1.
Table 5.3E.1-1: E-UTRA-NR V2X configurations and bandwidth combination sets for intra-band contiguous V2X UE 
	V2X configuration
	SL transmission band
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	V2X_(n)47AA
	E-UTRA Band 47 or NR band n47
	10
	10,20,30,40
	60
	0

	
	
	20
	10,20,30,40
	
	



[bookmark: _Toc45890501][bookmark: _Toc45891725][bookmark: _Toc45892135][bookmark: _Toc45892545][bookmark: _Toc52213416][bookmark: _Toc60742872][bookmark: _Toc68206052][bookmark: _Toc75971848][bookmark: _Toc85051271]5.3E.2	Intra-band non-contiguous V2X in FR1
For intra-band non-contiguous E-UTRA NR V2X UE, an EN-DC bandwidth class in Table 5.3.B.0-1 are considered to specify the V2X transmission/reception configurations. 
Bandwidth combination sets and SL transmission/reception configurations for intra-band non-contiguous V2X are specified in Table 5.3E.2-1.
Table 5.3E.2-1: E-UTRA-NR V2X configurations and bandwidth combination sets for intra-band non-contiguous V2X UE
	V2X configuration
	SL transmission band
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	V2X_47A_n47A
	E-UTRA Band 47 or NR band n47
	10
	10,20,30,40
	60
	0

	
	
	20
	10,20,30,40
	
	



[bookmark: _Toc45890502][bookmark: _Toc45891726][bookmark: _Toc45892136][bookmark: _Toc45892546][bookmark: _Toc52213417][bookmark: _Toc60742873][bookmark: _Toc68206053][bookmark: _Toc75971849][bookmark: _Toc85051272]5.3E.3	Inter-band V2X in FR1
For inter-band E-UTRA NR V2X UE, the each channel bandwidth for inter-band V2X operations in FR1 is specified in TS 36.101 [4] and TS 38.101-1 [2], respectively.
{End of changes}
