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<Start of modified section 1>

4.7.4	Contents of V2X messages
…
–	DIRECT LINK ESTABLISHMENT ACCEPT
Table 4.7.4-8: DIRECT LINK ESTABLISHMENT ACCEPT
	Derivation Path: TS 24.587 Table 7.3.2.1.1

	Information Element
	Value/remark
	Comment
	Condition

	DIRECT LINK ESTABLISHMENT ACCEPT message identity
	FFS'0000 0010'B
	
	

	Sequence number
	FFSSet in the test case, increase by 1 when a PC5 signalling message being sent or received
	0~255, uniquely identify a PC5 signalling message being sent or received
	

	Source user info
	FFS
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	'00 00 02 00'H
	Application Layer ID in target UE side
	

	QoS flow descriptions
	FFS
	
	

	  Length of PC5 QoS flow descriptions contents
	Set to the actual length of 'PC5 QoS flow descriptions contents' in bytes
	
	

	  PC5 QoS flow description 1
	
	
	

	    PQFI
	'00 0001'B
	
	

	    Operation Code
	'001'B
	Create new PC5 QoS flow description
	

	    Number of parameters
	5
	
	

	    E
	1
	parameters list is included
	

	    Associated V2X service identifiers
	
	
	

	      Length of V2X service identifier contents
	'04'H
	
	

	      V2X service identifier 1
	'00 00 00 01'H
	
	

	    Parameters list
	
	
	

	      Parameter 1
	
	
	

	        Parameter identifier
	'01'H
	PQI
	

	        Length of parameter contents
	1
	
	

	        Parameter contents
	22
	Sensor sharing, See Table 5.4.4-1 in TS 23.287[xx]
	

	      Parameter 2
	
	
	

	        Parameter identifier
	'02'H
	GFBR
	

	        Length of parameter contents
	3
	
	

	        Parameter contents
	'0000 0110 0000 0000 0000 1010'B
	10 * 1Mbps = 10Mbps.
	

	      Parameter 3
	
	
	

	        Parameter identifier
	'03'H
	MFBR
	

	        Length of parameter contents
	3
	
	

	        Parameter contents
	'0000 0110 0000 0000 0001 0100'B
	20 * 1Mbps = 20Mbps.
	

	      Parameter 4
	
	
	

	        Parameter identifier
	'04'H
	Averaging window
	

	        Length of parameter contents
	2
	
	

	        Parameter contents
	'0000 0111 1101 0000'B
	2000ms
	

	      Parameter 5
	
	
	

	        Parameter identifier
	'06'H
	Default priority level
	

	        Length of parameter contents
	1
	
	

	        Parameter contents
	4
	
	

	Configuration of UE PC5 unicast user plane security protection
	FFS'0000 0000'B
	User plane integrity protection and ciphering is off
	

	IP address configuration
	FFS
	
	

	  IP address configuration IEI
	'57'H
	
	

	  IP address configuration content
	'0000 0001'B
	IPv6 Router 
	

	Link local IPv6 address
	FFSNot Present
	
	



<End of modified section 1>


