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<Start of modified section>
[bookmark: _Toc21103193]12.2.8.2	Inter-carrier concurrent operation / Sidelink failure / PC5 RRC Reconfiguration Failure / Peer UE side
12.2.8.2.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED and having established PC5-RRC connection with peer UE on unicast sidelink }
ensure that {
  when { UE receives an RRCReconfigurationSidelink that UE cannot comply from peer UE }
    then { UE continues to use the configuration used prior to the reception of the RRCReconfigurationSidelink message and sends a RRCReconfigurationFailureSidelink message }
            }

12.2.8.2.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.331, clause 5.8.9.1.3. Unless otherwise stated these are Rel-16 requirements. 
[TS 38.331, clause 5.8.9.1.3]
[bookmark: OLE_LINK126]The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
…
1>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfigurationSidelink (i.e. sidelink RRC reconfiguration failure):
2>	continue using the configuration used prior to the reception of the RRCReconfigurationSidelink message;
2>	set the content of the RRCReconfigurationFailureSidelink message;
3>	submit the RRCReconfigurationFailureSidelink message to lower layers for transmission;
…
NOTE 1:	When the same logical channel is configured with different RLC mode by another UE, the UE handles the case as sidelink RRC reconfiguration failure.
12.2.8.2.3	Test description
12.2.8.2.3.1	Pre-test conditions
System Simulator:
-	SS-NW
-	NR Cell 1
-	System information combination 14 as defined in TS 38.508-1 [4] clause 4.4.3.1 is used in NR Cell 1.
[bookmark: OLE_LINK145][bookmark: OLE_LINK219]-	NR-SS-UE
[bookmark: _Hlk87349762][bookmark: OLE_LINK144]-	NR-SS-UE1: Operating as NR sidelink communication transmitting and receiving device and uses GNSS as the synchronization reference source.
-	GNSS simulator
-	The GNSS simulator is started and configured for Scenario #1.
UE:
· UE is authorised to perform NR sidelink communication.
· [bookmark: _Hlk87451969]The UE is equipped with a USIM Configuration FFS as defined in TS 38.508 [4] Table FFS.
· The UE uses GNSS as the synchronization reference source.
Preamble:
-	The UE is in state 3N-B RRC_CONNECTED_with_SL as defined in TS 38.508-1 [4] subclause 4.4A on NR Cell 1, using generic parameters Sidelink (On), Cast Type (Unicast), GNSS Sync (On).
12.2.8.2.3.2	Test procedure sequence
Table 12.2.8.2.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The NR-SS-UE1 transmits a RRCReconfigurationSidelink message that UE cannot comply on SL-SRB3.
	<--
	PC5 RRC: RRCReconfigurationSidelink
	-
	-

	2
	[bookmark: OLE_LINK139]Check: Does the UE transmit a RRCReconfigurationFailureSidelink message on SL-SRB3?
	-->
	PC5 RRC: RRCReconfigurationFailureSidelink
	1
	P



12.2.8.2.3.3	Specific message contents
FFS

[bookmark: _GoBack]<End of modified section>
