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{Start of changes}
[bookmark: _Toc60823249][bookmark: _Toc60825171][bookmark: _Toc69306068][bookmark: _Toc69309830][bookmark: _Toc76020142][bookmark: _Toc20936806]6.2B.5.1.1.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 in conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for configured output power apply and are tested as part of the standalone NR within FR1 in clause 6.2.4 in TS 38.521-1 [8] and standalone NR within FR2 in clause 6.2.4 in TS 38.521-2 [9].
[bookmark: _Toc27475602][bookmark: _Toc29495193][bookmark: _Toc36116239][bookmark: _Toc36118288][bookmark: _Toc36560401][bookmark: _Toc43976898][bookmark: _Toc52213471][bookmark: _Toc60742927][bookmark: _Toc68206107][bookmark: _Toc75971905][bookmark: _Toc27475603][bookmark: _Toc29495194][bookmark: _Toc36116240][bookmark: _Toc36118289][bookmark: _Toc36560402][bookmark: _Toc43976899][bookmark: _Toc52213472][bookmark: _Toc60742928][bookmark: _Toc68206108][bookmark: _Toc75971906]6.2E	Transmitter power for V2X in FR1
6.2E.1	UE Maximum Output Power for V2X
6.2E.1.2	UE maximum output power for Intra-band non-contiguous V2X
6.2E.1.1.1	Test purpose
To verify that UE’s transmit power doesn’t exceed the range prescribed by the specified power value.
6.2E.1.1.2	Test applicability
No exception requirements applicable to NR V2X operation or E-UTRA V2X operation. Given only single switched SL is supported as per clause 6.2E.1.0.2. The requirements in this test case can be well covered in clause 6.2.2G of TS 36.521-1 [10] and clause 6.2E.1 of TS 38.521-1 [8] and don’t need to be tested again.
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