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<Unchanged Text Skipped>
5.4.2.5	Message contents for PMI reporting requirements
NZP-CSI-RS for Tracking
CSI-RS-ResourceMapping
Table 5.4.2.5-1: CSI-RS-ResourceMapping for TRS
	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	0001
	k0=0 for CSI-RS resource 1,2,3,4

	TRS

	  }
	
	
	

	  firstOFDMSymbolInTimeDomain
	4
	l0 = 4 for CSI-RS resource 1 and 3
	TRS

	
	8
	l0 = 8 for CSI-RS resource 2 and 4
	TRS

	  nrofPorts
	p1
	1 for CSI-RS resource 1,2,3,4
	TRS

	  cdm-Type
	noCDM
	
	TRS

	  density CHOICE{
	
	
	

	    three
	Null
	
	TRS

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	TRS

	}
	
	
	



NZP CSI-RS for CSI Acquisition
CSI-RS-ResourceMapping
Table 5.4.2.5-2: CSI-RS-ResourceMapping
	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row3
	001000
	K0 = 6, row3
	2Tx

	    row4
	001
	K0 = 0, row4
	4Tx

	    other
	001100
	K0 = 4, K1 = 6, row8
	8Tx

	
	011110
	K0=2, row 12
	16Tx

	  }
	
	
	

	  nrofPorts
	p2
	
	2Tx

	
	p4
	
	4Tx

	
	p8
	
	8Tx

	
	p16
	
	16Tx

	  firstOFDMSymbolInTimeDomain
	13
	I0 = 13
	2Tx, 4Tx

	
	5
	I0 = 5
	8Tx, 16Tx

	  cdm-Type
	fd-CDM2
	
	2Tx, 4Tx

	
	cdm4-FD2-TD2
	
	8Tx, 16Tx

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	}
	
	
	



	Condition
	Explanation 

	2Tx
	For test cases using 2 CSI-RS ports for NZP-CSI-RS for CSI acquisition.

	4Tx
	For test cases using 4 CSI-RS ports for NZP-CSI-RS for CSI acquisition.

	8Tx
	For test cases using 8 CSI-RS ports for NZP-CSI-RS for CSI acquisition.

	16Tx
	For test cases using 16 CSI-RS ports for NZP-CSI-RS for CSI acquisition.



<Unchanged Text Skipped>
CSI-IM Configuration
CSI-IM-Resource
Table 5.4.2.5-7: CSI-IM-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-Resource ::= SEQUENCE {
	
	
	

	  csi-IM-ResourceId
	CSI-IM-ResourceId
	
	

	  csi-IM-ResourceElementPattern CHOICE {
	
	
	FR1

	    pattern0 SEQUENCE {
	
	
	FR1

	      subcarrierLocation-p0 
	s4
	
	

	      symbolLocation-p0
	9
	
	

	    }
	
	
	

	    pattern1 SEQUENCE {
	
	
	FR2

	      subcarrierLocation-p1
	s8
	
	

	      symbolLocation-p1
	13
	
	

	    }
	
	
	

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	  periodicityAndOffset
	Not present 
	
	

	}
	
	
	



<Unchanged Text Skipped>
CSI-ReportConfig
Table 5.4.2.5-13: CSI-ReportConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId
	
	

	  carrier
	ServCellIndex 
	
	

	  resourcesForChannelMeasurement
	CSI-ResourceConfigId for CSI Acquisition
	
	

	  csi-IM-ResourcesForInterference
	CSI-ResourceConfigId for CSI-IM
	
	

	  nzp-CSI-RS-ResourcesForInterference
	not present 
	
	

	  reportConfigType CHOICE {
	
	
	

	    aperiodic SEQUENCE {
	
	
	

	      reportSlotOffsetList SEQUENCE {
	2 entries
	
	

	        reportSlotOffsetList[1]
	4
	entry 1
	FR1_FDD_4Tx

	
	5
	
	FR1_FDD_8Tx, FR1_FDD_16Tx

	
	8
	
	FR1_TDD

	
	6
	
	FR2

	        reportSlotOffsetList[2]
	4
	entry 2
	FR1_FDD_4Tx

	
	5
	
	FR1_FDD_8Tx, FR1_FDD_16Tx

	
	8
	
	FR1_TDD

	
	6
	
	FR2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    cri-RI-PMI-CQI
	NULL
	
	

	  }
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	    cqi-FormatIndicator 
	widebandCQI
	
	

	    pmi-FormatIndicator 
	widebandPMI
	
	

	    csi-ReportingBand CHOICE {
	
	
	FR1

	      subbands7
	'1111111'B
	
	

	    }
	
	
	

	    csi-ReportingBand CHOICE {
	
	
	FR2

	      subbands9
	'111111111'B
	
	

	    }
	
	
	

	  }
	
	
	

	  timeRestrictionForChannelMeasurements
	notConfigured
	
	

	  timeRestrictionForInterferenceMeasurements
	notConfigured
	
	

	  codebookConfig
	CodebookConfig
	
	

	  dummy
	Not present
	
	

	  groupBasedBeamReporting CHOICE {
	
	
	

	    disabled  SEQUENCE {
	
	
	

	      nrofReportedRS
	not present
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-Table
	table1
	
	

	  subbandSize 
	value2
	
	

	  non-PMI-PortIndication
	Not present
	
	

	}
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