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<Start of modified section 1>
[bookmark: _Toc21353923][bookmark: _Toc27749542]–	ReportConfigInterRAT
Table 4.6.3-141: ReportConfigInterRAT (EUTRAInterRAT-Thres, NR-Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	PERIODICAL
OR PERIODICAL_UTRA

	      reportInterval
	ReportInterval
	
	

	      reportAmount
	infinity
	
	

	      reportQuantityCell SEQUENCE {
	
	UE shall ignore the value(s) provided in reportQuantity if reportQuantityUTRA-FDD-r16 is configured.
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityUTRA-FDD-r16
	Not present
	
	

	      reportQuantityUTRA-FDD-r16 SEQUENCE {
	
	
	PERIODICAL_UTRA

	        cpich-RSCP
	true
	
	

	        cpich-EcN0
	false
	
	

	      }
	
	
	

	      includeCommonLocationInfo-r16
	Not present
	
	

	      includeBT-Meas-r16
	Not present
	
	

	      includeWLAN-Meas-r16
	Not present
	
	

	      includeSensor-Meas-r16
	Not present
	
	

	    }
	
	
	

	    eventTriggered SEQUENCE {
	
	
	EVENT_B1 OR EVENT_B2 OR EVENT_B1_UTRA OR EVENT_B2_UTRA

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	EVENT_B1 

	          b1-ThresholdEUTRA CHOICE {
	
	
	

	            rsrp
	InterRAT-ThresEUTRA-Thres
	INTEGER (0..97)
	

	          }
	
	
	

	          reportOnLeave
	FALSEfalse
	
	

	          Hysteresis
	0 (0 dB)
	The actual value is field value * 0.5 dB
	

	          timeToTrigger
	ms0
	
	

	        }
	
	
	

	        eventB2 SEQUENCE {
	
	
	EVENT_B2

	          b2-Threshold1 CHOICE {
	
	
	

	            rsrp
	NR-Thres
	INTEGER(0..127)
	

	          }
	
	
	

	          b2-Threshold2EUTRA CHOICE {
	
	
	

	            rsrp
	InterRAT-ThresEUTRA-Thres
	INTEGER (0..97)
	

	          }
	
	
	

	          reportOnLeave
	FALSE
	
	

	          Hysteresis
	3 (1.5dB)
	The actual value is field value * 0.5 dB
	

	          timeToTrigger
	ms1024
	
	

	        }
	
	
	

	        eventB1-UTRA-FDD-r16 SEQUENCE {
	
	
	EVENT_B1_UTRA 

	          b1-ThresholdUTRA-FDD-r16 CHOICE {
	
	
	

	            utra-FDD-EcN0-r16
	InterRAT-Thres
	
	

	          }
	
	
	

	          reportOnLeave-r16
	false
	
	

	          hysteresis-r16
	0
	
	

	          timeToTrigger-r16
	ms0
	
	

	        }
	
	
	

	        eventB2-UTRA-FDD-r16 SEQUENCE {
	
	
	EVENT_B2_UTRA 

	          b2-Threshold1-r16 CHOICE {
	
	
	

	            rsrp
	NR-Thres
	INTEGER(0..127)
	

	          }
	
	
	

	          b2-Threshold2UTRA-FDD-r16 CHOICE {
	
	
	

	            utra-FDD-EcN0-r16
	InterRAT-Thres
	
	

	          }
	
	
	

	          reportOnLeave-r16
	false
	
	

	          hysteresis-r16
	0
	
	

	          timeToTrigger-r16
	ms0
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ms120
	
	

	      reportAmount 
	r2
	
	

	      reportQuantity SEQUENCE {
	
	UE shall ignore the value(s) provided in reportQuantity if reportQuantityUTRA-FDD-r16 is configured.
	

	        rRsrp
	TRUEtrue
	
	

	        rsrq
	TRUEtrue
	
	

	        sinr
	FALSEfalse
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityUTRA-FDD-r16
	Not present
	
	

	      reportQuantityUTRA-FDD-r16 SEQUENCE {
	
	
	EVENT_B1_UTRA OR EVENT_B2_UTRA

	        cpich-RSCP
	false
	
	

	        cpich-EcN0
	true
	
	

	      }
	
	
	

	      includeCommonLocationInfo-r16
	Not present
	
	

	      includeBT-Meas-r16
	Not present
	
	

	      includeWLAN-Meas-r16
	Not present
	
	

	      includeSensor-Meas-r16
	Not present
	
	

	    }
	
	
	

	    reportCGI SEQUENCE {
	
	
	CGI

	      cellForWhichToReportCGI
	EUTRA-PhysCellId
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	EVENT_B1
	Configuration of Event B1 on E-UTRA carrier

	EVENT_B2
	Configuration of Event B2 on E-UTRA carrier

	EVENT_B1_UTRA
	Configuration of Event B1 on UTRA carrier

	EVENT_B2_UTRA
	Configuration of Event B2 on UTRA carrier

	CGI
	Configuration of CGI measurement

	PERIODICAL
	Configuration of periodical reporting on E-UTRA carrier

	PERIODICAL_UTRA
	Configuration of periodical reporting on UTRA carrier
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