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< Unchanged sections omitted >
[bookmark: _Toc27408838][bookmark: _Toc51833200][bookmark: _Toc59046436][bookmark: _Toc68183182][bookmark: _Toc75462117][bookmark: _Toc83678965]9.3.4.1	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based
Editor's note: Test configuration D is incomplete:
· The corresponding attach procedure for NG-RAN E-UTRA has not yet been defined.
· The message contents need to be revised for Test Configuration D.
9.3.4.1.1	Test Purpose (TP)
(1)
with { a NAS signalling connection existing }
ensure that {
  when { UE receives assistance data and a location request for UE-based  }
    then { UE sends a PROVIDE LOCATION INFORMATION  message containing a location estimate }
            }

9.3.4.1.2	Conformance requirements
As defined in clause 7.3.4.1.2.
9.3.4.1.3	Test description
9.3.4.1.3.1	Pre-test conditions
System Simulator:
For Test Configuration B (Table 9.3.4.1.3.2-1):NR Cell 1.
-	Satellite signals (sub-test case 15): as specified in 8.2.1.
-	MBS signals (Sub-test 16): as specified in 8.2.4.
-	WLAN signals (Sub-test 17): as specified in 8.2.5.
-	Sub-test 20: NR Cell 1 and NR Cell 2, as specified in 8.2.10.
-	Sub-test 21: NR Cell 1, NR Cell 2 and, NR Cell 3 and NR Cell 4, as specified in 8.2.11.
For Test Configuration D (Table 9.3.4.1.3.2-1): LTE Cell 1.
-	Satellite signals (sub-test case 15): as specified in 8.2.1.
-	MBS signals (Sub-test 16): as specified in 8.2.4.
-	WLAN signals (Sub-test 17): as specified in 8.2.5.
UE:
The UE shall begin the test with no assistance data stored.
Preamble:
-	For Test Configuration B (Table 9.3.4.1.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.
-	For Test Configuration D (Table 9.3.4.1.3.2-1): FFS.
Related PICS/PIXIT Statements:
-

< End of changes >
< Unchanged sections omitted >
[bookmark: _Toc27408840][bookmark: _Toc51833202][bookmark: _Toc59046438][bookmark: _Toc68183184][bookmark: _Toc75462119][bookmark: _Toc83678967]9.3.4.3	E-SMLC Initiated Position Measurement without assistance data: UE‑Based
Editor's note: Test configuration D is incomplete:
· The corresponding attach procedure for NG-RAN E-UTRA has not yet been defined.
· The message contents need to be revised for Test Configuration D.
9.3.4.3.1	Test Purpose (TP)
(1)
with { a NAS signalling connection existing }
ensure that {
  when { UE has no assistance data stored and receives a location request for UE-based and the UE 
          requires assistance data in order to fulfil the location request }
    then {    UE sends a REQUEST ASSISTANCE DATA message followed by a PROVIDE LOCATION INFORMATION
          message containing a location estimate }
            }

9.3.4.3.2	Conformance requirements
As defined in clause 7.3.4.3.2.
9.3.4.3.3	Test description
9.3.4.3.3.1	Pre-test conditions
System Simulator:
For Test Configuration B (Table 9.3.4.3.3.2-1): NR Cell 1.
-	Satellite signals (sub-test 15): as specified in 8.2.1.
-	MBS signals (sub-test 16): as specified in 8.2.4.
-	WLAN signals (sub-test 17): as specified in 8.2.5.
-	Sub-test 20: NR Cell 1 and NR Cell 2, as specified in 8.2.10.
-	Sub-test 21: NR Cell 1, NR Cell 2 and NR Cell 3 and NR Cell 4, as specified in 8.2.11.
For Test Configuration D (Table 9.3.4.3.3.2-1): LTE Cell 1.
-	Satellite signals (sub-test 15): as specified in 8.2.1.
-	MBS signals (sub-test 16): as specified in 8.2.4.
-	WLAN signals (sub-test 17): as specified in 8.2.5.
UE:
The UE shall begin the test with no assistance data stored.
Preamble:
-	For Test Configuration B (Table 9.3.4.3.3.2-1): The UE is in state 3N-A as defined in TS 38.508-1 [30], subclause 4.4A on NR Cell 1.
-	For Test Configuration D (Table 9.3.4.3.3.2-1): FFS.
Related PICS/PIXIT Statements:
Method of triggering an LPP Request Assistance Data message.
< End of changes >

