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1. [bookmark: _Toc122434485][bookmark: _Toc83720538]Overview
This document lists all the essencial changes needed to correct problems in the TTCN implementation of IMS test case 8.41 which is part of the iwd-TTCN3-B2020-09_D21wk37.zip test suite. 
With these changes applied the test case can be demonstrated to run with one or more UEs (see section 4). Execution log files are provided as evidence. 
Contact:	Parikshit Bhise
	Parikshit.bhise@rohde-schwarz.com
	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com
0. [bookmark: _Toc83720539]Verification Test Summary
Test Case:	8.41.NR5GC
ATS Version:	iwd-TTCN3-B2020-09_D21wk37.zip
System Simulator used:	Rohde & Schwarz 5G Protocol Conformance Test platform, Anritsu Protocol Conformance Test System ME7834NR
UE used:	Qualcomm SM8450, SDX65
Verification Status:	PASS

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc83720540]Corrections required
[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666][bookmark: _Toc532983738]No corrections are required.
1. [bookmark: _Toc58491298][bookmark: _Toc60751532][bookmark: _Toc60757078][bookmark: _Toc76740361][bookmark: _Toc83720541]Branches Executed
The test case was executed on NR band n41 using NR ciphering algorithm nea1 and integrity algorithm nia1 on Rohde & Schwarz 5G Protocol Conformance Test platform
The test case was executed on NR band n5 using NR ciphering algorithm nea1 and integrity algorithm nia1 on Anritsu Protocol Conformance Test System ME7834NR
1. [bookmark: _Toc83720542][bookmark: _Toc508181597][bookmark: _Toc508198692][bookmark: _Toc509224055][bookmark: _Toc532983739]Execution Log Files 
The Qualcomm Qualcomm SM8450, SDX65 UE passed this test case on Rohde & Schwarz 5G Protocol Conformance Test platform and Anritsu Protocol Conformance Test System ME7834NR. The documentation below is enclosed as evidence of the successful test case run [1]:
· Test case execution log file:
R&S\TC_8.41_NR5GC_Qualcomm.log
(Note: PICS/PIXIT settings are captured at the beginning of the TLI log)
[bookmark: _Toc122434496][bookmark: _Toc295288973][bookmark: _Toc325725668][bookmark: _Toc532983740]In the log file the complete test case execution as well as the PICS/PIXIT parameter settings can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.
Anritsu\ TC_8_41_LOGS.xml
· PICS/PIXIT parameter file:
Anritsu\ TC_8_41_PICS.txt

4 [bookmark: _Toc51622110][bookmark: _Toc56072725][bookmark: _Toc76740364][bookmark: _Toc83720543]References
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