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	Reason for change:
	TP-PI in SMS-DELIVER-REPORT has bits where TP-UDL and TP-DCS are optional as per 23.040 and UE may or may not signal them. As such their value should not be checked for specific value.

Due to a TTCN bug which was fixed by R5s210112 the TP-PI was checked at all. Once fixed by R5s210112 some UEs started failing the MT SMS tests due to signalling values in TP-UDL and TP-DCS.

Prose CR associated with this change.

	
	

	Summary of change:
	TP-UDL and TP-DCS in SMS-DELIVER-REPORT template are now set to ‘ANY’.

	 
	

	Consequences if not approved:
	.Conformant UEs may unfairly FAIL the SMS MT test cases.
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1. [bookmark: _Toc122434485][bookmark: _Toc75963323]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
[bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc75963324]Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com
1. Corrections required
1. [bookmark: _Toc30685521]Change 1
	Template name
	cs_SMS_DELIVER

	Reason for change
	. TP-PI in SMS-DELIVER-REPORT has bits where TP-UDL and TP-DCS are optional as per 23.040 and UE may or may not signal them. As such their value should not be checked for specific value.

Due to a TTCN bug which was fixed by R5s210112 the TP-PI was checked at all. Once fixed by R5s210112 some UEs started failing the MT SMS tests due to signalling values in TP-UDL and TP-DCS.

Prose CR associated with this change.

	Summary of change
	TP-UDL and TP-DCS in SMS-DELIVER-REPORT template are now set to ‘ANY’.

	TTCN module
	Common\NAS\SMS_Templates.ttcn

	MCC160 Comment
	



Before Change
	  template (value) TP_ParameterIndicator_Type crs_TP_ParameterIndicator := // @sic R5s210112 sic@
  { /* @status    APPROVED (IMS, LTE_A_R12) */
    extBit1 := '0'B,
    spare4 := '0000'B,
    tP_UDL := '0'B,
    tP_DCS := '0'B,
    tP_PID := '0'B 
  };



After Change
	  template (value) TP_ParameterIndicator_Type crs_TP_ParameterIndicator := // @sic R5s210112 sic@
  { /* @status    APPROVED (IMS, LTE_A_R12) */
    extBit1 := '0'B,
    spare4 := '0000'B,
    tP_UDL := '0'B,
    tP_DCS := '?'B,
    tP_PID := '?'B 
  };



