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	Reason for change:
	During the test execution of 22.6.1 (When the test case is executed with pics pc_NB_MultiDRB set to true) the test case fails when PDCP Count Cnf message is received with PDCP count for 5 entriest (3 SRBs and 2 DRBs). Current definition only allows 4 Entries (See NB_PdcpCountInfoList_Type) 

	
	

	Summary of change:
	Modified the value of the varibale tsc_NB_MaxRB to 3+2  from  2+2

	
	

	Consequences if not approved:
	TC will result in a runtime exception due to incorrect number of entries received.
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	Function name
	tsc_NB_MaxRB

	Reason for change
	During the test execution of 22.6.1 (When the test case is executed with pics pc_NB_MultiDRB set to true) the test case fails when PDCP Count Cnf message is received with PDCP count for 5 entriest (3 SRBs and 2 DRBs). Current definition only allows 4 Entries (See NB_PdcpCountInfoList_Type)

	Summary of change
	Modified the value of the varibale tsc_NB_MaxRB to 3+2  from  2+2 

	TTCN module
	NBIOT/Common/NBIOT_CommonDefs.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
group NBIOT_ASP_CommonPart_Definitions {
  
  group NBIOT_Routing_Info {

  const integer tsc_NB_MaxRB: = 2 + 2; /* 2 DRBs + 2 SRBs */
  const integer tsc_SRB1bis: = 3;

  type integer NB_SRB_Identity_Type (tsc_SRB0, tsc_SRB1, tsc_SRB1bis);

  type union NB_RadioBearerId_Type {
    NB_SRB_Identity_Type              Srb,
    EUTRA_ASN1_DRB_Identity_Type      Drb,
    SC_MRB_Identity_Type              ScMrb
  };
      <<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
group NBIOT_Routing_Info {

  const integer tsc_NB_MaxRB: = 3 + 2; /* 3 SRBs + 2 DRBs */              //WA#22.6.1
  const integer tsc_SRB1bis: = 3;

  type integer NB_SRB_Identity_Type (tsc_SRB0, tsc_SRB1, tsc_SRB1bis);

  type union NB_RadioBearerId_Type {
    NB_SRB_Identity_Type              Srb,
    EUTRA_ASN1_DRB_Identity_Type      Drb,
    SC_MRB_Identity_Type              ScMrb
  };

  
<<SKIPPED CODE>>



